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How to Use This Soil Survey

General Soil Map|

The general soil map, which is a color map, shows the survey area divided into groups of associated soils called
general soil map units. This map is useful in planning the use and management of large areas.

To find information about your area of interest, locate that area on the map, identify the name of the map unit in the
area on the color-coded map legend, then refer to the section|GeneraI Soil Map Units|f0r a general description of
the soils in your area.

|Detai|ed Soil Maps|

The detailed soil maps can be useful in planning the use and
management of small areas.

To find information about your area
of interest, locate that area on the
Index to Map Sheets| Note the | | ] b

number of the map sheet and turn 1
to that sheet.

MAP SHEET

Locate your area of interest on
the map sheet. Note the map unit
symbols that are in that area. Turn
to the[Contents] which lists the
map units by symbol and name
and shows the page where each
map unit is described.

The[Contents|shows which table
has data on a specific land use for
each detailed soil map unit. Also
see the for sections of
this publication that may address
your specific needs.

AREA OF INTEREST

NOTE: Map unit symbols in a soil
survey may consist only of numbers or
letters, or they may be a combination
of numbers and letters.

MAP SHEET



This soil survey is a publication of the National Cooperative Soil Survey, a joint effort
of the United States Department of Agriculture and other Federal agencies, State
agencies including the Agricultural Experiment Stations, and local agencies. The Natural
Resources Conservation Service (formerly the Soil Conservation Service) has
leadership for the Federal part of the National Cooperative Soil Survey.

Major fieldwork for this soil survey was completed in 1991. Soil names and
descriptions were approved in 1992. Unless otherwise indicated, statements in this
publication refer to conditions in the survey area in 1991. This survey was made
cooperatively by the Natural Resources Conservation Service, the Louisiana Agricultural
Experiment Station, and the Louisiana Soil and Water Conservation Committee. The
survey is part of the technical assistance furnished to the Saline Soil and Water
Conservation District.

Soil maps in this survey may be copied without permission. Enlargement of these
maps, however, could cause misunderstanding of the detail of mapping. If enlarged,
maps do not show the small areas of contrasting soils that could have been shown at a
larger scale.

The United States Department of Agriculture (USDA) prohibits discrimination in all its
programs and activities on the basis of race, color, national origin, gender, religion, age,
disability, political beliefs, sexual orientation, and marital or family status. (Not all
prohibited bases apply to all programs.) Persons with disabilities who require alternative
means for communication of program information (Braille, large print, audiotape, etc.)
should contact USDA’s TARGET Center at 202-720-2600 (voice and TDD).

To file a complaint of discrimination, write USDA, Director, Office of Civil Rights,
Room 326-W, Whitten Building, 14th and Independence Avenue, SW, Washington, DC
20250-9410 or call 202-720-5964 (voice and TDD). USDA is an equal opportunity
provider and employer.

A field of watermelons overlooking Mill Creek Lake. Watermelon is a major agriculture
crop in Bienville Parish.

Additional information about the Nation’s natural resources is available on the
Natural Resources Conservation Service home page on the World Wide Web. The
address is http://www.nrcs.usda.gov (click on “Technical Resources”).
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Foreword

This soil survey contains information that can be used in land-planning programs in
this survey area. It contains predictions of soil behavior for selected land uses. The
survey also highlights limitations and hazards inherent in the soil, improvements needed
to overcome the limitations, and the impact of selected land uses on the environment.

This soil survey is designed for many different users. Farmers, foresters, and
agronomists can use it to evaluate the potential of the soil and the management needed
for maximum food and fiber production. Planners, community officials, engineers,
developers, builders, and home buyers can use the survey to plan land use, select sites
for construction, and identify special practices needed to ensure proper performance.
Conservationists, teachers, students, and specialists in recreation, wildlife
management, waste disposal, and pollution control can use the survey to help them
understand, protect, and enhance the environment.

Great differences in soil properties can occur within short distances. Some soils are
seasonally wet or subject to flooding. Some are shallow to cemented ironstone layers.
Some are too unstable to be used as a foundation for buildings or roads. Clayey or wet
soils are poorly suited to use as septic tank absorption fields. A high water table makes
a soil poorly suited to underground installations.

These and many other soil properties that affect land use are described in this soll
survey. Broad areas of soils are shown on the general soil map. The location of each soll
is shown on the detailed soil maps. Each soil in the survey area is described.
Information on specific uses is given for each soil. Help in using this publication and
additional information are available at the local office of the Natural Resources
Conservation Service or the Cooperative Extension Service.

Donald W. Gohmert
State Conservationist
Natural Resources Conservation Service
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Bienville Parish, Louisiana

By Michael C. Cooley, Patrick M. Burke, Charles Henry, Jr., Edward D. Scott,
Curtis L. Godfrey, Wilton W. Stephens, Jay Wilson, Gerald Rosenburg,
Stacey Fontenot, and Jimmy Edwards, Natural Resources Conservation Service

United States Department of Agriculture, Natural Resources Conservation Service,

in cooperation with

the Louisiana Agricultural Experiment Station and the Louisiana Soil and Water

Conservation Committee

BienviLLE PARIsH is in north-central Louisiana about
40 miles east of Shreveport[(fig. 1)} The total area is
526,400 acres, of which 522,000 acres is land and
4,400 acres is water in the form of lakes, reservoirs,
and streams. Bienville Parish is bordered on the north
by Webster and Claiborne Parishes; on the east by
Lincoln and Jackson Parishes; on the south by Winn,
Natchitoches, and Red River Parishes; and on the west
by Bossier and Webster Parishes. In 1990, according
to the Bureau of the Census, the population of Bienville
Parish was 15,979. Arcadia, the parish seat, has a
population of 3,079 and is the largest city. Other cities
and communities are Ringgold, Bienville, Castor,
Saline, Jamestown, Fryeburg, Gibsland, Taylor,
Bryceland, Mount Lebanon, Mount Olive, Friendship,
and Sailes. The parish is mostly rural.

The parish consists of three major physiographic
areas—the level and nearly level flood plains, the level
to gently sloping stream terraces, and the very gently
sloping to moderately steep uplands. Elevation ranges
from about 535 feet on Driskill Mountain northeast of
Bienville to about 115 feet above sea level on the flood
plains in the southeastern part of the parish.

The flood plains of streams that drain the uplands
are throughout the parish. They make up about 20
percent of the land area. The soils on flood plains range
from loamy to clayey and from well drained to poorly
drained. The poorly drained soils are in lower areas and
are limited by wetness and flooding. The well drained
soils are at a slightly higher elevation on low ridges and
on natural levees along abandoned and present stream
channels and are limited mainly by flooding

Figure 1.—Location of Bienville Parish in Louisiana.

Most of the acreage is used as woodland. A small
acreage is used as pastureland or cropland.

The stream terraces are throughout the parish and
make up about 5 percent of the parish. The soils on
stream terraces range from sandy to clayey and from
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Figure 2.—A flooded upland hardwood bottom area. Areas along Saline Bayou, Black Lake Bayou, and Dugdemona River are
subject to frequent flooding.

well drained to poorly drained. They are generally low in
natural fertility. Most of the acreage is used as
woodland. A small acreage is used for cultivated crops,
pasture, or homesites. Steepness of slope, wetness,
and low natural fertility are the main limitations for
agricultural uses.

The uplands make up the remainder of the land
area. The soils on uplands are gravelly, sandy, loamy,
or clayey and range from somewhat poorly drained to
somewhat excessively drained. They are low in natural
fertility. Most of the acreage is used as woodland. A
small acreage is used for pasture, crops, or homesites.
The main limitations to agricultural uses are steepness
of slope and a hazard of erosion.

General Nature of the County

This section gives general information about
Bienville Parish. It describes the history and
development, agriculture, climate, transportation, and
industry.

History and Development

Bienville Parish was named in honor of Bienville,
"The Father of Louisiana” and great explorer of the
1700’s. Bienville Parish was created in 1848. It was
originally a part of Claiborne Parish. Little settlement
occurred in what is now Bienville Parish during the
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1700’s, mainly because there were few navigable
waterways and because of a fear of the Natchez
Indians and unfriendly relations between the Spanish
and French in the area.

Bienville Parish was covered by virgin timber until
1837. Longleaf pine was predominant in the southeast
part of the parish. Mixed shortleaf pine and oak were in
the uplands and elsewhere.

The abundance of Indian artifacts indicates that the
parish was once inhabited by many tribes, especially
around the salt domes in the western part of the parish.
The four major salt domes are Rayburn, Brush Valley,
King’s Lick, and Lake Bistineau. During the Civil War,
these areas were used extensively for the salt, which
was readily available.

Settlement began in Bienville Parish in the 1830’s
when the Federal government began to sell land. The
original parish seat was located in the center of
Bienville Parish in a town called Sparta. In 1893, the
parish seat was moved to Arcadia.

Agriculture

In the early 1900's, cotton was produced extensively
in Bienville Parish. Today, most of the cropland has
been converted to woodland or pastureland.

Pasture and hayland are on 26,000 acres in Bienville
Parish. According to the Louisiana Summary of
Agriculture and Natural Resources of 1990, about
5,000 acres were used to produce hay. The average
yield was about 2.1 tons per acre.

In 1990, about 900 acres was planted to cotton in
the parish. The average yield was a little more than 1
bale of lint cotton per acre. Sweet potatoes were grown
on about 350 acres|{fig 3)] The average yield was about
275 bushels per acre.

Annually, watermelons are grown on about 300
acres on the sandy soils near Saline. The average yield
is about 15,000 pounds per acre. Corn is grown on
about 300 acres in the parish, mainly as field corn and
feed corn. Other crops produced are Christmas trees,
blackberries, blueberries, peaches, grapes, cantaloupe,
lima beans, field peas, tomatoes, muscadines, and
mayhaws. These commaodities are produced on less
than 200 acres in small plots throughout the parish.

There are seven dairies and seven poultry
operations in Bienville Parish. Poultry production is
expected to increase in the parish. Forestry is a big
income producer with about 450,000 acres of
commercial woodland.

The trend in agriculture in Bienville Parish is
relatively stable with a slight increase in growth
expected.
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Climate

gives data on temperature and precipitation
for the survey area as recorded at Bienville, Louisiana,

in the period 1972 to 1986.shows probable
dates of the first freeze in fall and the last freeze in
spring.rovides data on length of the growing
season.

In winter, the average temperature is 46 degrees F
and the average daily minimum temperature is 35
degrees. The lowest temperature on record, which
occurred on February 25, 1983, is 4 degrees. In
summer, the average temperature is 81 degrees and
the average daily maximum temperature is 93 degrees.
The highest recorded temperature, which occurred on
July 13, 1980, is 106 degrees.

Growing degree days are shown in[table 1.[They are
equivalent to “heat units.” During the month, growing
degree days accumulate by the amount that the
average temperature each day exceeds a base
temperature (50 degrees F). The normal monthly
accumulation is used to schedule single or successive
plantings of a crop between the last freeze in spring
and the first freeze in fall.

The total annual precipitation is about 60 inches. Of
this, 27 inches, or 45 percent, usually falls in April
through September. The growing season for most crops
falls within this period. In 2 years out of 10, the rainfall
in April through September is less than 21 inches. The
heaviest 1-day rainfall during the period of record was
10.25 inches on May 7, 1978. Thunderstorms occur on
about 55 days each year, and most occur in summer.

The average seasonal snowfall is about 1 inch. The
greatest snow depth at any one time during the period
of record was 5 inches. On the average, 1 day of the
year has at least 1 inch of snow on the ground. The
number of such days varies greatly from year to year.

The average relative humidity in midafternoon is
about 60 percent. Humidity is higher at night, and the
average at dawn is about 85 percent. The sun shines
70 percent of the time possible in summer and 55
percent in winter. The prevailing wind is from the south.
Average windspeed is highest, 10 miles per hour, in

spring.
Transportation

Bienville Parish is served by a network of highways
and roads. Louisiana State Highways 4, 7, 9, 154, and
155; U.S. Highway 80; and Interstate 20 service the
major through-traffic in the parish. Numerous other
paved state and parish roads are available throughout
the parish.

The parish is served by one airport, three major
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Figure 3.—The loamy soil surface layers in areas near Ringgold, Louisiana, allow local farmers to produce sweet potatoes with
a crop rotation of two years fallow and one year sweet potatoes.

railroads, and numerous motor freight carriers.
Commercial air service is available in Shreveport,
which is less than 40 miles from Arcadia.

Industry

The major industry in the parish supports the
production and marketing of timber and other forest
products. A few large and several small forest product
industries employ many people in Bienville Parish.

Oil and gas is second only to timber production in
the total dollar volume contributed to the parish’s
economy. Service and supply companies related to olil
and gas production are also important contributors.

Other major industries in the parish include
manufacturers of machinery products, marine
products, and bricks. The Bonnie and Clyde Trade Days

held for three days each month attract many visitors to
the parish from Louisiana and surrounding states.

Large quantities of sand and gravel have been
surveyed for future industrial use. This resource is vast
and relatively untapped, offering an almost unlimited
supply of sand for silica production.

How This Survey Was Made

This survey was made to provide information about
the soils in the survey area. The information includes a
description of the soils and their location and a
discussion of the suitability, limitations, and
management of the soils for specified uses. Soll
scientists observed the steepness, length, and shape
of slopes; the general pattern of drainage; and the
kinds of crops and native plants growing on the soils.
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They dug many holes to study the soil profile, which is
the sequence of natural layers, or horizons, in a soil.
The profile extends from the surface down into the
unconsolidated material from which the soil formed.
The unconsolidated material is devoid of roots and
other living organisms and has not been changed by
other biological activity.

The soils in the survey area occur in an orderly
pattern that is related to the geology, landforms, relief,
climate, and natural vegetation of the area. Each kind
of soil is associated with a particular kind of landscape
or with a segment of the landscape. By observing the
soils in the survey area and relating their position to
specific segments of the landscape, a soil scientist
develops a concept, or model, of how the soils were
formed. Thus, during mapping, this model enables the
soil scientist to predict with a considerable degree of
accuracy the kind of soil at a specific location on the
landscape.

Commonly, individual soils on the landscape merge
into one another as their characteristics gradually
change. To construct an accurate soil map, however,
soil scientists must determine the boundaries between
the soils. They can observe only a limited number of
soil profiles. Nevertheless, these observations,
supplemented by an understanding of the soil-
landscape relationship, are sufficient to verify
predictions of the kinds of soil in an area and to
determine the boundaries.

Soil scientists recorded the characteristics of the
soil profiles that they studied. They noted soil color,
texture, size and shape of soil aggregates, kind and
amount of rock fragments, distribution of plant roots,
reaction, and other features that enable them to
identify soils. After describing the soils in the survey
area and determining their properties, the soil
scientists assigned the soils to taxonomic classes
(units). Taxonomic classes are concepts. Each
taxonomic class has a set of soil characteristics with
precisely defined limits. The classes are used as a
basis for comparison to classify soils systematically.
The system of taxonomic classification used in the
United States is based mainly on the kind and
character of soil properties and the arrangement of
horizons within the profile. After the soil scientists
classified and named the soils in the survey area, they
compared the individual soils with similar soils in the
same taxonomic class in other areas so that they
could confirm data and assemble additional data based
on experience and research.

While a soil survey is in progress, samples of some
of the soils in the area are generally collected for
laboratory analyses and for engineering tests. Soil
scientists interpret the data from these analyses and
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tests as well as the field-observed characteristics and
the soil properties to determine the expected behavior
of the soils under different uses. Interpretations for all
of the soils are field tested through observation of the
soils in different uses under different levels of
management. Some interpretations are modified to fit
local conditions, and some new interpretations are
developed to meet local needs. Data are assembled
from other sources, such as research information,
production records, and field experience of specialists.
For example, data on crop yields under defined levels
of management are assembled from farm records and
from field or plot experiments on the same kinds of
soil.

Predictions about soil behavior are based not only
on soil properties but also on such variables as climate
and biological activity. Soil conditions are predictable
over long periods of time, but they are not predictable
from year to year. For example, soil scientists can
predict with a fairly high degree of accuracy that a
given soil will have a high water table within certain
depths in most years, but they cannot assure that a
high water table will always be at a specific level in the
soil on a specific date.

After soil scientists located and identified the
significant natural bodies of soil in the survey area,
they drew the boundaries of these bodies on aerial
photographs and identified each as a specific map unit.
Aerial photographs show trees, buildings, fields, roads,
and rivers, all of which help in locating boundaries
accurately.

Map Unit Composition

A map unit delineation on a soil map represents an
area dominated by one major kind of soil or an area
dominated by two or three kinds of soil. A map unit is
identified and named according to the taxonomic
classification of the dominant soil or soils. Within a
taxonomic class there are precisely defined limits for
the properties of the soils. On the landscape, however,
the soils are natural objects. In common with other
natural objects, they have a characteristic variability in
their properties. Thus, the range of some observed
properties may extend beyond the limits defined for a
taxonomic class. Areas of soils of a single taxonomic
class rarely, if ever, can be mapped without including
areas of soils of other taxonomic classes.
Consequently, every map unit is made up of the soil or
soils for which it is named and some soils that belong
to other taxonomic classes. In the detailed soil map
units, these latter soils are called inclusions or
included soils. In the|general soil map units} they are
called soils of minor extent.
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Most inclusions have properties and behavioral
patterns similar to those of the dominant soil or soils in
the map unit, and thus they do not affect use and
management. These are called noncontrasting (similar)
inclusions. They may or may not be mentioned in the
map unit descriptions. Other inclusions, however, have
properties and behavior divergent enough to affect use
or require different management. These are contrasting
(dissimilar) inclusions. They generally occupy small
areas and cannot be shown separately on the soll
maps because of the scale used in mapping. The
inclusions of contrasting soils are mentioned in the
map unit descriptions. A few inclusions may not have
been observed and consequently are not mentioned in

the descriptions, especially where the soil pattern was
so complex that it was impractical to make enough
observations to identify all of the kinds of soils on the
landscape.

The presence of inclusions in a map unit in no way
diminishes the usefulness or accuracy of the soil data.
The objective of soil mapping is not to delineate pure
taxonomic classes of soils but rather to separate the
landscape into segments that have similar use and
management requirements. The delineation of such
landscape segments on the map provides sufficient
information for the development of resource plans, but
onsite investigation is needed to plan for intensive
uses in small areas.
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The general soil map at the back of this publication
shows broad areas that have a distinctive pattern of
soils, relief, and drainage. Each map unit on the
general soil map is a unique natural landscape.
Typically, it consists of one or more major soils and
some minor soils. It is named for the major soils. The
soils making up one unit can occur in another but in a
different pattern.

The general soil map can be used to compare the
suitability of large areas for general land uses. Areas
of suitable soils can be identified on the map.
Likewise, areas where the soils are not suitable can
be identified.

Because of its small scale, the map is not suitable
for planning the management of a farm or field or for
selecting a site for a road or a building or other
structure. The soils in any one map unit differ from
place to place in slope, depth, drainage, and other
characteristics that affect management.

The soils in the survey area vary widely in their
potential for major land uses. Each map unit is rated
for cultivated crops, pastureland, woodland, urban
uses, and recreational areas. Cultivated crops are
those grown extensively in the survey area.
Pastureland refers to land that is producing either
native grasses or tame grasses and legumes for
livestock grazing. Woodland refers to areas of native
or introduced trees. Urban uses include residential,
commercial, and industrial developments. Intensive
recreational areas are campsites, picnic areas,
ballfields, and other areas that are subject to heavy
foot traffic.

The boundaries of the general soil map units in
Bienville Parish were matched, where possible, with
those of the previously published surveys of
Claiborne, Red River, and Bossier Parishes; and the
previously completed and unpublished surveys of
Lincoln, Winn, Jackson, and Webster Parishes. In a
few places, however, the names of the map units
differ slightly. These differences resulted from
changes in soil series concepts, differences in map
unit design, and changes in soil patterns near the
survey area boundaries.

The general soil map units in this survey have
been grouped into three general landscapes.

Descriptions of each of the broad groups and the
map units in each group follow.

Soils on Uplands

This group of map units consists of very gently
sloping to moderately steep, somewhat excessively
drained to somewhat poorly drained, sandy and
loamy soils. These soils are on ridgetops and side
slopes on uplands. Slopes range from 1 to 20
percent.

The map units in this group make up about 75
percent of the land area. Most of the acreage is used
as woodland or pastureland. Areas used as cropland
generally are small and scattered. Steepness of
slope and moderate or severe hazard of erosion are
the main limitations for most uses. Wetness,
moderate to very slow permeability, and moderate to
very high shrink-swell potential are additional
limitations for urban uses.

1. Sacul-Bowie-Sawyer

Setting

Landform: Uplands

Landform position: Sacul and Bowie—ridgetops and
side slopes; Sawyer—ridgetops

Distinctive landform features: Landscape is crossed
by many drainageways

Slope range: 1 to 12 percent

Composition

Percent of the survey area: 31 percent
Sacul soils—62 percent
Bowie soils—23 percent
Sawyer soils—10 percent
Minor soils—5 percent (includes Briley, Guyton,
Ouachita, and Trep soils)

Typical Profile
Sacul

Surface layer: \lery dark grayish brown to dark
grayish brown fine sandy loam
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Subsurface layer: Yellowish brown fine sandy loam
Subsoil layer: Upper part—red clay;
middle part—variegated red and gray clay;
lower part—gray clay loam

Bowie

Surface layer: Brown very fine sandy loam

Subsurface layer: Light yellowish brown very fine
sandy loam

Subsoil layer: Upper part—yellowish brown sandy
clay loam; middle part—brownish yellow loam;
lower part—variegated yellowish brown, light
brownish gray, and red sandy clay loam

Sawyer

Surface layer: Brown very fine sandy loam
Subsurface layer: Light yellowish brown very fine
sandy loam
Subsoil layer: Upper part—strong brown loam;
next layer—strong brown silty clay loam;
next layer—yellowish brown silty clay loam;
next layer—variegated brownish yellow, red, and
light brownish gray silty clay; lower part—gray
silty clay

Soil Properties
Sacul

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Perched at 2 to 4 feet

Flooding: None

Permeability class: Slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: High

Slope: Very gently sloping to strongly sloping

Bowie

Depth class: Very deep

Drainage class: Well drained

Water table: Perched at 3.5 to 5 feet
Flooding: None

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Moderate

Slope: Gently sloping or moderately sloping

Sawyer

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Perched at 2 to 3 feet
Flooding: None

Permeability class: Slow

Soil Survey

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Moderate

Slope: Gently sloping or moderately sloping

Use and Management
Major use: Woodland

Other uses: Pastureland, cropland, and residential
areas

Agricultural concerns

» Cropland
Suitability: Moderately well suited to very poorly
suited
Management concerns: Low fertility; erosion
hazard; short, complex slopes; and levels of
aluminum in the rooting zone that are
potentially toxic to plants
» Pasture and hayland
Suitability: Well suited to poorly suited
Management concerns: Low fertility; erosion
hazard; and short, complex slopes
* Woodland
Suitability: Well suited or moderately well suited
Management concerns: Slight or moderate
equipment limitation, windthrow hazard, and
plant competition

Urban concerns

» Septic tank absorption fields
Limitation rating: Severe
Limitations: Wetness and slow percolation
» Dwellings without basements
Limitation rating: Sacul—severe; Bowie—slight;
Sawyer—moderate
Limitations: Sacul—shrink-swell; Bowie—none;
Sawyer—wetness and shrink-swell
* Local roads and streets
Limitation rating: Sacul and Sawyer—severe;
Bowie—moderate
Limitations: Sacul—shrink-swell and low strength;
Bowie and Sawyer—Ilow strength
» Lawns, landscaping, and golf fairways
Limitation rating: Sacul—slight or moderate;
Bowie and Sawyer—slight
Limitations: Sacul—slope; Bowie and
Sawyer—none

Recreational uses

» Camp and picnic areas
Limitation rating: Slight or moderate
Limitations: Wetness, slow percolation, and slope
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* Playgrounds
Limitation rating: Moderate or severe
Limitations: Slope, small stones, wetness, and
slow percolation

2. Mahan-Darley

Setting

Landform: Uplands

Landform position: Ridgetops and side slopes

Distinctive landform features: Landscape is crossed
by many small drainageways

Slope range: 1 to 12 percent

Composition

Percent of the survey area: 2 percent
Mahan soils—78 percent
Darley soils—8 percent
Minor soils—14 percent (includes Briley, Guyton,
Ouachita, and Sacul soils)

Typical Profile
Mahan

Surface layer: Dark brown fine sandy loam

Subsurface layer: Brown fine sandy loam

Subsoil layer: Upper part—red clay; middle part—red
clay loam; lower part—red sandy clay loam

Substratum layer: Stratified red sandy clay loam and
light brownish gray, yellowish brown, and red
sandy loam

Darley

Surface layer: Brown or dark grayish brown gravelly
fine sandy loam

Subsoil layer: Upper part—red sandy clay; middle
part—alternating layers of red sandy clay and
thin ledges of ironstone; lower part—red sandy
loam

Soil Properties
Mahan

Depth class: Very deep

Drainage class: Well drained

Water table: More than 6 feet

Flooding: None

Permeability class: Moderate

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Very gently sloping to strongly sloping
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Darley

Depth class: Moderately deep

Drainage class: Well drained

Water table: More than 6 feet

Flooding: None

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Very gently sloping to strongly sloping

Use and Management
Major use: Woodland

Other uses: Pastureland and residential areas

Agricultural concerns

» Cropland
Suitability: Moderately well suited to not suited
Management concerns: Erosion hazard, low
fertility, and levels of aluminum in the rooting
zone that are potentially toxic to plants
» Pasture and hayland
Suitability: Well suited to poorly suited
Management concerns: Erosion hazard and low
fertility
* Woodland
Suitability: Well suited
Management concerns: Slight or moderate plant
competition

Urban concerns

» Septic tank absorption fields
Limitation rating: Severe
Limitations: Mahan—slow percolation;
Darley—cemented pan and slow percolation
» Dwellings without basements
Limitation rating: Slight or moderate
Limitations: Slope
» Local roads and streets
Limitation rating: Mahan—moderate;
Darley—slight or moderate
Limitations: Mahan—Iow strength and slope;
Darley—slope
» Lawns, landscaping, and golf fairways
Limitation rating: Mahan—slight or moderate;
Darley—moderate
Limitations: Mahan—slope; Darley—small stones

Recreational uses

» Camp and picnic areas
Limitation rating: Slight or moderate
Limitations: Small stones
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* Playgrounds
Limitation rating: Moderate or severe
Limitations: Slope and small stones

3. Bellwood-Natchitoches-Sacul

Setting

Landform: Uplands

Landform position: Ridgetops and side slopes

Distinctive landform features: Areas are dissected by
branching drainage systems

Slope range: 1 to 15 percent

Composition

Percent of the survey area: 6 percent
Bellwood soils—40 percent
Natchitoches soils—24 percent
Sacul soils—22 percent
Minor soils—14 percent (includes Guyton,
Metcalf, Oktibbeha, Ouachita, and Sawyer
soils)

Typical Profile
Bellwood

Surface layer: Dark grayish brown silt loam
Subsoil layer: Upper part—yellowish red clay;
next layer—red clay; next layer—variegated red
and light gray clay; next layer—light gray clay;
lower part—light brownish gray clay

Natchitoches

Surface layer: Dark brown or very dark grayish brown
fine sandy loam

Subsoil layer: Upper part—red clay;
lower part—variegated red and olive clay

Substratum layer: Upper part—variegated olive and
red clay; middle part—yellowish red sandy clay;
lower part—variegated strong brown, olive, and
light brownish gray sandy clay

Sacul

Surface layer: Very dark grayish brown fine sandy
loam

Subsurface layer: Dark yellowish brown fine sandy
loam

Subsoil layer: Upper part—red clay;
lower part—variegated red and gray clay

Substratum layer: Gray clay loam

Soil Survey

Soil Properties
Bellwood

Depth class: Very deep

Drainage class: Somewhat poorly drained
Water table: Apparent at 2 to 4 feet

Flooding: None

Permeability class: Slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: High

Slope: Very gently sloping to moderately steep

Natchitoches

Depth class: Deep

Drainage class: Well drained

Water table: More than 6 feet

Flooding: None

Permeability class: Very slow

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: High

Slope: Very gently sloping to strongly sloping

Sacul

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Perched at 2 to 4 feet

Flooding: None

Permeability class: Slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: High

Slope: Very gently sloping to strongly sloping

Use and Management
Major use: Woodland

Other uses: Pastureland and residential areas

Agricultural concerns

» Cropland
Suitability: Poorly suited or very poorly suited
Management concerns: Erosion hazard, low
fertility, levels of aluminum in the rooting zone
that are potentially toxic to plants, and poor
tilth
» Pasture and hayland
Suitability: Moderately well suited to poorly suited
Management concerns: Erosion hazard and low
fertility



Bienville Parish, Louisiana

* Woodland
Suitability: Moderately well suited
Management concerns: Severe equipment
limitation; moderate seedling mortality,
windthrow hazard, and plant competition

Urban concerns

» Septic tank absorption fields
Limitation rating: Severe
Limitations: Bellwood and Sacul—wetness and
slow percolation; Natchitoches—slow
percolation
» Dwellings without basements
Limitation rating: Severe
Limitations: Shrink-swell
» Local roads and streets
Limitation rating: Severe
Limitations: Low strength and shrink-swell
» Lawns, landscaping, and golf fairways
Limitation rating: Bellwood and Sacul—slight or
moderate; Natchitoches—moderate
Limitations: Bellwood—slope and slow
percolation; Natchitoches—droughty and
slope; Sacul—slope

Recreational uses

» Camp and picnic areas
Limitation rating: Moderate or severe
Limitations: Slow percolation, wetness, and slope
» Playgrounds
Limitation rating: Moderate or severe
Limitations: Slope, slow percolation, small
stones, and wetness

4. Eastwood-Bowie

Setting

Landform: Uplands

Landform position: Ridgetops and side slopes

Distinctive landform features: Slopes are steeper
near Loggy Bayou and Lake Bistineau

Slope range: 1 to 20 percent

Composition

Percent of the survey area: 4 percent
Eastwood soils—80 percent
Bowie soils—18 percent
Minor soils—2 percent (includes Briley, Guyton,
Ouachita, and Sawyer soils)
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Typical Profile
Eastwood

Surface layer: Dark yellowish brown, dark grayish
brown, or grayish brown fine sandy loam

Subsurface layer: Strong brown fine sandy loam

Subsoil layer: Upper part—red clay;
next layer—variegated red, light brownish gray,
and light olive brown clay; next layer—variegated
red, light brownish gray, and yellowish brown silty
clay; lower part—light brownish gray silty clay
loam

Substratum layer: Variegated light gray and brown
silty clay loam

Bowie

Surface layer: Brown very fine sandy loam

Subsurface layer: Light yellowish brown very fine
sandy loam

Subsoil layer: Upper part—strong brown sandy clay
loam; middle part—brownish yellow sandy clay
loam; lower part—yellowish brown sandy clay
loam

Soil Properties
Eastwood

Depth class: Deep

Drainage class: Moderately well drained
Water table: More than 6 feet

Flooding: None

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: High

Slope: Very gently sloping to moderately steep

Bowie

Depth class: Very deep

Drainage class: Well drained

Water table: Perched at 3.5 to 5 feet
Flooding: None

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Moderate

Slope: Gently sloping or moderately sloping

Use and Management
Major use: Woodland

Other uses: Pastureland and residential areas
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Agricultural concerns

» Cropland
Suitability: Moderately well suited to not suited
Management concerns: Erosion hazard, slope,
low fertility, and levels of aluminum in the
rooting zone that are potentially toxic to plants
» Pasture and hayland
Suitability: Well suited to poorly suited
Management concerns: Erosion hazard and low
fertility
* Woodland
Suitability: Well suited or moderately well suited
Management concerns: Moderate or slight
erosion hazard and equipment limitation

Urban concerns

» Septic tank absorption fields
Limitation rating: Severe
Limitations: Eastwood—slow percolation and
slope; Bowie—wetness and slow percolation
» Dwellings without basements
Limitation rating: Eastwood—severe;
Bowie—slight
Limitations: Eastwood—shrink-swell and slope;
Bowie—none
* Local roads and streets
Limitation rating: Eastwood—severe;
Bowie—moderate
Limitations: Eastwood—shrink swell, low
strength, and slope; Bowie—Ilow strength
» Lawns, landscaping, and golf fairways
Limitation rating: Eastwood—slight to severe;
Bowie—slight
Limitations: Eastwood—slope; Bowie—none

Recreational uses

e Camp and picnic areas
Limitation rating: Slight to severe
Limitations: Slow percolation and slope
* Playgrounds
Limitation rating: Moderate or severe
Limitations: Slow percolation and slope

5. Malbis-Ruston-Beauregard

Setting

Landform: Uplands

Landform position: Malbis and Ruston—ridgetops and
side slopes; Beauregard—ridgetops and
toeslopes

Soil Survey

Distinctive landform features: Landscape is crossed
by many small drainageways
Slope range: 1 to 8 percent

Composition

Percent of the survey area: 13 percent
Malbis soils—40 percent
Ruston soils—19 percent
Beauregard soils—14 percent
Minor soils—27 percent (includes Boykin,
Guyton, Kolin, Ouachita, and Shatta soils)

Typical Profile
Malbis

Surface layer: Dark grayish brown or dark brown fine
sandy loam

Subsurface layer: Yellowish brown fine sandy loam

Subsoil layer: Yellowish brown sandy clay loam

Ruston

Surface layer: Grayish brown fine sandy loam

Subsurface layer: Brown fine sandy loam

Subsoil layer: Upper part—yellowish red sandy clay
loam; middle part—yellowish red fine sandy
loam; lower part—red sandy clay loam

Beauregard

Surface layer: Dark grayish brown silt loam

Subsurface layer: Upper part—dark yellowish brown
silt loam; lower part—yellowish brown silt loam

Subsoil layer: Upper part—yellowish brown silt loam;
middle part—yellowish brown silty clay loam;
lower part—light brownish gray silty clay loam

Soil Properties
Malbis

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Perched at 2.5 to 4 feet
Flooding: None

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Gently sloping or moderately sloping

Ruston

Depth class: Very deep

Drainage class: Well drained

Water table: More than 6 feet

Flooding: None

Permeability class: Moderate

Available water capacity: Moderate or high
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Natural soil fertility: Low
Shrink-swell potential: Low
Slope: Gently sloping or moderately sloping

Beauregard

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Apparent at 1.5 to 3 feet
Flooding: None

Permeability class: Slow

Available water capacity: Very high
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Gently sloping

Use and Management
Major use: Woodland or pastureland

Other uses: Cropland and residential areas

Agricultural concerns

» Cropland
Suitability: Well suited or moderately well suited
Management concerns: Low fertility, erosion
hazard, levels of aluminum in the rooting zone
that are potentially toxic to plants, and
wetness
» Pasture and hayland
Suitability: Well suited
Management concerns: Low fertility, erosion
hazard, and wetness
* Woodland
Suitability: Well suited or moderately well suited
Management concerns: Slight or moderate plant
competition, seedling mortality, windthrow
hazard, and equipment limitation

Urban concerns

» Septic tank absorption fields
Limitation rating: Malbis and
Beauregard—severe; Ruston—moderate
Limitations: Malbis and Beauregard—wetness
and slow percolation; Ruston—slow
percolation
» Dwellings without basements
Limitation rating: Malbis and Ruston—slight;
Beauregard—moderate
Limitations: Malbis and Ruston—none;
Beauregard—wetness
» Local roads and streets
Limitation rating: Malbis and Ruston—slight;
Beauregard—moderate
Limitations: Malbis and Ruston—none;
Beauregard—Ilow strength and wetness
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» Lawns, landscaping, and golf fairways
Limitation rating: Malbis and Ruston—slight;
Beauregard—moderate
Limitations: Malbis and Ruston—none;
Beauregard—wetness

Recreational uses

» Camp and picnic areas
Limitation rating: Slight or moderate
Limitations: Wetness and slow percolation
* Playgrounds
Limitation rating: Moderate or severe
Limitations: Slope

6. Kolin-Forbing

Setting

Landform: Uplands

Landform position: Kolin—ridgetops;
Forbing—ridgetops and side slopes

Distinctive landform features: Landscape is crossed
by many small drainageways

Slope range: 1 to 12 percent

Composition

Percent of the survey area: 1 percent
Kolin soils—68 percent
Forbing soils—15 percent
Minor soils—17 percent (includes Buxin, Guyton,
Malbis, Moreland, Ouachita, and Shatta soils)

Typical Profile
Kolin

Surface layer: Dark grayish brown silt loam
Subsurface layer: Pale brown silt loam
Subsoil layer: Upper part—yellowish brown silt loam
and silty clay loam; next layer—yellowish brown
silty clay loam with light gray silt coatings;
next layer—yellowish brown silty clay;
lower part—red clay

Forbing

Surface layer: Very dark brown or dark brown silt
loam

Subsurface layer: Brown silt loam

Subsoil layer: Upper part—yellowish red clay;
middle part—red clay; lower part—dark red clay

Soil Properties
Kolin

Depth class: Very deep
Drainage class: Moderately well drained
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Water table: Perched at 1.5 to 3 feet
Flooding: None

Permeability class: Very slow

Available water capacity: High

Natural soil fertility: Low

Shrink-swell potential: High

Slope: Gently sloping or moderately sloping

Forbing

Depth class: Very deep

Drainage class: Moderately well drained
Water table: More than 6 feet

Flooding: None

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: \ery high

Slope: Very gently sloping to strongly sloping

Use and Management
Major use: Woodland

Other uses: Pastureland and residential areas

Agricultural concerns

» Cropland
Suitability: Moderately well suited to very poorly
suited
Management concerns: Erosion hazard, low
fertility, and levels of aluminum in the rooting
zone that are potentially toxic to plants
» Pasture and hayland
Suitability: Well suited to poorly suited
Management concerns: Low fertility and erosion
hazard
* Woodland
Suitability: Well suited or moderately well suited
Management concerns: Slight or moderate
equipment limitation, seedling mortality,
windthrow hazard, and plant competition

Urban concerns

» Septic tank absorption fields
Limitation rating: Severe
Limitations: Kolin—wetness and slow percolation;
Forbing—slow percolation
» Dwellings without basements
Limitation rating: Severe
Limitations: Shrink-swell
» Local roads and streets
Limitation rating: Severe
Limitations: Low strength and shrink-swell

Soil Survey

» Lawns, landscaping, and golf fairways
Limitation rating: Moderate
Limitations: Kolin—wetness;

Forbing—droughtiness and slope

Recreational uses

» Camp and picnic areas
Limitation rating: Severe
Limitations: Slow percolation

* Playgrounds
Limitation rating: Severe
Limitations: Slow percolation

7. Briley-Betis-McLaurin

Setting

Landform: Uplands

Landform position: Ridgetops and side slopes

Distinctive landform features: Landscape is crossed
by many small drainageways

Slope range: 1 to 12 percent

Composition

Percent of the survey area: 18 percent
Briley soils—42 percent
Betis soils—31 percent
McLaurin soils—9 percent
Minor soils—18 percent (includes Darden,
Guyton, Ouachita, Sacul, and Sailes soils)

Typical Profile
Briley

Surface layer: Dark grayish brown loamy fine sand

Subsurface layer: Upper part—light yellowish brown
loamy fine sand; lower part—brown loamy fine
sand

Subsoil layer: Upper part—yellowish red sandy clay
loam; lower part—red sandy clay loam

Betis

Surface layer: Dark grayish brown loamy fine sand

Subsurface layer: Upper part—brown loamy fine
sand; lower part—yellowish brown loamy fine
sand

Subsoil layer: Upper part—strong brown loamy fine
sand; lower part—pale brown loamy fine sand
and yellowish red fine sandy loam

McLaurin

Surface layer: Brown fine sandy loam
Subsurface layer: Dark yellowish brown fine sandy
loam
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Subsoil layer: Upper part—red sandy loam;
middle part—yellowish red sandy loam with
pockets of very pale brown sand grains;
lower part—red sandy loam

Soil Properties
Briley

Depth class: Very deep

Drainage class: Well drained

Water table: More than 6 feet

Flooding: None

Permeability class: Moderate

Available water capacity: Moderate

Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Very gently sloping to strongly sloping

Betis

Depth class: Very deep

Drainage class: Somewhat excessively drained
Water table: More than 6 feet

Flooding: None

Permeability class: Rapid

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Very gently sloping to strongly sloping

McLaurin

Depth class: Deep

Drainage class: Well drained

Water table: More than 6 feet

Flooding: None

Permeability class: Moderate

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Gently sloping or moderately sloping

Use and Management
Major use: Woodland

Other uses: Pastureland, cropland, and residential
areas

Agricultural concerns

» Cropland
Suitability: Moderately well suited to very poorly
suited
Management concerns: Droughtiness, erosion
hazard, low fertility, and levels of aluminum in
the rooting zone that are potentially toxic to
plants
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» Pasture and hayland
Suitability: Moderately well suited to poorly suited
Management concerns: Droughtiness, low
fertility, and erosion hazard
* Woodland
Suitability: Well suited or moderately well suited
Management concerns: Moderate seedling
mortality and plant competition; slight to
severe equipment limitation

Urban concerns

» Septic tank absorption fields
Limitation rating: Briley—slight or moderate;
Betis—severe; McLaurin—slight
Limitations: Briley—slope; Betis—poor filter;
McLaurin—none
» Dwellings without basements
Limitation rating: Briley and Betis—slight or
moderate; McLaurin—slight
Limitations: Briley and Betis—slope;
McLaurin—none
» Local roads and streets
Limitation rating: Briley and Betis—slight or
moderate; McLaurin—slight
Limitations: Briley and Betis—slope;
McLaurin—none
» Lawns, landscaping, and golf fairways
Limitation rating: Briley and Betis—moderate;
McLaurin—slight
Limitations: Briley and Betis—droughtiness and
slope; McLaurin—none

Recreational uses

» Camp and picnic areas
Limitation rating: Slight or moderate
Limitations: Slope and too sandy

* Playgrounds
Limitation rating: Moderate or severe
Limitations: Slope and too sandy

Soils on Flood Plains

The map units in this group consist mainly of level
and nearly level, poorly drained, somewhat poorly
drained, and well drained, loamy and clayey soils.
These soils are subject to frequent flooding. They are
in level or depressional areas and on low ridges and
natural levees on flood plains. Slopes range from 0 to
2 percent.

The map units in this group make up about 20
percent of the land area. Most of the acreage is used
as woodland or pastureland. Seasonal wetness and
the hazard of flooding are the main limitations for
most uses.
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8. Guyton-Ouachita

Setting

Landform: Flood plains

Landform position: Guyton—alluvial flats and
depressions; Ouachita—Ilow ridges or natural
levees

Distinctive landform features: Landform is undulating
depressions and low ridges

Slope range: 0 to 2 percent

Composition

Percent of the survey area: 20 percent
Guyton soils—60 percent
Ouachita soils—25 percent
Minor soils—15 percent (includes Bienville,
Cahaba, and Dubach soils)

Typical Profile
Guyton

Surface layer: Grayish brown silt loam

Subsurface layer: Light gray silt loam

Subsoil layer: Upper part—grayish brown silty clay
loam with vertical intrusions of grayish brown silt
loam; middle part—grayish brown silty clay loam;
lower part—gray silt loam

Ouachita

Surface layer: Brown silt loam

Subsoil layer: Upper part—dark yellowish brown silt
loam; lower part—yellowish brown silt loam

Substratum layer: Yellowish brown very fine sandy
loam

Soil Properties
Guyton

Depth class: Very deep

Drainage class: Poorly drained

Water table: Perched at O to 1.5 feet
Flooding: Frequently flooded

Permeability class: Slow

Available water capacity: Very high or high
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Level to nearly level

Ouachita

Depth class: Very deep

Drainage class: Well drained

Water table: More than 6 feet
Flooding: Frequently flooded
Permeability class: Moderately slow

Soil Survey

Available water capacity: High or very high
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Nearly level to very gently sloping

Use and Management
Major use: Woodland

Other uses: Pastureland and cropland

Agricultural concerns

» Cropland
Suitability: \fery poorly suited
Management concerns: Wetness, flooding, low
fertility, and levels of aluminum in the rooting
zone that are potentially toxic to plants
» Pasture and hayland
Suitability: Poorly suited
Management concerns: Flooding, wetness, and
low fertility
* Woodland
Suitability: Moderately well suited
Management concerns: Severe equipment
limitation, seedling mortality, windthrow
hazard, and plant competition

Urban concerns

» Septic tank absorption fields
Limitation rating: Severe
Limitations: Guyton—flooding, wetness, and slow
percolation; Ouachita—flooding and slow
percolation
» Dwellings without basements
Limitation rating: Severe
Limitations: Guyton—flooding and wetness;
Ouachita—flooding
» Local roads and streets
Limitation rating: Severe
Limitations: Guyton—Ilow strength, wetness, and
flooding; Ouachita—flooding
» Lawns, landscaping, and golf fairways
Limitation rating: Severe
Limitations: Guyton—flooding and wetness;
Ouachita—flooding

Recreational uses

» Camp and picnic areas
Limitation rating: Severe
Limitations: Flooding and wetness
* Playgrounds
Limitation rating: Severe
Limitations: Wetness and flooding
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9. Buxin-Moreland

Setting

Landform: Flood plains

Landform position: Buxin—broad flats and
depressions; Moreland—low ridges and natural
levees

Distinctive landform features: Landform is undulating
depressions and low ridges

Slope range: 0 to 1 percent

Composition

Percent of the survey area: Less than 1 percent
Buxin soils—65 percent
Moreland soils—25 percent
Minor soils—10 percent (includes Eastwood and
Forbing soils)

Typical Profile
Buxin

Surface layer: Dark reddish brown clay

Subsoil layer: Upper part—dark reddish brown clay;
lower part—dark gray clay

Substratum layer: Dark reddish brown clay

Moreland

Surface layer: Dark reddish brown clay
Subsoil layer: Dark reddish brown clay

Soil Properties
Buxin

Depth class: Very deep

Drainage class: Poorly drained

Water table: Apparent at 0 to 3 feet
Flooding: Frequently flooded

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: High

Shrink-swell potential: High

Slope: Level to nearly level

Moreland

Depth class: Very deep

Drainage class: Somewhat poorly drained
Water table: Perched at O to 1.5 feet
Flooding: Frequently flooded

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: High

Shrink-swell potential: \lery high

Slope: Level to nearly level
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Use and Management
Major uses: Pastureland and wildlife areas

Other uses: Cropland and woodland

Agricultural concerns

» Cropland
Suitability: \fery poorly suited
Management concerns: Wetness and flooding
» Pasture and hayland
Suitability: Poorly suited
Management concerns: Wetness and flooding
* Woodland
Suitability: Poorly suited
Management concerns: Severe equipment
limitation, seedling mortality, and windthrow
hazard; moderate plant competition

Urban concerns

» Septic tank absorption fields
Limitation rating: Severe
Limitations: Flooding, wetness, and slow
percolation
» Dwellings without basements
Limitation rating: Severe
Limitations: Flooding, wetness, and shrink-swell
* Local roads and streets
Limitation rating: Severe
Limitations: Shrink-swell, low strength, and
wetness
» Lawns, landscaping, and golf fairways
Limitation rating: Severe
Limitations: Buxin—wetness and flooding;
Moreland—flooding, wetness, and too clayey

Recreational uses

» Camp and picnic areas
Limitation rating: Severe
Limitations: Flooding, wetness, too clayey, and
slow percolation
* Playgrounds
Limitation rating: Severe
Limitations: Wetness, too clayey, and flooding

Soils on Stream Terraces

The map unit in this group consists of somewhat
poorly drained, well drained, and somewhat
excessively drained, loamy and sandy soils. Slopes
range from 1 to 5 percent.

The map unit in this group makes up about 5
percent of the land area. Most of the acreage is used
as woodland. Pastureland and cropland areas are
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small and scattered. Low soil fertility, droughtiness,
wetness, and the hazard of erosion are the main
limitations for most uses.

10. Gurdon-Dubach-Bienville

Setting

Landform: Terraces

Landform position: Gurdon—broad flats;
Dubach—narrow to broad, convex ridges;
Bienville—broad, low ridges

Distinctive landform features: Areas are near major
drainageways

Slope range: 1 to 5 percent

Composition

Percent of the survey area: 5 percent
Gurdon soils—46 percent
Dubach soils—29 percent
Bienville soils—15 percent
Minor soils—10 percent (includes Beauregard,
Darden, Guyton, and Ouachita soils)

Typical Profile
Gurdon

Surface layer: Grayish brown silt loam

Subsoil layer: Upper part—brown silt loam;
next layer—yellowish brown silt loam;
next layer—yellowish brown silty clay loam;
next layer—variegated yellowish brown, light
brownish gray, and strong brown silty clay loam;
lower part—yellowish brown silty clay loam

Dubach

Surface layer: Brown fine sandy loam

Subsurface layer: Yellowish brown fine sandy loam

Subsoil layer: Upper part—strong brown loam;
next layer—strong brown sandy clay loam;
next layer—yellowish brown sandy clay loam;
lower part—brownish yellow sandy clay loam

Bienville

Surface layer: Dark grayish brown loamy fine sand

Subsurface layer: Upper part—brown loamy fine
sand; lower part—strong brown loamy fine sand
with spots and streaks of very pale brown
uncoated sand grains

Subsoil layer: Brown loamy fine sand

Soil Properties
Gurdon

Depth class: Very deep

Soil Survey

Drainage class: Somewhat poorly drained
Water table: Perched at 1 foot to 2 feet
Flooding: None

Permeability class: Moderate

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Gently sloping

Dubach

Depth class: Very deep

Drainage class: Well drained

Water table: Perched at 3.5 to 5 feet
Flooding: None

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Gently sloping or moderately sloping

Bienville

Depth class: Very deep

Drainage class: Somewhat excessively drained
Water table: Apparent at 4 to 6 feet

Flooding: None

Permeability class: Moderately rapid

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: Low

Slope: Gently sloping or moderately sloping

Use and Management
Major use: Woodland

Other uses: Pastureland, cropland, and residential
areas

Agricultural concerns

» Cropland
Suitability: Well suited or moderately well suited
Management concerns: Erosion hazard, low
fertility, wetness, and levels of aluminum in the
rooting zone that are potentially toxic to plants
» Pasture and hayland
Suitability: Well suited or moderately well suited
Management concerns: Erosion hazard, wetness,
low fertility, and droughtiness
* Woodland
Suitability: Well suited or moderately well suited
Management concerns: Slight to severe
equipment limitation and plant competition;
moderate windthrow hazard and seedling
mortality
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Urban concerns

» Septic tank absorption fields
Limitation rating: Gurdon and Dubach—severe;
Bienville—moderate
Limitations: Wetness
» Dwellings without basements
Limitation rating: Gurdon—severe; Dubach and
Bienville—slight
Limitations: Gurdon—wetness; Dubach and
Bienville—none
» Local roads and streets
Limitation rating: Gurdon—moderate; Dubach and
Bienville—slight
Limitations: Gurdon—low strength and wetness;
Dubach and Bienville—none

» Lawns, landscaping, and golf fairways
Limitation rating: Gurdon and
Bienville—moderate; Dubach—slight
Limitations: Gurdon—wetness; Dubach—none;
Bienville—droughtiness

Recreational uses

» Camp and picnic areas
Limitation rating: Slight to severe
Limitations: Wetness and too sandy

* Playgrounds
Limitation rating: Moderate or severe
Limitations: Wetness, slope, and too sandy
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The map units on the detailed soil maps at the
back of this survey represent the soils in the survey
area. The map unit descriptions in this section, along
with the soil maps, can be used to determine the
suitability and potential of a soil for specific uses.
They also can be used to plan the management
needed for those uses. More information on each map
unit, or soil, is given under the heading “Use and
Management of the Soils.”

Each map unit on the detailed soil maps
represents an area on the landscape and consists of
one or more soils for which the unit is named.

A symbol identifying the soil precedes the map
unit name in the soil descriptions. Each description
includes general facts about the soil and gives the
principal hazards and limitations to be considered in
planning for specific uses.

Soils that have profiles that are almost alike make
up a soil series. Except for differences in texture of
the surface layer or of the underlying material, all the
soils of a series have major horizons that are similar
in composition, thickness, and arrangement.

Soils of one series can differ in texture of the
surface layer or of the underlying material. They also
can differ in slope, stoniness, salinity, wetness,
degree of erosion, and other characteristics that
affect their use. On the basis of such differences, a
soil series is divided into soil phases. Most of the
areas shown on the detailed soil maps are phases of
soil series. The name of a soil phase commonly
indicates a feature that affects use or management.
For example, Eastwood fine sandy loam, 1 to 5
percent slopes, is a phase of the Eastwood series.

Some map units are made up of two or more major
soils. These map units are called soil complexes.

A soil complex consists of two or more soils in
such an intricate pattern or in such small areas that
they cannot be shown separately on the soil maps.
The pattern and proportion of the soils are somewhat
similar in all areas. Buxin-Moreland clays, frequently
flooded, is an example.

Most map units include small scattered areas of
soils other than those for which the map unit is
named. Some of these included soils have properties
that differ substantially from those of the major soil or

soils. Such differences could significantly affect use
and management of the soils in the map unit. The
included soils are identified in each map unit
description.

[Table 4]gives the acreage and proportionate extent
of each map unit. Other tables (see “Summary of
Tables”) give properties of the soils and the
limitations, capabilities, and potentials for many uses.
The[Glossary|defines many of the terms used in
describing the soils.

All of the soils on the flood plains in Bienville
Parish were mapped at the same level of detalil,
except for those soils that are subject to frequent
flooding. Frequent flooding limits the use and
management of the soils, and separating the soils in
these areas would be of little importance to the land
user.

Most of the soils on the uplands and terraces are
in forest land, and the use and management of these
areas are not expected to change. Where the
landscape consisted of moderately sloping to
moderately steep soils, observations were fewer than
in less sloping areas.

Soil Descriptions

BaB—Beauregard silt loam, 1 to 3 percent
slopes

Setting

Major landform: Uplands

Landform position: Broad ridgetops and toeslopes

Distinctive landform features: Slopes generally are
long and smooth

Shape of areas: Irregular

Size of areas: 50 to 250 acres

Slope: Gently sloping

Typical Profile

Surface layer:
0 to 4 inches—dark grayish brown silt loam
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Subsurface layer:
4 to 10 inches—dark yellowish brown silt loam

Subsoil layer:

10 to 21 inches—yellowish brown silt loam

21 to 43 inches—yellowish brown silty clay loam
43 to 62 inches—light brownish gray silty clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Apparent at 1.5 to 3 feet
Flooding: None

Runoff: Slow or medium

Permeability class: Slow

Available water capacity: Very high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Beauregard and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Kolin soils, Malbis soils, Shatta soils, and soils with
slopes that range from 3 to 5 percent. Kolin soils are
in positions similar to those of the Beauregard soil
and have a subsoil that is clayey in the lower part.
Malbis and Shatta soils are at a higher elevation than
the Beauregard soil. Malbis soils contain more sand
in the subsoil than the Beauregard soil and do not
have gray iron depletions within 30 inches of the soil
surface. Shatta soils have a fragipan.

Land Use
Major land use: Woodland
Other land uses: Pastureland
Cropland

Land capability subclass: lle

Suitability: Moderately well suited

Adapted crops: Corn, grain sorghum, wheat, cotton,
and soybeans

Management concerns:

* Erosion hazard

* Wetness

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a wide range of moisture
content

Soil Survey

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility and improve tilth

» Excessive cultivation can result in the formation of
a tillage pan; this pan can be broken by
subsoiling when the soil is dry

» Wetness can delay planting in some areas; shallow
ditches can remove excess water on the surface

» Runoff and erosion can be reduced by fertilizing
and seeding a cover crop in the fall

» Sheet and rill erosion can be reduced by
constructing gradient terraces and farming on the
contour

* Most crops respond well to fertilizer and lime,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, white clover, and
winter peas; ryegrass, wheat, and oats are
suitable for winter forage

Management concerns:

* Wetness

» Low fertility

Management measures:

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Grazing when the soil is wet results in puddling of
the surface layer; drainage is needed in low
places

» Proper stocking rates and pasture rotation help to
keep the pasture and soil in good condition

Woodland

Woodland suitability group: 2w8

Site index/ordinating species: 90—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, southern red oak, and white oak

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

* Moderate seedling mortality

* Moderate windthrow hazard

* Moderate plant competition

Management measures:

» Standard wheeled and tracked equipment can
cause rutting and compaction of the surface layer
if logging is done during the wet seasons; using
low-pressure ground equipment or harvesting
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during the drier periods reduces the damage to
the soil and helps to maintain productivity

* If site preparation is not adequate, competition from
undesirable plants can prevent or prolong natural
or artificial reestablishment of trees; competing
vegetation can be controlled by proper site
preparation and by spraying, cutting, or girdling to
eliminate unwanted weeds, brush, or trees

» Bedding and surface drainage help to ensure pine
seedling survival

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

* An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Moderate

Limitations:

* Wetness

Corrective measures:

» Drainage may be needed around the foundations of
buildings

Local roads and streets

Limitation rating: Moderate

Limitations:

» Low strength

* Wetness

Corrective measures:

» Special road base design and construction
techniques that compensate for low strength in
the subsoil may be needed

» Roadside ditches generally are needed to remove
excess water more quickly

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Wetness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
occasional wetness should be used

» Surface and subsurface drains can be installed to
remove excess water more quickly
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Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

* Wetness

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove excess water quickly; addition of some
fill material may be necessary

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

* Wetness

Corrective measures:

» Playgrounds should be constructed on the more
level areas

 Surface drains and landscaping are needed to
remove excess water quickly

BdC—Bellwood silt loam, 1 to 5 percent
slopes

Setting

Major landform: Uplands

Landform position: Broad convex ridgetops and
shoulder slopes

Distinctive landform features: Slopes generally are
long and smooth

Shape of areas: Irregular

Size of areas: 15 to 400 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 3 inches—dark grayish brown silt loam

Subsoil layer:

3 to 11 inches—yellowish red clay

11 to 17 inches—red clay

17 to 26 inches—variegated red and light gray clay
26 to 34 inches—variegated light gray and red clay
34 to 51 inches—light gray clay

51 to 65 inches—light brownish gray clay

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Somewhat poorly drained
Water table: Apparent at 2 to 4 feet
Flooding: None
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Runoff: Medium

Permeability class: Slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: High

Composition

Bellwood and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Bowie, Metcalf, Oktibbeha, and Sawyer soils. Bowie
soils are at a higher elevation than the Bellwood soil
and are loamy throughout. Metcalf and Sawyer soils
are at a slightly lower elevation than the Bellwood soil
and have a subsoil that is loamy in the upper part.
Oktibbeha soils are on broad ridgetops and
toeslopes, have concretions of calcium carbonate in
the lower part of the subsoil, and are at a slightly
higher elevation than the Bellwood soil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: |Ve

Suitability: Poorly suited

Adapted crops: Small grains, soybeans, and grain
sorghum

Management concerns:

 Erosion hazard

* Low fertility

* Poor tilth

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

 Early fall seeding, conservation tillage, terraces,
diversions, and grassed waterways help to
control erosion

« All tillage should be on the contour or across the
slope

» Most crops respond well to lime and fertilizer,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, oats, and wheat are suitable for winter
forage

Soil Survey

Management concerns:

 Erosion hazard

* Low fertility

Management measures:

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Grazing when the soil is wet results in puddling of
the surface layer; drainage is needed in low
places

» Seedbed preparation should be on the contour or
across the slope where practical

Woodland

Woodland suitability group: 3c8
Site index/ordinating species: 78—loblolly pine

Adapted trees: Loblolly pine, shortleaf pine, white

oak, and southern red oak

Suitability: Moderately well suited

Management concerns:

» Severe equipment use limitation

* Moderate seedling mortality

* Moderate windthrow hazard

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally can be used, but equipment use may be
limited during rainy periods, generally from
December to April

» Standard wheeled and tracked equipment cause
soil compaction and rutting if logging is done
during the wet seasons; using low-pressure
ground equipment or harvesting during the drier
periods reduces the damage to the soil and helps
to maintain productivity

» Roads and landings require suitable surfacing for
year-round use

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

* An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly



Bienville Parish, Louisiana

Dwellings without basements

Limitation rating: Severe

Limitations:

» Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

» Low strength

» Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoil

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used; standard techniques for
establishing and maintaining lawns generally are
adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly
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BDE—Bellwood silt loam, 5 to 15 percent
slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes generally are
short and complex

Shape of areas: Irregular

Size of areas: 20 to 300 acres

Slope: Sloping to moderately steep

Typical Profile

Surface layer:
0 to 3 inches—dark grayish brown silt loam

Subsoil layer:

3 to 62 inches—red clay in the upper part; variegated
red and light brownish gray clay and light
brownish gray clay in the lower part

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Somewhat poorly drained
Water table: Apparent at 2 to 4 feet
Flooding: None

Runoff: Rapid

Permeability class: Slow

Available water capacity: Moderate to high
Natural soil fertility: Low

Shrink-swell potential: High

Composition

Bellwood and similar soils: 79 to 91 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Guyton, Natchitoches, and Sacul soils. Guyton soils
are in drainageways and are poorly drained and
loamy throughout. Natchitoches soils are at a slightly
lower elevation than the Bellwood soil and contain
more than 5 percent glauconitic sand in the subsoil.
Sawyer soils have a subsoil that is loamy in the
upper part. Sacul soils are at a higher elevation than
the Bellwood soil and contain less clay in the subsoil.

Land Use
Major land use: Woodland

Other land uses: Pastureland and residential areas
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Cropland

Land capability subclass: Ve

Suitability: \fery poorly suited

Adapted crops: Small grains

Management concerns:

 Erosion hazard

» Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

* Practices that can be used to control erosion
include early fall seeding, minimum tillage, and
construction of terraces, diversions, and grassed
waterways

» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to improve
fertility, reduce erosion, and maintain tilth

» Most crops respond well to lime and fertilizer,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, oats, and wheat are suitable for winter
forage

Management concerns:

 Erosion hazard

* Low fertility

Management measures:

» Use of equipment is limited in some areas by
gullies and steep, complex slopes

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Use of proper stocking rates, pasture rotation, and
restricted grazing during wet periods help to keep
the pasture and soil in good condition

 Pasture plants respond well to lime and fertilizer

Woodland

Woodland suitability group: 3c8

Site index/ordinating species: 78—loblolly pine

Adapted trees: Loblolly pine, shortleaf pine, white
oak, and southern red oak

Suitability: Moderately well suited

Management concerns:

» Severe equipment use limitation

* Moderate seedling mortality

* Moderate windthrow hazard

* Moderate plant competition

Soil Survey

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but equipment use may be
limited during wet periods, mainly from
December to April

* When the soil surface is wet or moist, roads and
skid trails are slippery and may be impassable;
this can be overcome by using specialized
equipment during wet seasons or logging during
dry seasons

» Logging roads require suitable surfacing for year-

round use

Planting trees on the contour helps to control

erosion

Reforestation can be initiated soon after harvesting

to reduce erosion and competition from
undesirable understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

» An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Severe

Limitations:

» Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

» Low strength

» Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoll
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Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Slope

» Percs slowly

Corrective measures:

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe

Limitations:

 Slope

» Percs slowly

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Surface drains and landscaping are needed to
remove rain water quickly

BeC—Betis loamy fine sand, 1to 5
percent slopes

Setting

Major landform: Uplands

Landform position: Convex ridgetops

Distinctive landform features: Slopes are moderately
long and complex

Shape of areas: Irregular

Size of areas: 20 to 500 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 9 inches—very dark grayish brown loamy fine
sand

Subsurface layer:
9 to 23 inches—brown loamy fine sand
23 to 31 inches—yellowish brown loamy fine sand
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Subsoil layer:

31 to 52 inches—strong brown loamy fine sand

52 to 70 inches—pale brown loamy fine sand with
yellowish red fine sandy loam lamellae

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Somewhat excessively drained
Water table: At more than 6 feet

Flooding: None

Runoff: Very slow

Permeability class: Rapid

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Betis and similar soils: 85 to 95 percent
Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Briley soils, Darden soils, McLaurin soils, and areas
of soils with slopes that are more than 5 percent.
Briley and Darden soils are at a slightly lower
elevation than the Betis soil. Briley soils have a
loamy subsoil. Darden soils do not have a well
developed subsoil. McLaurin soils are in similar
landscape positions as the Betis soil and are loamy
throughout.

Land Use
Major land use: Woodland

Other land uses: Pastureland, cropland, and
residential areas

Cropland

Land capability subclass: lls

Suitability: Moderately well suited

Adapted crops: Peanuts and watermelons

Management concerns:

» Droughtiness

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a moderate range of
moisture content

» Seedbed preparation should be on the contour or
across the slope where practical

» The surface layer becomes loose and untrafficable
during dry periods in the summer and fall of most
years
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» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to improve
fertility, reduce erosion, and maintain tilth

» Crops respond well to lime and fertilizer, which help
to improve fertility and reduce the level of
exchangeable aluminum in the rooting zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Improved bermudagrass, bahiagrass,
and crimson clover; ryegrass, oats, and wheat
are suitable for winter forage

Management concerns:

» Droughtiness

» Low fertility

Management measures:

» Seedbed preparation should be across the slope to
reduce erosion

» The surface layer becomes loose and untrafficable
during dry periods in the summer and fall of most
years

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

* Mowing, clipping, or spraying while the soil is moist
will overcome most equipment use limitations

» Applications of lime and fertilizer can overcome the
low fertility and promote good growth of forage
plants

Woodland

Woodland suitability group: 3s2

Site index/ordinating species: 83—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine, blackjack
oak, and eastern redcedar

Suitability: Moderately well suited

Management concerns:

» Severe equipment use limitation

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
loose and untrafficable if it is dry and heavy
equipment is used

» Logging roads may require suitable surfacing for
year-round use

* Replanting can be done in early spring to reduce
seedling mortality caused by droughtiness

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Soil Survey

Limitations:

* Poor filter

Corrective measures:

» An oversize drain field design can help to prevent
ground-water pollution from seepage

Dwellings without basements

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

» Too sandy

Corrective measures:

» Loamy topsoil may need to be added to the loose
sandy surface, and a ground cover that is
tolerant of heavy foot traffic needs to be
established to create a firmer surface

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

» Too sandy

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Loamy topsoil may need to be added to the loose
sandy surface to create a firmer playing surface
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BEE—Betis loamy fine sand, 5to 12
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 40 to 500 acres

Slope: Sloping to strongly sloping

Typical Profile

Surface layer:
0 to 12 inches—dark grayish brown loamy fine sand

Subsurface layer:
12 to 36 inches—yellowish brown loamy fine sand

Subsoil layer:

36 to 66 inches—strong brown loamy fine sand in the
upper part and pale brown loamy fine sand with
strong brown fine sandy loam lamellae in the
lower part

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Somewhat excessively drained
Water table: At more than 6 feet

Flooding: None

Runoff: Very slow

Permeability class: Rapid

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Betis and similar soils: 85 to 95 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Briley soils, McLaurin soils, areas of soils with
slopes that are less than 5 percent or more than 12
percent, and soils that have an eroded surface layer
less than 4 inches thick. Briley soils are at a slightly
lower elevation than the Betis soil and have a loamy
subsoil. McLaurin soils are in positions similar to
those of the Betis soil and are loamy throughout.
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Land Use
Major land use: Woodland
Other land uses: Pastureland and cropland
Cropland

Land capability subclass: Ve

Suitability: \fery poorly suited

Adapted crops: Peanuts and watermelons

Management concerns:

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

* Slope

» Droughtiness

Management measures:

 This soil is friable and easy to keep in good tilth; it
is easy to work when moist, but traction is poor
when the surface layer is dry

» Seedbed preparation should be on the contour or
across the slope where practical

» Terraces may be constructed to control erosion and
conserve moisture

» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to improve
fertility and reduce erosion

» Crops respond well to lime and fertilizer, which help
to improve fertility and reduce the level of
exchangeable aluminum in the rooting zone

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Improved bermudagrass, bahiagrass,
and crimson clover; ryegrass, oats, and wheat
are suitable for winter forage

Management concerns:

* Erosion hazard

» Droughtiness

* Low fertility

Management measures:

» Seedbed preparation should be across the slope to
reduce erosion

» Terraces may be constructed to conserve moisture
and reduce erosion

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Seedbed preparation, mowing, clipping, or spraying
while the soil is moist will help overcome most
equipment use limitations

» Applications of lime and fertilizer can overcome the
low fertility and promote good growth of forage
plants
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Woodland

Woodland suitability group: 3s2

Site index/ordinating species: 70—loblolly pine

Adapted trees: Loblolly pine, blackjack oak, post oak,
southern red oak, redcedar, and shortleaf pine

Suitability: Moderately well suited

Management concerns:

» Severe equipment use limitation

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
loose and untrafficable because of the sandy
surface layer

» Specialized equipment may be needed during dry
periods in the summer and fall

» Logging roads require suitable surfacing for year-
round use

* Replanting can be done in early spring to reduce
seedling mortality

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Poor filter

Corrective measures:

» An oversize drain field design can help to prevent
ground-water pollution from seepage

Dwellings without basements

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Constructing buildings on the less sloping areas,
preserving plant cover during construction, and
proper landscaping can help to reduce soil
erosion and runoff problems

Local roads and streets

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

 Cutting and filling may be needed to compensate
for slopes

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Soil Survey

Limitations:

» Droughtiness

* Slope

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

* Slope

» Too sandy

Corrective measures:

» Campsites and picnic areas should be constructed
on the more level areas

» Loamy topsoil may need to be added to the loose
sandy surface to create a firmer surface

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

BIC—Bienville loamy fine sand, 1to 5
percent slopes

Setting

Major landform: Stream terraces

Landform position: Broad low ridges

Distinctive landform features: Slopes are short and
simple

Shape of areas: Irregular

Size of areas: 5 to 150 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 7 inches—dark grayish brown loamy fine sand

Subsurface layer:
7 to 20 inches—brown loamy fine sand

Subsoil layer:
20 to 48 inches—strong brown loamy fine sand with
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streaks and spots of very pale brown uncoated
sand grains

48 to 72 inches—brown loamy fine sand with pockets
of very pale brown uncoated sand grains

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Somewhat excessively drained
Water table: Apparent at 4 to 6 feet

Flooding: None

Runoff: Slow

Permeability class: Moderately rapid

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Bienville and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Cahaba soils, Darden soils, Guyton soils, and soils
that have a subsoil that consists of a series of
lamellae. Cahaba soils are at a slightly higher
elevation than the Bienville soil and are loamy
throughout. Darden soils are in positions similar to
those of the Bienville soil, are on nearby uplands, and
do not have a well developed subsoil. Guyton soils
are at a lower elevation than the Bienville soil, are on
terraces and flood plains, and are poorly drained and
loamy throughout.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: lls

Suitability: Moderately well suited

Adapted crops: Corn, soybeans, and vegetable crops

Management concerns:

» Droughtiness

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a wide range of moisture
content

» Seedbeds can be prepared in early spring to offset
soil droughtiness

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
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fertility, control erosion, and maintain and
improve tilth

» Most cultivated crops respond well to lime and
fertilizer, which help to overcome the low fertility
and reduce the level of exchangeable aluminum
in the rooting zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, oats, and wheat are suitable for winter
forage

Management concerns:

» Droughtiness

» Low fertility

Management measures:

» Seedbeds can be prepared in early spring to offset
the effect of droughtiness

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking rates, pasture rotation, and
restricted grazing during wet periods help to keep
the pasture in good condition

 Pasture plants respond well to lime and fertilizer

Woodland

Woodland suitability group: 2s2

Site index/ordinating species: 96—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, white
oak, and green ash

Suitability: Moderately well suited

Management concerns:

» Severe equipment use limitation

* Moderate seedling mortality

Management measures:

» Conventional methods of harvesting timber
generally are suitable; however, specialized
equipment may be needed for harvesting when
the surface layer is dry

* Replanting can be done in early spring to reduce
seedling mortality caused by soil droughtiness

Urban Uses
Septic tank absorption fields

Limitation rating: Moderate

Limitations:

* Wetness

Corrective measures:

» An oversize drain field design is needed to
overcome occasional wetness in the lower parts
of the soll
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Dwellings without basements

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

» Too sandy

Corrective measures:

» Loamy topsoil may need to be added to the loose
sandy surface, and a ground cover that is
tolerant of heavy foot traffic needs to be
established to create a firmer surface

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

» Too sandy

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Loamy topsoil may need to be added to the loose
sandy surface to create a firmer playing surface

Soil Survey

BoC—Bowie very fine sandy loam, 1to 5
percent slopes

Setting

Major landform: Uplands

Landform position: Narrow to broad convex ridgetops

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 20 to 300 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 6 inches—brown very fine sandy loam

Subsurface layer:

6 to 13 inches—light yellowish brown very fine sandy
loam

Subsoil layer:

13 to 65 inches—strong brown sandy clay loam in the
upper part, brownish yellow sandy clay loam in
the middle part, and yellowish brown sandy clay
loam in the lower part

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: Perched at 3.5 to 5 feet
Flooding: None

Runoff: Medium

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Moderate

Composition

Bowie and similar soils: 85 to 95 percent
Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Briley soils, Sacul soils, Trep soils, areas of soils
with slopes that are more than 5 percent, and areas
of soils that have a fine sandy loam surface layer or a
surface layer that has been lost to erosion. Briley
soils are at a higher elevation than the Bowie soil and
have thick sandy surface and subsurface layers.
Sacul soils are in similar landscape positions as the
Bowie soil and have a clayey and loamy subsoil. Trep
soils are at a slightly higher elevation than the Bowie
soil and have thick sandy surface and subsurface
layers.
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Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Corn, cotton, soybeans, and grain
sorghum

Management concerns:

 Erosion hazard

» Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be cultivated over a wide range of moisture
content

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility, control erosion, and maintain and
improve tilth

» Most cultivated crops respond well to lime and
fertilizer, which help to overcome the low fertility
and reduce the level of exchangeable aluminum
in the rooting zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, oats, and wheat are suitable for winter
forage

Management concerns:

 Erosion hazard

* Low fertility

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» Proper stocking rates, pasture rotation, and
restricted grazing during the wet periods help to
keep the pasture and soil in good condition.

 Pasture plants respond well to lime and fertilizer

Woodland

Woodland suitability group: 201

Site index/ordinating species: 86—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, and blackjack oak

Suitability: Well suited

Management concerns:

* No significant concerns
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Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
compacted if it is wet and heavy equipment is
used; this can be overcome by using specialized
equipment during wet seasons or logging during
dry seasons

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

* An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Moderate

Limitations:

» Low strength

Corrective measures:

» Special road base design and construction
techniques that compensate for low strength in
the subsoil may be needed

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

* A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Slight
Limitations:
* No significant limitations
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Corrective measures:
» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

BoD—Bowie very fine sandy loam, 5to 8
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 20 to 200 acres

Slope: Sloping

Typical Profile

Surface layer:
0 to 5 inches—brown very fine sandy loam

Subsurface layer:
5 to 10 inches—light yellowish brown very fine sandy
loam

Subsoil layer:

10 to 31 inches—yellowish brown sandy clay loam

31 to 44 inches—brownish yellow loam with very
pale brown interfingers of very fine sandy loam

44 to 62 inches—variegated red, yellowish brown,
and light brownish gray sandy clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: Perched at 3.5 to 5 feet
Flooding: None

Runoff: Medium

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Moderate

Composition

Bowie and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Soil Survey

Contrasting Inclusions

Sacul soils, Trep soils, and areas of soils in which the
surface layer has been lost to erosion. Sacul soils are
in positions similar to those of the Bowie soil and
have a loamy and clayey subsoil. Trep soils are at a
slightly higher elevation than the Bowie soil and have
thick sandy surface and subsurface layers.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: |Ve

Suitability: Poorly suited

Adapted crops: Corn, soybeans, and grain sorghum

Management concerns:

» Low fertility

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be cultivated over a wide range of moisture
content

* Management practices that control erosion are
essential

» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility, control erosion, and maintain and
improve tilth

» Most crops respond well to fertilizer and lime,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, oats, and wheat are suitable for winter
forage

Management concerns:

* Erosion hazard

* Low fertility

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» Applications of lime and fertilizer can overcome the
low fertility and promote good growth of forage
plants
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» Proper stocking rates, pasture rotation, and
restricted grazing during wet periods help to keep
the pasture and soil in good condition

Woodland

Woodland suitability group: 201

Site index/ordinating species: 86—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, and blackjack oak

Suitability: Well suited

Management concerns:

* No significant concerns

Management measures:

» Conventional methods of producing and harvesting
timber generally are suitable, but the soil may
become compacted if it is wet and heavy
equipment is used; this can be overcome by
using specialized equipment during wet seasons
or logging during dry seasons

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

» An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Moderate

Limitations:

» Low strength

Corrective measures:

» Special road base design and construction
techniques that compensate for low strength in
the subsoil may be needed

Lawns, landscaping, and golf fairways

Limitation rating: Slight
Limitations:
* No significant limitations
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Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

BpC—Boykin loamy fine sand, 1to 5
percent slopes

Setting

Major landform: Uplands

Landform position: Broad convex ridgetops

Distinctive landform features: Slopes are moderately
long and complex

Shape of areas: Irregular

Size of areas: 20 to 150 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 6 inches—brown loamy fine sand

Subsurface layer:

6 to 15 inches—pale brown loamy fine sand

15 to 27 inches—light yellowish brown loamy fine
sand

Subsoil layer:
27 to 81 inches—red sandy clay loam

Soil Properties and Qualities

Depth class: Very deep
Drainage class: Well drained
Water table: At more than 6 feet
Flooding: None

Runoff: Slow
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Permeability class: Moderate
Available water capacity: Moderate
Natural soil fertility: Low
Shrink-swell potential: Low

Composition

Boykin and similar soils: 85 to 95 percent
Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Malbis and Ruston soils. Malbis soils are at a lower
elevation than the Boykin soil. Ruston soils are in
positions similar to those of the Boykin soil. Malbis
and Ruston soils are loamy throughout.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: lls

Suitability: Moderately well suited

Adapted crops: Peas, peanuts, and watermelons

Management concerns:

» Droughtiness

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a wide range of moisture
content

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to conserve
moisture and maintain fertility and tilth

» Crops respond well to lime and fertilizer, which help
to improve fertility and reduce the level of
exchangeable aluminum in the rooting zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, oats, or wheat are suitable for winter
forage

Management concerns:

» Droughtiness

* Low fertility

Management measures:

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

Soil Survey

* Fertilizer and lime are needed for optimum growth
of grasses and legumes

» Proper stocking rates and pasture rotation help to
keep the pasture in good condition

Woodland

Woodland suitability group: 2s2

Site index/ordinating species: 90—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, longleaf
pine, southern red oak, and blackjack oak

Suitability: Moderately well suited

Management concerns:

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Proper site preparation controls initial plant
competition, and spraying controls subsequent
growth

» Replanting in early spring helps to reduce seedling
mortality

Urban Uses
Septic tank absorption fields

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» A standard septic tank and drain field design
generally are adequate to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Moderate
Limitations:
» Droughtiness
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Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

» Too sandy

Corrective measures:

» Loamy topsoil may need to be added to the loose
sandy surface, and a ground cover that is
tolerant of heavy foot traffic needs to be
established to create a firmer surface

Playgrounds

Limitation rating: Moderate

Limitations:

 Slope

» Too sandy

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Loamy topsoil may need to be added to the loose
sandy surface to create a firmer playing surface

BPE—Boykin loamy fine sand, 5 to 12
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 50 to 200 acres

Slope: Sloping to strongly sloping

Typical Profile

Surface layer:
0 to 6 inches—brown loamy fine sand

Subsurface layer:
6 to 28 inches—brown loamy fine sand

Subsoil layer:
28 to 65 inches—red sandy clay loam
Soil Properties and Qualities

Depth class: Very deep
Drainage class: Well drained
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Water table: At more than 6 feet
Flooding: None

Runoff: Slow

Permeability class: Moderate
Available water capacity: Moderate
Natural soil fertility: Low
Shrink-swell potential: Low

Composition

Boykin and similar soils: 85 to 95 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

McLaurin and Ruston soils. McLaurin soils are at a
lower elevation than the Boykin soil. Ruston soils are
in positions similar to those of the Boykin soil.
McLaurin and Ruston soils are loamy throughout.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: |Ve

Suitability: Poorly suited

Adapted crops: Peas, peanuts, and watermelons

Management concerns:

» Droughtiness

* Erosion hazard

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» Seedbed preparation should be across the slope or
on the contour where practical

» Conservation tillage, terraces, and grassed
waterways help to control erosion and conserve
moisture

» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to improve
fertility, reduce erosion, and maintain good tilth

» Most crops respond well to lime and fertilizer,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Moderately well suited
Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
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ryegrass, oats, and wheat are suitable for winter
forage

Management concerns:

» Droughtiness

» Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope to reduce erosion

» Terraces can be constructed to reduce erosion and
conserve water

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking rates and pasture rotation help to
keep the pasture in good condition

 Pasture plants respond well to lime and fertilizer

Woodland

Woodland suitability group: 2s2

Site index/ordinating species: 92—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, longleaf
pine, southern red oak, and blackjack oak

Suitability: Moderately well suited

Management concerns:

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the surface layer may
become loose and untrafficable if it is dry

» Specialized equipment may be needed during dry
seasons

» Reforestation should be initiated soon after
harvesting to reduce erosion and competition
from undesirable understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

* Replanting can be done at the earliest possible
date to reduce seedling mortality during the drier
part of the year

Urban Uses
Septic tank absorption fields

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» The drain field lines should be installed on the
contour

Soil Survey

Dwellings without basements

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Constructing buildings on the less sloping areas,
preserving plant cover during construction, and
proper landscaping can help to reduce soil
erosion and runoff problems

Local roads and streets

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

 Cutting and filling may be needed to compensate
for slopes

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

* Slope

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

* Slope

» Too sandy

Corrective measures:

» Campsites and picnic areas should be constructed
on the more level areas

» Loamy topsoil may need to be added to the loose
sandy surface to create a firmer surface

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas
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BrC—-Briley loamy fine sand, 1to 5
percent slopes

Setting

Major landform: Uplands

Landform position: Broad convex ridgetops

Distinctive landform features: Slopes are moderately
long and complex

Shape of areas: Irregular

Size of areas: 50 to 200 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 5 inches—Iloamy fine sand

Subsurface layer:
5 to 21 inches—light yellowish brown loamy fine sand
21 to 28 inches—brown loamy fine sand

Subsoil layer:
28 to 34 inches—yellowish red sandy clay loam
34 to 60 inches—red sandy clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained
Water table: At more than 6 feet
Flooding: None

Runoff: Slow or very slow
Permeability class: Moderate
Available water capacity: Moderate
Natural soil fertility: Low
Shrink-swell potential: Low

Composition

Briley and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Betis, Sacul, and Trep soils. Betis soils are at a
slightly higher elevation than the Briley soil and are
sandy throughout. Sacul soils are at a lower elevation
than the Briley soil and have a clayey and loamy
subsoil. Trep soils are in positions similar to those of
the Briley soil and have a brownish or yellowish
subsoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: lls
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Suitability: Moderately well suited

Adapted crops: Peas, peanuts, watermelons, cotton,
corn, wheat, grain sorghum, and soybeans

Management concerns:

» Droughtiness

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over wide range of moisture
content

» Seedbed preparation should be on the contour or
across the slope where practical

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility and tilth

» Most crops respond well to fertilizer and lime,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

» Droughtiness

* Low fertility

Management measures:

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

* Fertilizer and lime are needed for optimum growth
of grasses and legumes

» Proper stocking and pasture rotation help to keep
the pasture in good condition

Woodland

Woodland suitability group: 2s2

Site index/ordinating species: 80—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine, longleaf
pine, southern red oak, blackjack oak, and
sweetgum

Suitability: Moderately well suited

Management concerns:

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Reforestation can be initiated soon after harvesting
to reduce competition from undesirable
understory plants
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» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

* Replanting can be done at the earliest possible
date to reduce seedling mortality

Urban Uses
Septic tank absorption fields

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» A standard septic tank and drain field design
generally are adequate to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

» Too sandy

Corrective measures:

» Loamy topsoil may need to be added to the loose
sandy surface, and a ground cover that is
tolerant of heavy foot traffic needs to be
established to create a firmer surface

Soil Survey

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

» Too sandy

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Loamy topsoil may need to be added to the loose
sandy surface to create a firmer playing surface

BRE—-Briley loamy fine sand, 5 to 12
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 50 to 250 acres

Slope: Sloping to strongly sloping

Typical Profile

Surface layer:
0 to 6 inches—dark grayish brown loamy fine sand

Subsurface layer:

6 to 30 inches—brown loamy fine sand in the upper
part and pale brown loamy fine sand in the lower
part

Subsoil layer:
30 to 60 inches—yellowish red sandy clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained
Water table: At more than 6 feet
Flooding: None

Runoff: Slow or very slow
Permeability class: Moderate
Available water capacity: Moderate
Natural soil fertility: Low
Shrink-swell potential: Low

Composition

Briley and similar soils: 79 to 91 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 9 to 21 percent
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Contrasting Inclusions

Betis soils, Sacul soils, Trep soils, and areas of soils
with slopes that are less than 5 percent. Betis soils
are at a slightly higher elevation than the Briley soil
and are sandy throughout. Sacul soils are at a lower
elevation and have a clayey and loamy subsoil. Trep
soils are on ridgetops and have a brownish or
yellowish subsaoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: |Ve
Suitability: Poorly suited
Adapted crops: Peas, peanuts, and watermelons
Management concerns:
» Droughtiness
 Erosion hazard
» Low fertility
* Levels of aluminum in the rooting zone that are
potentially toxic to plants
Management measures:
 This soil is friable and easy to keep in good tilth; it
is easy to work when moist, but traction is poor
when dry
Seedbed preparation should be on the contour or
across the slope where practical
» Conservation tillage, terraces, and grassed
waterways may be constructed to control erosion
and conserve moisture
» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to improve
fertility, reduce erosion, and maintain good tilth
» Most crops respond well to lime and fertilizer,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

» Droughtiness

 Erosion hazard

* Low fertility
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Management measures:

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Seedbed preparation should be on the contour or
across the slope where practical

» Terraces can be constructed to conserve moisture
and control erosion

» Proper stocking and pasture rotation help to keep
the pasture in good condition

 Pasture plants respond well to lime and fertilizer

Woodland

Woodland suitability group: 2s2

Site index/ordinating species: 80—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine, longleaf
pine, southern red oak, blackjack oak, and
sweetgum

Suitability: Moderately well suited

Management concerns:

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Proper site preparation can control initial plant
competition, and spraying can control subsequent
growth

* Replanting can be done at the earliest possible
date to reduce seedling mortality during the drier
part of the year

Urban Uses
Septic tank absorption fields

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» The drain field lines should be installed on the
contour

Dwellings without basements

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Constructing buildings on the less sloping areas,
preserving plant cover during construction, and
proper landscaping can help to reduce soil
erosion and runoff problems

Local roads and streets

Limitation rating: Moderate
Limitations:
* Slope
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Corrective measures:
 Cutting and filling may be needed to compensate
for slopes

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

* Slope

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

* Slope

» Too sandy

Corrective measures:

» Campsites and picnic areas should be constructed
on the more level areas

» Loamy topsoil may need to be added to the loose
sandy surface to create a firmer surface

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

BXA—Buxin-Moreland clays, frequently
flooded

Setting

Major landform: Flood plain

Landform position: Buxin—broad flats and
depressions; Moreland—low ridges and natural
levees

Distinctive landform features: Areas are undulating
depressions and low ridges

Shape of areas: Elongated

Size of areas: 40 to 1,500 acres

Slope: Level to nearly level

Soil Survey

Typical Profile
Buxin

Surface layer:
0 to 7 inches—dark reddish brown clay

Subsoil layer:
7 to 25 inches—dark reddish brown clay
25 to 50 inches—dark gray clay

Substratum:
50 to 65 inches—dark reddish brown clay

Moreland

Surface layer:
0 to 13 inches—dark reddish brown clay

Subsoil layer:
13 to 65 inches—dark reddish brown clay

Soil Properties and Qualities
Buxin

Depth class: Very deep

Drainage class: Poorly drained

Water table: Apparent at 0 to 3 feet
Flooding: Frequently flooded

Runoff: Slow

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: High

Shrink-swell potential: High

Moreland

Depth class: Very deep

Drainage class: Somewhat poorly drained
Water table: Perched at O to 1.5 feet
Flooding: Frequently flooded

Runoff: Slow

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: High

Shrink-swell potential: \lery high

Composition

Buxin and similar soils: 57 to 73 percent

Moreland and similar soils: 27 to 43 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to flooding and wetness
limitations)

Dissimilar soils: 0 percent

Contrasting Inclusions

None
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Land Use
Major land use: Pastureland and wildlife areas
Other land uses: Cropland and woodland
Cropland

Land capability subclass: V\w
Suitability: \fery poorly suited
Adapted crops: Soybeans and grain sorghum in drier
years
Management concerns:
* Wetness
* Flooding
Management measures:
 This soil is difficult to keep in good tilth and can be
worked only within a narrow range of moisture
content
» Proper row arrangement, field ditches, and suitable
outlets are needed to remove excess surface
water
Land grading and smoothing will improve surface
drainage and permit more efficient use of farm
equipment
Seedbed preparation can be delayed until the
flooding hazard has passed
Minimum tillage and returning all crop residue to
the soil or regularly adding other organic matter
help to maintain soil tilth and content of organic
matter

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common bermudagrass, bahiagrass,
white clover, and ryegrass

Management concerns:

* Wetness

* Flooding

Management measures:

» Grazing when the soil is wet results in compaction
of the surface layer and damage to the plant
community

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

 Periodic mowing or clipping helps to maintain
uniform growth, discourages selective grazing,
and reduces clumpy growth

Woodland

Woodland suitability group: 3w6

Site index/ordinating species: 70—green ash

Adapted trees: Green ash, bald cypress, water
hickory, Nuttall oak, black willow, honeylocust,
and sugarberry
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Suitability: Poorly suited

Management concerns:

» Severe equipment use limitation

» Severe seedling mortality

» Severe windthrow hazard

* Moderate plant competition

Management measures:

» Conventional methods of producing and harvesting
timber generally are suitable, but the surface
becomes sticky and boggy if it is wet and heavy
equipment is used

» Logging roads require suitable surfacing for year-
round use

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

» Replanting can be delayed until the flooding hazard
has passed to reduce seedling mortality

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Flooding

* Wetness

» Percs slowly

Corrective measures:

* None feasible unless areas are drained and
protected from flooding

» An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Severe

Limitations:

* Flooding

* Wetness

» Shrink-swell

Corrective measures:

* None feasible unless areas are drained and
protected from flooding

Local roads and streets

Limitation rating: Severe
Limitations:

» Shrink-swell

» Low strength

* Wetness
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Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoll

* Roadside ditches are needed to remove excess
water quickly

Lawns, landscaping, and golf fairways

Limitation rating: Severe

Limitations:

* Wetness

* Flooding

Corrective measures:

» Lawn and landscaping plants that are tolerant of
wetness and flooding should be used

« Traffic should be restricted during periods when the
topsoil is saturated

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

* Flooding

* Wetness

» Too clayey

» Percs slowly

Corrective measures:

* None feasible unless areas are drained, filled, and
protected from flooding

Playgrounds

Limitation rating: Severe

Limitations:

» Too clayey

* Wetness

* Flooding

Corrective measures:

» None feasible unless areas are drained, filled, and
protected from flooding

ChC—Cahaba fine sandy loam, 1to 5
percent slopes

Setting

Major landform: Stream terraces

Landform position: Broad flats

Distinctive landform features: Slopes are short to
moderately long and simple

Shape of areas: Irregular

Size of areas: 20 to 200 acres

Slope: Gently sloping to moderately sloping

Soil Survey

Typical Profile

Surface layer:
0 to 4 inches—grayish brown fine sandy loam

Subsurface layer:
4 to 15 inches—light yellowish brown fine sandy loam

Subsoil layer:
15 to 43 inches—yellowish red sandy clay loam
43 to 50 inches—strong brown fine sandy loam

Substratum:
50 to 60 inches—brownish yellow fine sandy loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Moderate

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Cahaba and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Bienville and Guyton soils. Bienville soils are in
slightly lower positions on the landscape than the
Cahaba soil and are sandy throughout. Guyton soils
are in lower positions on the landscape than the
Cahaba soil, are on stream terraces and flood plains,
and are poorly drained and grayish throughout.

Land Use
Major land use: Woodland

Other land uses: Pastureland, cropland, and
residential areas

Cropland

Land capability subclass: lle

Suitability: Well suited

Adapted crops: Soybeans, corn, cotton, grain
sorghum, and vegetable crops

Management concerns:

* Low fertility

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants
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Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a wide range of moisture
content

» Seedbed preparation should be on the contour or
across the slope to reduce erosion

» Crop residue management, stripcropping, contour
farming, and terraces reduce soil loss by erosion

» Most crops respond well to lime and fertilizer,
which help to improve fertility and reduce the
level of aluminum in the rooting zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

» Low fertility

 Erosion hazard

Management measures:

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking, pasture rotation, and restricted
grazing during wet seasons help to keep the
pasture in good condition

 Pasture plants respond well to lime and fertilizer

Woodland

Woodland suitability group: 207

Site index/ordinating species: 87—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, southern red oak, water oak, and
hickory

Suitability: Well suited

Management concerns:

* Moderate plant competition

Management measures:

 After harvesting, reforestation can be carefully
managed to reduce competition from undesirable
understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Slight
Limitations:
* No significant limitations
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Corrective measures:
» A standard septic tank and drain field design
generally are adequate to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas
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DaC—Darden loamy fine sand, 1to 5
percent slopes

Setting

Major landform: Uplands and low terraces

Landform position: Broad flats and ridgetops

Distinctive landform features: Slopes are moderately
long and complex

Shape of areas: Irregular

Size of areas: 40 to 200 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 9 inches—dark grayish brown loamy fine sand

Subsoil layer:

9 to 22 inches—brown loamy fine sand

22 to 32 inches—light yellowish brown loamy fine
sand

32 to 68 inches—very pale brown loamy fine sand

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Excessively drained
Water table: At more than 6 feet
Flooding: None

Runoff: Very slow

Permeability class: Rapid

Available water capacity: Low
Natural soil fertility: Low
Shrink-swell potential: Low

Composition

Darden and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Betis, McLaurin, and Sacul soils. Betis and McLaurin
soils are on higher convex ridgetops and side slopes
than the Darden soil. Betis soils have a more strongly
developed subsoil than the Darden soil. McLaurin
soils are loamy throughout. Sacul soils are at a lower
elevation than the Darden soil and have a loamy and
clayey subsoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: lls
Suitability: Moderately well suited

Soil Survey

Adapted crops: Peanuts, watermelons, and some
soybeans and cotton

Management concerns:

» Droughtiness

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a moderate range of
moisture content

» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to improve
fertility, reduce erosion, and maintain tilth

» Most crops respond well to lime and fertilizer,
which help to improve fertility and reduce the
level of aluminum in the rooting zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Improved bermudagrass, bahiagrass,
and crimson clover; ryegrass, wheat, and oats
are suitable for winter forage

Management concerns:

» Droughtiness

» Low fertility

Management measures:

» Terraces can be constructed to reduce erosion and
conserve moisture

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

Woodland

Woodland suitability group: 3s2

Site index/ordinating species: 80—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, and hickory

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

» Severe seedling mortality

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the surface layer may
become loose and untrafficable if it is dry and
heavy equipment is used

» Logging roads may require suitable surfacing for
year-round use

» Planting and harvesting while the soil is moist help
to overcome most equipment use limitations
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* Replanting can be done in early spring to reduce
seedling mortality, which can occur during the
drier part of the year

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Poor filter

Corrective measures:

» An oversize drain field design can help to prevent
ground-water pollution from seepage

Dwellings without basements

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

» Too sandy

Corrective measures:

» Loamy topsoil may need to be added to the loose
sandy surface, and a ground cover that is
tolerant of heavy foot traffic needs to be
established to create a firmer surface

Playgrounds

Limitation rating: Moderate
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Limitations:

» Too sandy

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Loamy topsoil may need to be added to the loose
sandy surface to create a firmer playing surface

DrC—Darley gravelly fine sandy loam,
1to 5 percent slopes

Setting

Major landform: Uplands

Landform position: Narrow convex ridgetops

Distinctive landform features: Slopes are moderately
long and complex

Shape of areas: Irregular to elongated

Size of areas: 10 to 350 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 2 inches—brown gravelly fine sandy loam

Subsoil layer:

2 to 24 inches—red sandy clay

24 to 54 inches—alternating layers of red sandy clay
and fractured ironstone ledges

54 to 72 inches—red sandy loam

Soil Properties and Qualities

Depth class: Moderately deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Darley and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Briley, Mahan, and Sacul soils. Briley soils are at a
lower elevation than the Darley soil and have thick
sandy surface and subsurface layers. Mahan soils
are in positions similar to those of the Darley soil and
do not have fractured ironstone layers in the subsoil.
Sacul soils are at a slightly lower elevation than the
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Darley soil, have gray mottles in the upper part of the
subsoil, and do not have ironstone layers in the
profile.

Land Use
Major land use: Woodland
Other land uses: Pastureland
Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Corn, cotton, and wheat

Management concerns:

» Low fertility

 Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a wide range of moisture
content

» Where coarse fragments on the surface are
concentrated, seedbed preparation is difficult and
seed germination is reduced

* Terraces reduce runoff, lower the risk of erosion,
and help to conserve moisture

» Seedbed preparation should be on the contour or
across the slope to reduce erosion

» Most crops respond well to lime and fertilizer,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope to reduce erosion

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

* Rotation grazing helps to maintain the quality of
forage

» Applications of lime and a complete fertilizer can
overcome the low fertility and promote good
growth of forage plants

Soil Survey

Woodland

Woodland suitability group: 3f1

Site index/ordinating species: 85—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, hickory,
southern red oak, white oak, sweetgum, and
blackjack oak

Suitability: Well suited

Management concerns:

* Moderate plant competition

Management measures:

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

» Cemented pan

» Percs slowly

Corrective measures:

» An oversize drain field or an onsite sewage
treatment plant generally is needed to prevent the
system from malfunctioning during rainy periods

 Fractured ironstone layers need to be removed
from below the drain field and backfilled with
suitable soil materials to prevent seepage

Dwellings without basements

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Small stones

Corrective measures:

» Topsoil may need to be added to the surface to
reduce the number of small stones and increase
the water holding capacity of the surface layer
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Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

» Small stones

Corrective measures:

» Topsoil needs to be added to reduce the number of
small stones in the surface layer

Playgrounds

Limitation rating: Severe

Limitations:

» Small stones

Corrective measures:

» Topsoil needs to be added to reduce the number of
small stones in the surface layer

DRE—Darley gravelly fine sandy loam,
5to 12 percent slopes

Setting

Major landform: Uplands

Landform position: Upper side slopes

Distinctive landform features: Slopes are short and
complex

Shape of areas: Irregular

Size of areas: 20 to 200 acres

Slope: Sloping to strongly sloping

Typical Profile

Surface layer:

0 to 4 inches—dark grayish brown gravelly fine
sandy loam

4 to 8 inches—dark brown gravelly fine sandy loam

Subsoil layer:

8 to 60 inches—dark red sandy clay loam in the
upper part, red sandy clay loam in the next layer,
alternating layers of red sandy clay loam and
ledges of fractured ironstone in the next layer,
and red sandy loam in the lower part

Soil Properties and Qualities

Depth class: Moderately deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low
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Composition

Darley and similar soils: 79 to 91 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Mahan soils, Sacul soils, and areas of soils with
slopes that are less than 5 percent. Mahan soils are
in positions similar to those of the Darley soil. Sacul
soils are at a slightly lower elevation than the Darley
soil. Mahan and Sacul soils do not have layers of
ironstone in the profile.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: Ve

Suitability: Not suited

Adapted crops: None

Management concerns:

* Erosion hazard

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» None recommended

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope to reduce erosion

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

* Rotation grazing helps to maintain the quality of
forage

» Applications of lime and a complete fertilizer can
overcome the low fertility and promote good
growth of forage plants
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Woodland

Woodland suitability group: 3f1

Site index/ordinating species: 85—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, hickory,
southern red oak, white oak, sweetgum, and
blackjack oak

Suitability: Well suited

Management concerns:

* Moderate plant competition

Management measures:

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate undesirable weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

» Cemented pan

» Percs slowly

Corrective measures:

» An oversize drain field or an onsite sewage
treatment plant generally is needed to prevent the
system from malfunctioning during rainy periods

 Fractured ironstone layers need to be removed
from below the drain field and backfilled with
suitable soil materials to prevent seepage

Dwellings without basements

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Constructing buildings on the less sloping areas,
preserving plant cover during construction, and
proper landscaping can help to reduce soil
erosion and runoff problems

Local roads and streets

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

 Cutting and filling may be needed to compensate
for slopes

Lawns, landscaping, and golf fairways

Limitation rating: Moderate
Limitations:
* Small stones

Soil Survey

Corrective measures:

» Topsoil may need to be added to the surface to
reduce the number of small stones and increase
the water holding capacity of the surface layer

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

» Small stones

Corrective measures:

» Topsoil needs to be added to reduce the number of
small stones in the surface layer

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

» Small stones

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Topsoil needs to be added to reduce the number of
small stones in the surface layer

DuC—Dubach fine sandy loam, 1to 5
percent slopes

Setting

Major landform: Stream terraces

Landform position: Narrow to broad convex ridges

Distinctive landform features: Slopes are moderately
long and complex

Shape of areas: Irregular

Size of areas: 20 to 350 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 6 inches—brown fine sandy loam

Subsurface layer:
6 to 14 inches—yellowish brown fine sandy loam

Subsoil layer:

14 to 22 inches—strong brown loam

22 to 31 inches—strong brown sandy clay loam

31 to 39 inches—yellowish brown sandy clay loam

39 to 56 inches—brownish yellow sandy clay loam

56 to 72 inches—brownish yellow sandy clay loam
with about 3 percent plinthite nodules
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Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: Perched at 3.5 to 5 feet
Flooding: None

Runoff: Medium

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Dubach and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Cahaba and Gurdon soils. Cahaba soils are in
positions similar to those of the Dubach soil and have
a reddish subsoil. Gurdon soils are in lower positions
than the Dubach soil and have gray iron depletions in
the subsoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and cropland
Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Corn, grain sorghum, and soybeans

Management concerns:

 Erosion hazard

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be cultivated over a wide range of moisture
content

» Managing crop residue, stripcropping, farming on
the contour, and terracing help to reduce soil loss
by erosion

» Most crops respond well to lime and fertilizer,
which help to overcome the low fertility and
reduce the level of exchangeable aluminum in the
rooting zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage
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Management concerns:

» Low fertility

 Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

Woodland

Woodland suitability group: 201

Site index/ordinating species: 94—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, southern
red oak, white oak, sweetgum, blackjack oak,
and hickory

Suitability: Well suited

Management concerns:

* No significant concerns

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
compacted if the soil is wet and heavy equipment
is used; this can be overcome by logging during
the drier seasons

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

Corrective measures:

» An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating:

* Slight

Limitations:

» No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating:

* Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate
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Lawns, landscaping, and golf fairways

Limitation rating:

* Slight

Limitations:

» No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating:

* Slight

Limitations:

* No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

EcC—Eastwood fine sandy loam, 1to 5
percent slopes

Setting

Major landform: Uplands

Landform position: Narrow to broad convex ridgetops

Distinctive landform features: Slopes generally are
moderately long and smooth

Shape of areas: Irregular

Size of areas: 20 to 2,000 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 2 inches—dark yellowish brown fine sandy loam

Subsurface layer:
2 to 8 inches—strong brown fine sandy loam

Subsoil layer:

8 to 22 inches—red clay

22 to 30 inches—variegated red, light brownish gray,
and light olive brown clay

Soil Survey

30 to 45 inches—variegated light brownish gray, red,
and yellowish brown silty clay
45 to 50 inches—light brownish gray silty clay loam

Substratum:
50 to 65 inches—variegated light gray and brown silty
clay loam

Soil Properties and Qualities

Depth class: Deep

Drainage class: Moderately well drained
Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: High

Composition

Eastwood and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Bowie, Briley, and Sawyer soils. Bowie and Sawyer
soils are at a lower elevation than the Eastwood soil.
Bowie soils are loamy throughout. Sawyer soils have
a subsoil that is loamy in the upper part. Briley soils
are at a higher elevation on the landscape than the
Eastwood soil and have sandy surface and
subsurface layers.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: |Ve

Suitability: Poorly suited

Adapted crops: Cotton, corn, wheat, and some
garden crops

Management concerns:

* Low fertility

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» The surface layer erodes easily if this soil is clean
tilled; early fall seeding, conservation tillage,
terraces, diversions, and grassed waterways
help to control erosion

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
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fertility, reduce erosion, and maintain and
improve tilth

» Most cultivated crops respond well to lime and
fertilizer, which help to improve fertility and
reduce the level of exchangeable aluminum in the
rooting zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

» Low fertility

 Erosion hazard

Management measures:

» Where practical, seedbed preparation should be on
the contour or across the slope to reduce erosion

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

 Pasture plants respond well to a complete fertilizer

Woodland

Woodland suitability group: 3c2

Site index/ordinating species: 93—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, southern red oak, hickory, white oak,
and blackjack oak

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
compacted if it is wet and heavy equipment is
used

* When the soil surface is wet or moist, roads and
skid trails are slippery and may be impassable;
this can be overcome by using specialized
equipment during wet seasons or logging during
dry seasons

» Logging roads may require suitable surfacing for
year-round use

Urban Uses
Septic tank absorption fields

Limitation rating: Severe
Limitations:
» Percs slowly
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Corrective measures:

* An oversize drain field design or an onsite sewage
treatment plant or sewage lagoon generally is
needed to prevent the system from
malfunctioning during rainy periods

Dwellings without basements

Limitation rating: Severe

Limitations:

 Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

 Shrink-swell

» Low strength

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoll

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

 Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

 Surface drains and landscaping are needed to
remove rain water quickly
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ECE—Eastwood fine sandy loam, 5to 12
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 60 to 500 acres

Slope: Sloping to strongly sloping

Typical Profile

Surface layer:
0 to 4 inches—dark grayish brown fine sandy loam

Subsurface layer:
4 to 7 inches—brown fine sandy loam

Subsoil layer:

7 to 59 inches—variegated red and gray clay in the
upper part; variegated red and gray silty clay in
the middle part; and variegated red and gray silty
clay loam in the lower part

Substratum:
59 to 65 inches—light brownish gray silty clay loam

Soil Properties and Qualities

Depth class: Deep

Drainage class: Moderately well drained
Water table: At more than 6 feet

Flooding: None

Runoff: Rapid

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: High

Composition

Eastwood and similar soils: 85 to 95 percent (areas
of included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Bowie soils, Guyton soils, Sawyer soils, areas of
soils in which the surface layer has been lost to
erosion, and areas of soils with slopes that are less
than 5 percent. Bowie and Sawyer soils are at a
lower elevation than the Eastwood soil. Bowie soils
are loamy throughout. Sawyer soils have a subsoil
that is loamy in the upper part. Guyton soils are in

Soil Survey

drainageways and are poorly drained and loamy
throughout.

Land Use
Major land use: Woodland
Other land uses: Pastureland
Cropland

Land capability subclass: Ve

Suitability: Not suited

Adapted crops: None

Management concerns:

* Erosion hazard

» Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» None recommended

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Erosion hazard

» Low fertility

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

* In places, the use of equipment is limited by the
steepness of slope

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

Woodland

Woodland suitability group: 3c2

Site index/ordinating species: 86—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, southern red oak, hickory, white oak,
and blackjack oak

Suitability: Moderately well suited

Management concerns:

* Moderate erosion hazard

» Moderate equipment use limitation

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
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compacted if it is moist or wet and heavy
equipment is used

» Steep skid trails and firebreaks are subject to rilling
and gullying unless adequate water bars, plant
cover, or both, are provided

 Planting trees on the contour helps to control
erosion

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» An oversize drain field design or an onsite sewage
treatment plant or sewage lagoon generally is
needed to prevent the system from
malfunctioning during rainy periods

Dwellings without basements

Limitation rating: Severe

Limitations:

» Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

» Shrink-swell

» Low strength

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoll

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

65

Limitations:

» Percs slowly

Corrective measures:

 Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe

Limitations:

 Slope

» Percs slowly

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Surface drains and landscaping are needed to
remove rain water quickly

ECF—Eastwood fine sandy loam, 12 to 20
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 20 to 300 acres

Slope: Moderately steep

Typical Profile

Surface layer:
0 to 3 inches—grayish brown fine sandy loam
3 to 7 inches—pale brown fine sandy loam

Subsoil layer:

7 to 58 inches—red clay in the upper part and
variegated red, light brownish gray, pale brown,
and yellowish brown sandy clay loam in the lower
part

Substratum:
58 to 65 inches—Ilight gray sandy clay loam

Soil Properties and Qualities

Depth class: Deep

Drainage class: Moderately well drained
Water table: At more than 6 feet

Flooding: None

Runoff: Rapid

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: High
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Composition

Eastwood and similar soils: 85 to 95 percent (areas
of included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Bowie soils, Guyton soils, small areas of soils in
which the surface or subsurface layers have been
lost to erosion or contain ironstone gravel, and areas
of soils with slopes that are less than 12 percent.
Bowie soils are at a lower elevation on the landscape
than the Eastwood soil and are loamy throughout.
Guyton soils are in drainageways and are loamy
throughout.

Land Use

Major land use: Woodland
Other land uses: Pastureland
Cropland

Land capability subclass: Ve

Suitability: Not suited

Adapted crops: None

Management concerns:

 Erosion hazard

* Slope

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» None recommended

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Erosion hazard

* Low fertility

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» The use of equipment is limited by moderately
steep, complex slopes

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

Soil Survey

Woodland

Woodland suitability group: 3c2

Site index/ordinating species: 86—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, southern red oak, hickory, white oak,
and blackjack oak

Suitability: Moderately well suited

Management concerns:

* Moderate erosion hazard

» Moderate equipment use limitation

Management measures:

» Conventional methods of harvesting timber
generally are suitable; however, management that
minimizes the risk of erosion is essential

» Steep skid trails and firebreaks are subject to rilling
and gullying unless adequate water bars, plant
cover, or both, are provided

 Planting trees on the contour helps to control
erosion

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

» Percs slowly

* Slope

Corrective measures:

* An oversize drain field installed on the contour or
an onsite sewage treatment plant generally is
needed to prevent the system from
malfunctioning during rainy periods

Dwellings without basements

Limitation rating: Severe

Limitations:

» Shrink-swell

* Slope

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

» Preserving the existing plant cover during
construction and proper landscaping can help to
reduce erosion and runoff problems

Local roads and streets

Limitation rating: Severe
Limitations:

» Shrink-swell

» Low strength

* Slope
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Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoll

 Cutting and filling may be needed to compensate
for slopes

Lawns, landscaping, and golf fairways

Limitation rating: Severe

Limitations:

* Slope

Corrective measures:

» Sodding or hydroseeding to quickly establish a
lawn and fertilizing to maintain a healthy turf are
necessary to prevent loss of the topsoil due to
erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

 Slope

» Percs slowly

Corrective measures:

» Campsites and picnic areas should be constructed
on the more level areas

» A ground cover that is tolerant of heavy foot traffic
needs to be established and maintained to
prevent erosion

» Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

» Percs slowly

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Surface drains and landscaping are needed to
remove rain water quickly

FoC—Forbing silt loam, 1 to 5 percent
slopes

Setting

Major landform: Stream terraces

Landform position: Narrow to broad ridgetops

Distinctive landform features: Slopes are short to
moderately long and complex
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Shape of areas: Irregular
Size of areas: 20 to 125 acres
Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 4 inches—very dark brown silt loam

Subsurface layer:
4 to 7 inches—brown silt loam

Subsoil layer:

7 to 80 inches—yellowish red clay in the upper part;
red clay in the middle part; and dark red clay in
the lower part

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Moderately well drained
Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: \ery high

Composition

Forbing and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Guyton soils, Kolin soils, and small areas of soils
with slopes that are more than 5 percent. Guyton
soils are in drainageways and are grayish and loamy
throughout. Kolin soils are at a higher elevation than
the Forbing soil and have a subsoil that is loamy in
the upper part and clayey in the lower part.

Land Use
Major land use: Woodland
Other land uses: Pastureland
Cropland

Land capability subclass: |Ve

Suitability: Poorly suited

Adapted crops: Grain sorghum and soybeans

Management concerns:

* Low fertility

* Erosion hazard

Management measures:

* Where the subsoil has been mixed with the plow
layer, the soil is difficult to keep in good tilth; crop
residue left on or near the surface helps to
maintain tilth and control erosion
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» Crops respond moderately well to fertilizer and
lime, which help to overcome the low fertility

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, ball clover, and
crimson clover; ryegrass, wheat, and oats are
suitable for winter forage

Management concerns:

» Low fertility

 Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» Grazing when the soil is wet results in compaction
of the surface layer, poor tilth, and puddling of the
soil; drainage is needed in low places

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

Woodland

Woodland suitability group: 3c2

Site index/ordinating species: 70—loblolly pine

Adapted trees: Loblolly pine, shortleaf pine, white
oak, southern red oak, sweetgum, and blackjack
oak

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

* Moderate seedling mortality

* Moderate windthrow hazard

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
rutted if it is wet and heavy equipment is use

» Logging roads require suitable surfacing for year-
round use

» Reforestation can be started soon after harvesting
to reduce erosion and competition from
undesirable understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Soil Survey

Limitations:

» Percs slowly

Corrective measures:

» An oversize drain field design or an onsite sewage
treatment plant or sewage lagoon generally is
needed to prevent the system from
malfunctioning during rainy periods

Dwellings without basements

Limitation rating: Severe

Limitations:

 Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

 Shrink-swell

» Low strength

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoil

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe
Limitations:
» Percs slowly
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Corrective measures:
» Surface drains and landscaping are needed to
remove rain water quickly

FOE—Forbing silt loam, 5to 12 percent
slopes

Setting

Major landform: Stream terraces

Landform position: Side slopes

Distinctive landform features: Slopes are moderately
long and complex

Shape of areas: Irregular

Size of areas: 20 to 200 acres

Slope: Sloping to strongly sloping

Typical Profile

Surface layer:
0 to 3 inches—brown silt loam

Subsurface layer:
3 to 5 inches—yellowish brown silt loam

Subsoil layer:

5 to 27 inches—yellowish red clay
27 to 35 inches—reddish brown clay
35 to 44 inches—dark red clay

44 to 58 inches—red clay

58 to 70 inches—dark red clay

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Moderately well drained
Water table: At more than 6 feet

Flooding: None

Runoff: Rapid

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: \ery high

Composition

Forbing and similar soils: 91 to 99 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 1 to 9 percent

Contrasting Inclusions

Kolin soils, Shatta soils, and small areas of soils in
which the surface layer has been lost to erosion.
Kolin and Shatta soils are at a higher elevation than
the Forbing soil. Kolin soils have a subsoil that is
loamy in the upper part and clayey in the lower part.
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Shatta soils are loamy throughout and have a
fragipan in the lower part of the subsoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: Ve

Suitability: \fery poorly suited

Adapted crops: Garden crops in some areas

Management concerns:

» Low fertility

* Erosion hazard

Management measures:

« All tillage should be on the contour or across the
slope to control erosion

* Where the subsoil has been mixed into the plow
layer, the soil is difficult to keep in good tilth; crop
residue left on or near the surface helps to
conserve moisture, improve tilth, and control
erosion

« Limiting tillage for seedbed preparation and weed
control reduces runoff and erosion

» Most crops respond moderately well to fertilizer

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

* Limiting tillage for seedbed preparation helps to
reduce runoff and erosion

» Grazing when the soil is wet results in compaction
of the surface layer, poor tilth, and excessive
runoff; drainage is needed in low places

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

* Fertilizer and lime are needed for optimum growth
of grasses and legumes

Woodland

Woodland suitability group: 3c2
Site index/ordinating species: 70—Iloblolly pine
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Adapted trees: Loblolly pine, shortleaf pine, white
oak, sweetgum, southern red oak, and black
locust

Suitability: Moderately well suited

Management concerns:

* Moderate erosion hazard

* Moderate windthrow hazard

» Moderate equipment use limitation

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
rutted if it is wet and heavy equipment is used

» Logging roads require suitable surfacing for year-
round use

» Reforestation can be started soon after harvesting
to reduce erosion and competition from
undesirable understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» An oversize drain field design or an onsite sewage
treatment plant or sewage lagoon generally is
needed to prevent the system from
malfunctioning during rainy periods

Dwellings without basements

Limitation rating: Severe

Limitations:

» Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

» Shrink-swell

» Low strength

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent

Soil Survey

damage to roads and streets due to low strength
and shrink-swell in the subsoll

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

* Slope

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

» Percs slowly

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Surface drains and landscaping are needed to
remove rain water quickly

GrB—Gurdon silt loam, 1 to 3 percent
slopes

Setting

Major landform: High stream terraces

Landform position: Broad flats

Distinctive landform features: Slopes are long and
smooth

Shape of areas: Irregular

Size of areas: 20 to 200 acres

Slope: Gently sloping

Typical Profile

Surface layer:
0 to 4 inches—qgrayish brown silt loam
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Subsoil layer:

4 to 9 inches—brown silt loam

9 to 28 inches—yellowish brown silt loam

28 to 38 inches—yellowish brown silty clay loam

38 to 45 inches—variegated yellowish brown, light
brownish gray, and strong brown silty clay loam

45 to 65 inches—yellowish brown silty clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Somewhat poorly drained
Water table: Perched at 1 to 2 feet
Flooding: None

Runoff: Slow or medium

Permeability class: Moderate

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Gurdon and similar soils: 85 to 95 percent
Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Dubach, Guyton, and Malbis soils. Dubach and
Malbis soils are at a slightly higher elevation than the
Gurdon soil and contain more sand and clay in the
subsoil. Guyton soils are gray throughout the profile
and are in low positions on stream terraces and in
drainageways.

Land Use
Major land use: Woodland
Other land uses: Pastureland and cropland
Cropland

Land capability subclass: lle

Suitability: Well suited

Adapted crops: Corn, grain sorghum, wheat, cotton,
and soybeans

Management concerns:

* Erosion hazard

* Wetness

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

 This soil is friable and easy to keep in good tilth;
however, excessive cultivation can result in the
formation of a tillage pan; this pan can be broken
by subsoiling when the soil is dry
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» Unless the soil is drained, wetness can delay
planting in low areas

» Crop residue left on or near the surface helps to
maintain tilth and control erosion

» Runoff and erosion can be reduced by seeding a
cover crop in the fall

« Tillage should be on the contour or across the
slope

» Most crops respond well to lime and fertilizer,
which help to overcome the low fertility and
reduce the level of exchangeable aluminum in the
rooting zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, wild winter peas, and
white clover; ryegrass and wheat are suitable for
winter forage

Management concerns:

* Erosion hazard

* Wetness

» Low fertility

Management measures:

» Grazing when the soil is wet results in puddling of
the surface layer; drainage is needed in low
places

» Applications of lime and fertilizer can overcome the
low fertility and promote good growth of forage
plants

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

Woodland

Woodland suitability group: 207

Site index/ordinating species: 95—Ioblolly pine

Adapted trees: Loblolly pine, sweetgum, shortleaf
pine, willow oak, water oak, and hickory

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

* Moderate windthrow hazard

» Severe plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the surface layer may
become boggy if logging is done during wet
seasons and heavy equipment is used

» Logging roads require suitable surfacing for year-
round use
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* If site preparation is not adequate, competition from
undesirable understory plants can prevent or
prolong natural or artificial reestablishment of
trees

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

Corrective measures:

* An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Severe

Limitations:

* Wetness

Corrective measures:

» Surface and subsurface drainage is needed around
the foundations of buildings

Local roads and streets

Limitation rating: Moderate

Limitations:

» Low strength

* Wetness

Corrective measures:

» Special road base design and construction
techniques that compensate for low strength in
the subsoil may be needed

» Roadside ditches generally are needed to remove
excess water more quickly

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Wetness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
occasional wetness should be used

» Surface and subsurface drains can be installed to
remove excess water more quickly

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Soil Survey

Limitations:

e Wetness

Corrective measures:

* None feasible unless areas are drained and filled

Playgrounds

Limitation rating: Severe

Limitations:

* Wetness

Corrective measures:

* None feasible unless areas are drained and filled

GyA—Guyton silt loam

Setting

Major landform: Low stream terraces

Landform position: Broad flats

Distinctive landform features: Slopes are moderately
long and smooth

Shape of areas: Irregular

Size of areas: 30 to 300 acres

Slope: Level to nearly level

Typical Profile

Surface layer:
0 to 4 inches—dark brown silt loam

Subsurface layer:
4 to 16 inches—qgrayish brown silt loam
16 to 20 inches—Ilight brownish gray silt loam

Subsoil layer:

20 to 34 inches—qgray silty clay loam with vertical
seams of light brownish gray silt loam

34 to 45 inches—qgrayish brown silty clay loam

45 to 55 inches—qray silty clay loam

55 to 65 inches—grayish brown clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Poorly drained

Water table: Perched at O to 1.5 feet
Flooding: Rarely flooded

Runoff: Slow

Permeability class: Slow

Available water capacity: High or very high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Guyton and similar soils: 85 to 95 percent
Dissimilar soils: 5 to 15 percent
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Contrasting Inclusions

Bienville, Cahaba, and Gurdon soils. All of these soils
are at a higher elevation than the Guyton soil.
Bienville soils are somewhat excessively drained and
are sandy throughout. Cahaba soils are well drained
and have a reddish loamy subsoil. Gurdon soils are
somewhat poorly drained and do not have wide
vertical seams of material from the subsurface layer
in the subsoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and cropland
Cropland

Land capability subclass: Illw

Suitability: Moderately well suited

Adapted crops: Grain sorghum, corn, rice, and
soybeans

Management concerns:

» Low fertility

* Wetness

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» A drainage system is needed for most cultivated
crops

» A surface crust forms easily after tillage; returning
crop residue to the soil or regularly adding other
organic matter improves fertility, reduces
crusting, and increases the water intake rate

» Most crops respond well to lime and fertilizer,
which help to overcome the low fertility and
reduce the level of exchangeable aluminum in the
rooting zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, vetch, wild winter
peas, and white clover; ryegrass, wheat, and
oats are suitable for winter forage

Management concerns:

* Low fertility

* Wetness

Management measures:

» Wetness limits the choice of plants and the period
of grazing; proper stocking rates, pasture
rotation, and restricted grazing during wet
periods help to keep the pasture and soil in good
condition

 Pasture plants respond well to lime and fertilizer
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» Surface drainage can remove excess surface water
from low areas

Woodland

Woodland suitability group: 2w9

Site index/ordinating species: 85—Ioblolly pine

Adapted trees: Loblolly pine, sweetgum, green ash,
cherrybark oak, water oak, willow oak, and
blackgum

Suitability: Moderately well suited

Management concerns:

» Severe equipment use limitation

» Severe windthrow hazard

» Severe plant competition

* Moderate seedling mortality

Management measures:

» Conventional methods of harvesting timber
generally can be used, but equipment use may be
limited during rainy periods, generally from
December to May

* Trees should be water-tolerant

» Trees should be harvested and planted in the drier
seasons to prevent excessive rutting and
compaction of the soil surface layer

» Logging roads require suitable surfacing for year-
round use

 After harvesting, reforestation can be carefully
managed to reduce competition from undesirable
understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

» An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Severe

Limitations:

* Flooding

* Wetness

Corrective measures:

* Buildings should be constructed on elevated pilings
or mounds to elevate the foundation above the
level of flooding
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Local roads and streets

Limitation rating: Severe

Limitations:

» Low strength

* Wetness

Corrective measures:

» Special road base design and construction
techniques generally are needed to compensate
for low strength in the subsoil

* Roadside ditches are needed to remove excess
water quickly

Lawns, landscaping, and golf fairways

Limitation rating: Severe

Limitations:

* Wetness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
wetness should be used

» Surface and subsurface drains can be installed to
remove excess water more quickly

« Traffic should be restricted during periods when the
topsoil is saturated

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

* Flooding

* Wetness

Corrective measures:

* None feasible unless areas are drained, filled, and
protected from flooding

Playgrounds

Limitation rating: Severe

Limitations:

* Wetness

Corrective measures:

* None feasible unless areas are drained and filled

GYO—Guyton-Ouachita silt loams,
frequently flooded

Setting

Major landform: Flood plains

Landform position: Guyton—alluvial flats and
depressions; Ouachita—Ilow ridges or natural
levees

Distinctive landform features: Ridges and
depressions are 25 to 150 feet apart

Shape of areas: Irregular to elongated

Soil Survey

Size of areas: 40 to 2,000 acres
Slope: Level to nearly level

Typical Profile
Guyton

Surface layer:
0 to 3 inches—qgrayish brown silt loam

Subsurface layer:
3 to 24 inches—light gray silt loam

Subsoil layer:

24 to 65 inches—grayish brown silty clay loam with
vertical intrusions of grayish brown silt loam in
the upper part, grayish brown silty clay loam in
the middle part, and gray silt loam in the lower
part

Ouachita

Surface layer:
0 to 5 inches—brown silt loam

Subsoil layer:
5 to 13 inches—dark yellowish brown silt loam
13 to 48 inches—yellowish brown silt loam

Substratum:
48 to 62 inches—yellowish brown very fine sandy
loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Guyton—poorly drained;
Ouachita—well drained

Water table: Guyton—perched at O to 1.5 feet;
Ouachita—at more than 6 feet

Flooding: Frequently flooded

Runoff: Slow

Permeability class: Guyton—slow;
Ouachita—moderately slow

Available water capacity: High or very high

Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Guyton and similar soils: 37 to 48 percent

Ouachita and similar soils: 32 to 43 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to wetness and flooding
limitations)

Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Bienville soils, Cahaba soils, Dubach soils, and
areas of soils that are subject to only rare or
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occasional flooding. Bienville, Cahaba, and Dubach
soils are on stream terraces. Bienville soils are
somewhat excessively drained and contain more
sand throughout the profile than the Guyton and
Ouachita soils. Cahaba soils are well drained and
have a reddish subsoil. Dubach soils are well drained
and have a brownish loamy subsoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and cropland
Cropland

Land capability subclass: Guyton—Vw;
Ouachita—IVw

Suitability: \fery poorly suited

Adapted crops: Soybeans and grain sorghum in drier
years

Management concerns:

* Wetness

* Flooding

» Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» Planting dates are delayed and crops are damaged
by floods in some years

» Major structures, such as levees, are needed to
adequately control flooding

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common bermudagrass, singletary
peas, vetch, or native grasses

Management concerns:

* Flooding

* Wetness

* Low fertility

Management measures:

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

» During periods of flooding, livestock can be moved
to pastures at a higher elevation or to pastures
protected from flooding

Woodland

Woodland suitability group: Guyton—2w?9;
Ouachita—107

Site index/ordinating species: 95—qgreen ash

Adapted trees: Green ash, sweetgum, black willow,
Nuttall oak, eastern cottonwood, sugarberry, and
loblolly pine
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Suitability: Moderately well suited

Management concerns:

» Severe equipment use limitation

» Moderate or severe seedling mortality

» Severe windthrow hazard

» Severe plant competition

Management measures:

» Conventional methods of harvesting timber
generally can be used, but equipment use may be
limited during rainy periods, generally from
December to May

» Trees should be water-tolerant and planted or
harvested during dry periods

» Logging can be done in the drier seasons to
prevent excessive rutting and compaction of the
soils

» Logging roads require suitable surfacing for year-
round use

» After harvesting, reforestation can be carefully
managed to reduce competition from undesirable
understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Flooding

* Wetness—Guyton

» Percs slowly

Corrective measures:

» None feasible unless areas are drained and
protected from flooding

* An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Severe

Limitations:

* Flooding

* Wetness—Guyton

Corrective measures:

* Buildings should be constructed on elevated pilings
or mounds to elevate the foundation above the
level of flooding

Local roads and streets

Limitation rating: Severe
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Limitations:

* Low strength—Guyton

* Wetness—Guyton

* Flooding

Corrective measures:

« Filling with suitable soil materials to build an
elevated road base above the level of flooding
and installing culverts of adequate size and
spacing are needed to keep roads from being
inundated and damaged during flood episodes

Lawns, landscaping, and golf fairways

Limitation rating: Severe

Limitations:

* Wetness—Guyton

* Flooding

Corrective measures:

» Lawn and landscaping plants that are tolerant of
wetness and flooding should be used

« Traffic should be restricted during periods when the
topsoil is saturated

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

* Flooding

* Wetness

Corrective measures:

* None feasible unless areas are drained, filled, and
protected from flooding

Playgrounds

Limitation rating: Severe

Limitations:

* Wetness

* Flooding

Corrective measures:

* None feasible unless areas are drained, filled, and
protected from flooding

KoC—Kaolin silt loam, 1 to 5 percent
slopes

Setting

Major landform: Stream terraces

Landform position: Broad flats

Distinctive landform features: Slopes are moderately
long and smooth

Shape of areas: Irregular

Size of areas: 30 to 400 acres

Slope: Gently sloping to moderately sloping

Soil Survey

Typical Profile

Surface layer:
0 to 3 inches—dark grayish brown silt loam

Subsurface layer:
3 to 9 inches—pale brown silt loam

Subsoil layer:

9 to 17 inches—yellowish brown silt loam

17 to 29 inches—yellowish brown silty clay loam

29 to 39 inches—yellowish brown silty clay loam with
light gray coatings of silt surrounding peds

39 to 54 inches—yellowish brown silty clay

54 to 62 inches—red clay

Substratum:
62 to 78 inches—red clay

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Perched at 1.5 to 3 feet
Flooding: None

Runoff: Medium

Permeability class: Very slow

Available water capacity: High

Natural soil fertility: Low

Shrink-swell potential: High

Composition

Kolin and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Forbing soils, Shatta soils, and small areas of soils in
which the surface layer has been removed by
erosion. Forbing soils have a clayey subsoil and are
on side slopes at a lower elevation than the Kolin soil.
Shatta soils are loamy throughout, have a fragipan in
the lower part of the subsoil, and are at a higher
elevation than the Kolin soil.

Land Use
Major land use: Woodland

Other land uses: Pastureland, cropland, and
residential areas

Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Corn, grain sorghum, soybeans, and
sweet potatoes

Management concerns:

* Low fertility
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* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a moderate range of
moisture content

* Wetness can delay planting in some years

» Proper arrangement of rows and the use of surface
ditches and grassed waterways for outlets help to
remove excess surface water

» Crop residue left on or near the surface helps to
maintain tilth and control erosion

» Crops respond well to fertilizer and lime, which
help to overcome the low fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, ball clover, and
crimson clover; ryegrass, wheat, and oats are
suitable for winter forage

Management concerns:

» Low fertility

 Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» Grazing when the soil is wet results in compaction
of the surface layer, poor tilth, and excessive
runoff; drainage is needed in low places

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

Woodland

Woodland suitability group: 3w8

Site index/ordinating species: 80—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, southern red oak, white oak, hickory,
and water oak

Suitability: Moderately well suited

Management concerns:

* Moderate windthrow hazard

» Severe plant competition

Management measures:

» Using low-pressure ground equipment or
harvesting during the drier periods reduces
compaction and helps to maintain productivity
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» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

* An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Severe

Limitations:

 Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

» Low strength

 Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoll

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Wetness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
occasional wetness should be used

» Surface and subsurface drains can be installed to
remove excess water more quickly

Recreational Uses
Camp and picnic areas

Limitation rating: Severe
Limitations:
» Percs slowly
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Corrective measures:
» Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly

MaC—Mahan fine sandy loam, 1to 5
percent slopes

Setting

Major landform: Uplands

Landform position: Narrow convex ridgetops

Distinctive landform features: Slopes are short and
complex

Shape of areas: Irregular

Size of areas: 10 to 350 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 4 inches—dark brown fine sandy loam

Subsurface layer:
4 to 10 inches—brown fine sandy loam

Subsoil layer:
10 to 58 inches—red clay in the upper part and red
sandy clay loam in the lower part

Substratum:
58 to 65 inches—red sandy clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Moderate

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Mahan and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Soil Survey

Contrasting Inclusions

Bowie soils, Briley soils, Sacul soils, areas of soils in
which the surface layer has been lost to erosion, and
areas of soils in which the surface layer has up to 40
percent ironstone gravel. Bowie and Sacul soils are
at a lower elevation than the Mahan soil. Bowie soils
are loamy throughout. Sacul soils have gray mottles
in the upper part of the subsoil. Briley soils are in
positions similar to those of the Mahan soil and have
thick sandy surface and subsurface layers.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Cotton, corn, and wheat

Management concerns:

» Low fertility

* Erosion hazard

* Levels of aluminum in the rooting zone that are

potentially toxic to plants

Management measures:

» The soll is friable, easy to keep in good tilth, and
can be worked over a moderate range of
moisture content

Seedbed preparation should be on the contour or
across the slope to reduce erosion

» Maintaining crop residue on or near the surface

reduces runoff and helps to maintain soil tilth and
organic matter content

» Using minimum tillage and constructing terraces,

diversions, and grassed waterways help to
control erosion

» Most crops respond well to lime and fertilizer,

which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope to reduce erosion
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* Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

* Rotation grazing helps to maintain the quality of
forage

» Applications of lime and a complete fertilizer can
overcome the low fertility and promote good
growth of forage plants

Woodland

Woodland suitability group: 201

Site index/ordinating species: 90—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, hickory,
southern red oak, sweetgum, white oak, post
oak, and blackjack oak

Suitability: Well suited

Management concerns:

No significant concerns

Management measures:

» Conventional planting and harvesting methods
generally are adequate

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

* An oversize drain field design or an onsite sewage
treatment plant or sewage lagoon generally is
needed to prevent the system from
malfunctioning during rainy periods

Dwellings without basements

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Moderate

Limitations:

» Low strength

Corrective measures:

» Special road base design and construction
techniques that compensate for low strength in
the subsoil may be needed

Lawns, landscaping, and golf fairways

Limitation rating: Slight
Limitations:
* No significant limitations
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Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

» Small stones

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Topsoil may need to be added to reduce the number
of small stones in the surface layer

MAE—Mahan fine sandy loam, 5to 12
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short and
complex

Shape of areas: Irregular

Size of areas: 20 to 200 acres

Slope: Sloping to strongly sloping

Typical Profile

Surface layer:
0 to 5 inches—dark brown fine sandy loam

Subsurface layer:
5 to 11 inches—brown fine sandy loam

Subsoil layer:

11 to 18 inches—red clay

18 to 26 inches—red clay loam

26 to 63 inches—red sandy clay loam

Substratum:

63 to 70 inches—stratified red sandy clay loam and
light brownish gray, yellowish brown, and red
layers of sandy loam
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Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Rapid

Permeability class: Moderate

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Mahan and similar soils: 79 to 91 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Bowie soils, Sacul soils, small areas of soils that
have up to 40 percent ironstone gravel in the surface
layer, areas of soils in which the surface layer has
been lost to erosion, and areas of soils with slopes
that are less than 5 percent. Bowie and Sacul soils
are at a lower elevation than the Mahan soil. Bowie
soils are loamy throughout. Sacul soils have gray iron
depletions in the upper part of the subsaoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: Ve

Suitability: \fery poorly suited

Adapted crops: Small grains

Management concerns:

* Erosion hazard

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» Erosion can be reduced by early fall seeding,
minimum tillage, terraces, diversions, and
grassed waterways

* Most crops respond well to fertilizer and lime,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Soil Survey

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Erosion hazard

» Low fertility

Management measures:

» Seedbed preparation should be on the contour or
across the slope to reduce erosion

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

* Rotation grazing helps to maintain the quality of
forage

 Pasture plants respond well to lime and fertilizer

Woodland

Woodland suitability group: 201

Site index/ordinating species: 90—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, hickory,
southern red oak, sweetgum, white oak, post
oak, and blackjack oak

Suitability: Well suited

Management concerns:

* No significant concerns

Management measures:

» Conventional planting and harvesting methods
generally are adequate

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

* An oversize drain field design or an onsite sewage
treatment plant or sewage lagoon generally is
needed to prevent the system from
malfunctioning during rainy periods

Dwellings without basements

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Constructing buildings on the less sloping areas,
preserving plant cover during construction, and
proper landscaping can help to reduce soil
erosion and runoff problems
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Local roads and streets

Limitation rating: Moderate

Limitations:

» Low strength

* Slope

Corrective measures:

» Special road base design and construction
techniques that compensate for low strength in
the subsoil may be needed

» Some cutting and filling may be needed to
compensate for slopes

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

 Slope

Corrective measures:

» Campsites and picnic areas should be constructed
on the more level areas

» A ground cover that is tolerant of heavy foot traffic
needs to be established and maintained to
prevent erosion

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

MgB—Malbis fine sandy loam, 1to 3
percent slopes

Setting

Major landform: Uplands

Landform position: Convex ridgetops

Distinctive landform features: Slopes generally are
long and smooth

Shape of areas: Irregular

Size of areas: 20 to 200 acres

Slope: Gently sloping
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Typical Profile

Surface layer:
0 to 4 inches—dark grayish brown fine sandy loam

Subsurface layer:
4 to 14 inches—yellowish brown fine sandy loam

Subsoil layer:

14 to 43 inches—yellowish brown sandy clay loam

43 to 60 inches—yellowish brown sandy clay loam
with about 6 percent plinthite nodules

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Perched at 2.5 to 4 feet
Flooding: None

Runoff: Medium

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Malbis and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Beauregard, Eastwood, and Ruston soils. Beauregard
and Eastwood soils are at a lower elevation than the
Malbis soil. Beauregard soils have gray iron
depletions in the upper part of the subsoil. Eastwood
soils have a clayey subsoil. Ruston soils are at a
higher elevation than the Malbis soil and do not have
plinthite in the subsoil.

Land Use
Major land use: Woodland or pastureland
Other land uses: Cropland and residential areas
Cropland

Land capability subclass: lle

Suitability: Well suited

Adapted crops: Corn, soybeans, wheat, grain
sorghum, and some garden crops

Management concerns:

* Erosion hazard

* Low fertility

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and

can be worked over a wide range of moisture
content
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Soil Survey

Figure 4.—Peaches, a specialty crop, growing in an area of Malbis fine sandy loam, 1 to 3 percent slopes.

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility and tilth

All tillage should be on the contour or across the
slope

Sheet and rill erosion can be reduced by
constructing gradient terraces and farming on the
contour

Most crops respond well to lime and fertilizer,
which help to overcome the low fertility and
reduce the level of exchangeable aluminum in the
rooting zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical
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» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

* Fertilizer and lime are needed for optimum growth
of grasses and legumes

Woodland

Woodland suitability group: 201

Site index/ordinating species: 90—Ioblolly pine

Adapted trees: Loblolly pine, longleaf pine, sweetgum,
and southern red oak

Suitability: Well suited

Management concerns:

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
compacted if the soil is wet and heavy equipment
is used; this can be overcome by logging during
the drier seasons

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

» An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Slight
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Limitations:

» No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

MgD—Malbis fine sandy loam, 3to 8
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 20 to 200 acres

Slope: Gently sloping to sloping

Typical Profile

Surface layer:
0 to 4 inches—dark brown fine sandy loam

Subsurface layer:
4 to 10 inches—pale brown fine sandy loam

Subsoil layer:

10 to 65 inches—strong brown sandy clay loam in the
upper part and yellowish brown sandy clay loam
with more than 5 percent plinthite nodules in the
lower part

Soil Properties and Qualities

Depth class: Very deep
Drainage class: Moderately well drained
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Water table: Perched at 2.5 to 4 feet
Flooding: None

Runoff: Medium

Permeability class: Moderately slow
Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Malbis and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Beauregard, Eastwood, Ruston, and Sacul soils.
Beauregard, Eastwood, and Sacul soils are at a lower
elevation than the Malbis soil. Beauregard soils have
gray iron depletions within 30 inches of the surface.
Eastwood and Sacul soils have a clayey and loamy
subsoil. Ruston soils are at a higher elevation than
the Malbis soil and have a reddish subsoil that does
not contain plinthite.

Land Use
Major land use: Woodland

Other land uses: Pastureland, cropland, and
residential areas

Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Corn, soybeans, wheat, grain
sorghum, cotton, and some garden crops

Management concerns:

* Low fertility

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a wide range of moisture
content

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility and tilth

« All tillage should be on the contour or across the
slope

» Sheet and rill erosion can be reduced by gradient
terraces and farming on the contour

» Most crops respond well to lime and fertilizer,
which help to overcome the low fertility and
reduce the level of exchangeable aluminum in the
rooting zone

Soil Survey

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

» Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

* Fertilizer and lime are needed for optimum growth
of grasses and legumes

Woodland

Woodland suitability group: 201

Site index/ordinating species: 90—Ioblolly pine

Adapted trees: Loblolly pine, longleaf pine, sweetgum,
and southern red oak

Suitability: Well suited

Management concerns:

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
compacted if the soil is wet and heavy equipment
is used; this can be overcome by logging during
the drier seasons

» Logging roads require suitable surfacing for year-
round use

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

* An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly

Dwellings without basements

Limitation rating: Slight
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Limitations:

* No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

 Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

MnB—McLaurin fine sandy loam, 1to 3
percent slopes

Setting

Major landform: Uplands

Landform position: Convex ridgetops

Distinctive landform features: Slopes generally are
long and smooth

Shape of areas: Irregular

Size of areas: 20 to 500 acres

Slope: Gently sloping
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Typical Profile

Surface layer:
0 to 4 inches—brown fine sandy loam

Subsurface layer:
4 to 13 inches—yellowish brown fine sandy loam

Subsoil layer:

13 to 30 inches—red fine sandy loam

30 to 53 inches—red sandy loam

53 to 60 inches—red sandy loam with pockets and
streaks of very pale brown uncoated sand grains

60 to 71 inches—red sandy loam

Soil Properties and Qualities

Depth class: Deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Slow

Permeability class: Moderate

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

McLaurin and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Betis and Darden soils. Both of these soils are sandy
throughout. Betis soils are in similar landscape
positions as the McLaurin soil. Darden soils are at a
lower elevation than the McLaurin soil.

Land Use
Major land use: Woodland

Other land uses: Pastureland, cropland, and
residential areas

Cropland

Land capability subclass: lle

Suitability: Moderately well suited

Adapted crops: Corn, cotton, watermelons, sweet
potatoes, grain sorghum, and wheat

Management concerns:

* Low fertility

» Droughtiness

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants
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Management measures:

» This solil is very friable, easy to keep in good tilth,
and can be worked over a wide range of moisture
content

* In areas where water of suitable quality is
available, supplemental irrigation can prevent
damage to crops during dry periods of most
years

» Excessive cultivation can result in the formation of
a tillage pan; this pan can be broken by
subsoiling when the soil is dry

» The organic matter content can be maintained by
using all crop residue, plowing under cover
crops, and using a suitable cropping system

» The risk of sheet and rill erosion can be reduced by
gradient terraces and contour farming

» Crops respond well to lime and fertilizer, which help
to overcome the low fertility and reduce the level
of exchangeable aluminum in the rooting zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

» Droughtiness

Management measures:

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking and pasture rotation help to keep
the pasture in good condition

* Most grasses and legumes respond well to lime
and fertilizer

Woodland

Woodland suitability group: 201

Site index/ordinating species: 83—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine, southern
red oak, blackjack oak, sweetgum, and hickory

Suitability: Well suited

Management concerns:

» Moderate equipment use limitation

Management measures:

» Conventional planting and harvesting methods
generally are adequate

Urban Uses
Septic tank absorption fields

Limitation rating: Slight

Soil Survey

Limitations:

» No significant limitations

Corrective measures:

» A standard septic tank and drain field design
generally are adequate to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas
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MND—McLaurin fine sandy loam, 3 to 8
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes
Distinctive landform features: None
Shape of areas: Irregular

Size of areas: 20 to 250 acres
Slope: Gently sloping to sloping

Typical Profile

Surface layer:
0 to 7 inches—brown fine sandy loam

Subsurface layer:
7 to 12 inches—dark yellowish brown fine sandy
loam

Subsoil layer:

12 to 81 inches—red sandy loam in the upper part;
yellowish red sandy loam with pockets of very
pale brown sand grains in the middle part; and
red sandy loam in the lower part

Soil Properties and Qualities

Depth class: Deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Moderate

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

McLaurin and similar soils: 79 to 91 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Betis and Sailes soils. Betis soils are in positions
similar to those of the McLaurin soil and are sandy
throughout. Sailes soils are at a higher elevation than
the McLaurin soil and contain more clay in the
subsoil.

Land Use
Major land use: Woodland

Other land uses: Cropland and pastureland
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Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Cotton, corn, peanuts, watermelons,
grain sorghum, and wheat

Management concerns:

» Low fertility

» Droughtiness

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is very friable, easy to keep in good tilth,
and can be worked over a wide range of moisture
content

» Erosion can be reduced if fall grain or winter
pasture grasses are seeded early, conservation
tillage is used, and tillage and seeding are on the
contour or across the slope

» Excessive cultivation can result in the formation of
a tillage pan; this pan can be broken by
subsoiling when the soil is dry

» Waterways can be shaped and seeded to perennial
grass

» The organic matter content can be maintained by
using all crop residue, plowing under cover
crops, and using a suitable cropping system

» Crops respond well to lime and fertilizer, which help
to overcome the low fertility and reduce the level
of exchangeable aluminum in the rooting zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

» Droughtiness

* Erosion hazard

Management measures:

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper grazing practices, weed control, and
fertilizer are needed for maximum quality of
forage

Woodland

Woodland suitability group: 201

Site index/ordinating species: 83—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine, southern
red oak, blackjack oak, sweetgum, and hickory
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Suitability: Well suited

Management concerns:

» Moderate equipment use limitation

Management measures:

» Conventional planting and harvesting operations
generally are adequate

Urban Uses
Septic tank absorption fields

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» A standard septic tank and drain field design
generally are adequate to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Soil Survey

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

MtB—Metcalf silt loam, 0 to 2 percent
slopes

Setting

Major landform: Uplands

Landform position: Broad ridgetops

Distinctive landform features: Slopes are moderately
long and simple

Shape of areas: Irregular

Size of areas: 25 to 400 acres

Slope: Nearly level to very gently sloping

Typical Profile

Surface layer:
0 to 3 inches—dark grayish brown silt loam

Subsurface layer:
3 to 7 inches—light yellowish brown silt loam

Subsoil layer:

7 to 33 inches—yellowish brown loam

33 to 40 inches—yellowish brown loam with about 20
percent gray, vertical intrusions of silt

40 to 57 inches—qray silty clay

57 to 75 inches—light brownish gray silty clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Somewhat poorly drained
Water table: Perched at 1.5 to 2.5 feet
Flooding: None

Runoff: Slow

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: High

Composition

Metcalf and similar soils: 85 to 95 percent
Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Bellwood, Gurdon, and Sawyer soils. Bellwood soils
are at a higher elevation than the Metcalf soil and are
clayey throughout. Gurdon soils are at a slightly
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lower elevation than the Metcalf soil and are loamy
throughout. Sawyer soils are at a slightly higher
elevation than the Metcalf soil and do not have
tongues of silt in the lower part of the subsoil.

Land Use
Major land use: Woodland

Other land uses: Pastureland, cropland, and
residential areas

Cropland

Land capability subclass: |lw

Suitability: Moderately well suited

Adapted crops: Cotton, corn, grain sorghum,
soybeans, wheat, and some garden crops

Management concerns:

» Low fertility

* Wetness

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a wide range of moisture
content

« Traffic pans develop easily but can be broken by
deep plowing or chiseling

* Minimum tillage and returning all crop residue to
the soil or regularly adding other organic matter
help to improve fertility, maintain soil tilth and
content of organic matter, and control erosion

» Most crops respond well to lime and fertilizer,
which help to overcome the low fertility and
reduce the level of exchangeable aluminum in the
rooting zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Wetness

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» Grazing when the soil is wet results in compaction
of the surface layer, poor tilth, and excessive
runoff; drainage is needed in low places

» Proper stocking, pasture rotation, and restricted
grazing during wet periods, help to keep the
pasture and soil in good condition
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» Surface drainage may be needed to remove water
from low areas

» Applications of lime and fertilizer can overcome the
low fertility and promote good growth of forage
plants

Woodland

Woodland suitability group: 2w8

Site index/ordinating species: 92—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, southern red oak, white oak, and
blackjack oak

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

* Moderate windthrow hazard

» Severe plant competition

Management measures:

» Standard wheeled and tracked equipment can
cause rutting and soil compaction when the soll
is wet; using low-pressure ground equipment and
planting and harvesting during the drier periods
reduce damage to the soil and help to maintain
productivity

» Logging roads require suitable surfacing for year-
round use

» Reforestation should be started soon after
harvesting to reduce competition from understory
plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

» An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Moderate

Limitations:

* Wetness

Corrective measures:

» Drainage may be needed around the foundations of
buildings
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Local roads and streets

Limitation rating: Severe

Limitations:

» Low strength

Corrective measures:

» Special road base design and construction
techniques generally are needed to compensate
for low strength in the subsoil

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Wetness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
occasional wetness should be used

» Surface and subsurface drains can be installed to
remove excess water more quickly

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly

NaC—Natchitoches fine sandy loam, 1 to
5 percent slopes

Setting

Major landform: Uplands

Landform position: Broad ridgetops

Distinctive landform features: Slopes generally are
long and smooth

Shape of areas: Irregular

Size of areas: 25 to 400 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 5 inches—dark brown fine sandy loam

Soil Survey

Subsoil layer:
5 to 34 inches—red clay
34 to 45 inches—variegated olive and red clay

Substratum:

45 to 50 inches—variegated olive and red clay

50 to 55 inches—yellowish red sandy clay

55 to 65 inches—variegated strong brown, olive, and
light brownish gray sandy clay

Soil Properties and Qualities

Depth class: Deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Very slow

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: High

Composition

Natchitoches and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Bellwood, Metcalf, and Sacul soils. Bellwood and
Sacul soils are at a slightly higher elevation than the
Natchitoches soil. Metcalf soils are at a slightly lower
elevation than the Natchitoches soil. None of these
soils has large amounts of glauconite in the subsoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: |Ve

Suitability: Poorly suited

Adapted crops: Small grains, soybeans, and grain
sorghum

Management concerns:

* Erosion hazard

* Low fertility

* Poor tilth

Management measures:

» Crop residue left on or near the surface helps to
conserve moisture, maintain tilth, and control
erosion

« All tillage should be on the contour or across the
slope
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 Early fall seeding, conservation tillage, terraces,
diversions, and grassed waterways help to
control erosion

* Most crops respond well to fertilizer

Pasture and hayland

Suitability: Moderately well suited
Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage
Management concerns:
» Low fertility
 Erosion hazard
Management measures:
» Erosion can be controlled by maintaining a good
plant cover
 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth
» Grazing when the soil is wet results in puddling of
the surface layer; drainage is needed in low
places
Seedbed preparation should be on the contour or
across the slope where practical
» Proper stocking and pasture rotation help to keep
the pasture and soil in good condition
 Pasture plants respond well to a complete fertilizer

Woodland

Woodland suitability group: 3c8

Site index/ordinating species: 80—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, hickory, blackjack oak, southern red
oak, and white oak

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally can be used, but equipment use is
usually limited during rainy periods, generally
from December to April

» Standard wheeled and tracked equipment can
cause soil compaction and rutting if logging is
done during the wet seasons; using low-pressure
ground equipment and planting and harvesting
during the drier periods reduce the damage to the
soil and help to maintain productivity

» Roads and landings require suitable surfacing for
year-round use
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» Reforestation can be started soon after harvesting
to reduce competition from undesirable
understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

* Inadequate moisture in the soil can cause a
moderate seedling mortality rate in the summer;
seedling survival can be improved if planting is
done in early spring when soil moisture supplies
are high and temperatures are cool

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

* An oversize drain field design or an onsite sewage
treatment plant or sewage lagoon generally is
needed to prevent the system from
malfunctioning during rainy periods

Dwellings without basements

Limitation rating: Severe

Limitations:

 Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

» Shrink-swell

» Low strength

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoll

Lawns, landscaping, and golf fairways

Limitation rating: Moderate
Limitations:
» Droughtiness
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Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly

NAE—Natchitoches fine sandy loam, 5 to
12 percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 25 to 300 acres

Slope: Sloping to strongly sloping

Typical Profile

Surface layer:
0 to 3 inches—very dark grayish brown fine sandy
loam

Subsoil layer:

3 to 37 inches—red clay in the upper part and
variegated red and light brownish gray silty clay
in the lower part

Substratum:

37 to 63 inches—light brownish gray sandy clay in
the upper part and variegated light brownish gray
and strong brown sandy clay in the lower part

Soil Properties and Qualities

Depth class: Deep
Drainage class: Well drained

Soil Survey

Water table: At more than 6 feet

Flooding: None

Runoff: Rapid

Permeability class: Very slow

Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: High

Composition

Natchitoches and similar soils: 85 to 95 percent
(areas of included soils generally are larger in
this unit than in most other map units, but they
were considered similar due to slope limitations)

Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Bellwood, Guyton, and Sacul soils. Bellwood and
Sacul soils are at a slightly higher elevation than the
Natchitoches soil. Guyton soils are on flood plains of
narrow drainageways. None of these soils has large
amounts of glauconite in the subsoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: Ve

Suitability: \fery poorly suited

Adapted crops: Small grains and grain sorghum

Management concerns:

* Erosion hazard

* Low fertility

* Poor tilth

Management measures:

» Crop residue left on or near the surface helps to
conserve moisture, maintain tilth, and control
erosion

« All tillage should be on the contour or across the
slope where practical

 Early fall seeding, conservation tillage, terraces,
diversions, and grassed waterways help to
control erosion

» Most crops respond well to lime and fertilizer

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

 Erosion hazard
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Management measures:

» Erosion can be controlled by maintaining a good
plant cover

Seedbed preparation should be on the contour or
across the slope where practical

» Proper stocking and pasture rotation help to keep

the pasture and soil in good condition

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

Fertilizer is needed for optimum growth of grasses
and legumes

Woodland

Woodland suitability group: 3c8

Site index/ordinating species: 80—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,

sweetgum, hickory, blackjack oak, southern red
oak, and white oak

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally can be used, but equipment use is
usually limited during rainy periods, generally
from December to April

Standard wheeled and tracked vehicles can cause
soil compaction and rutting if logging is done
during the wet seasons; using low-pressure
ground equipment and planting and harvesting
during the drier seasons reduce the damage to
the soil and help to maintain productivity

» Roads and landings require suitable surfacing for
year-round use

Reforestation can be started soon after harvesting
to reduce erosion and competition from
undesirable understory plants

» Competing vegetation can be controlled by proper

site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

* Inadequate moisture in the soil can cause a

moderate seedling mortality rate in the summer;
seedling survival can be improved if planting is
done in early spring when soil moisture supplies
are high and temperatures are cool

Urban Uses
Septic tank absorption fields

Limitation rating: Severe
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Limitations:

» Percs slowly

Corrective measures:

* An oversize drain field design or an onsite sewage
treatment plant or sewage lagoon generally is
needed to prevent the system from
malfunctioning during rainy periods

Dwellings without basements

Limitation rating: Severe

Limitations:

 Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

 Shrink-swell

» Low strength

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoll

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

* Slope

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

 Surface drains and landscaping are needed to
remove rain water quickly



94

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

» Percs slowly

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Surface drains and landscaping are needed to
remove rain water quickly

OkC—Oktibbeha silt loam, 1 to 5 percent
slopes

Setting

Major landform: Uplands

Landform position: Ridgetops

Distinctive landform features: Slopes are moderately
long and smooth

Shape of areas: Irregular

Size of areas: 20 to 150 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 2 inches—qgrayish brown silt loam

Subsoil layer:

2 to 18 inches—strong brown clay

18 to 22 inches—variegated strong brown, yellowish
brown, and red clay

22 to 31 inches—variegated strong brown, yellowish
brown, and light brownish gray clay

31 to 34 inches—yellowish brown clay

Substratum:

34 to 45 inches—yellowish brown clay with carbonate
nodules and soft pockets of lime

45 to 65 inches—light yellowish brown clay with
carbonate nodules and soft pockets of lime

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Moderately well drained
Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Very slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: \lery high

Soil Survey

Composition

Oktibbeha and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Bellwood and Sacul soils. Bellwood soils are in
positions similar to those of the Oktibbeha soil. Sacul
soils are at a higher elevation than the Oktibbeha soil.
Neither the Bellwood soil nor the Sacul soil contains
concretions of calcium carbonate in the profile.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: llle
Suitability: Moderately well suited
Adapted crops: Soybeans, grain sorghum, and small
grains
Management concerns:
» Low fertility
* Erosion hazard
* Poor tilth
Management measures:
» The surface layer erodes easily if the soil is clean
tilled
The plow layer is difficult to keep in good tilth and
can be worked only within a narrow range of
moisture content
» Crop residue left on or near the surface helps to
conserve moisture, maintain tilth, and control
erosion
» Other practices that can be used to control erosion
include early fall seeding, minimum tillage,
terraces, diversions, and grassed waterways
« All tillage should be on the contour or across the
slope

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common bermudagrass, bahiagrass,
and crimson clover; ryegrass, wheat, and oats
are suitable for winter forage

Management concerns:

* Low fertility

* Erosion hazard

» Droughtiness

Management measures:

» Grazing when the soil is wet causes puddling of the
soil and compaction of the surface layer, which
can reduce forage production; drainage is needed
in low places
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» Where practical, seedbed preparation should be on
the contour or across the slope to reduce erosion

* Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Applications of lime and fertilizer can overcome the
low fertility

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

Woodland

Woodland suitability group: 3c8

Site index/ordinating species: 76—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine, southern
red oak, blackjack oak, and hickory

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
compacted if it is wet and heavy equipment is
used

* When the soil surface is wet or moist, roads and
skid trails are slippery and may be impassable;
this can be overcome by using specialized
equipment during wet seasons or logging during
dry seasons

» Logging roads require suitable surfacing for year-

round use

Reforestation can be started soon after harvesting

to reduce competition from undesirable
understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

* An oversize drain field design or an onsite sewage
treatment plant or sewage lagoon generally is
needed to prevent the system from
malfunctioning during rainy periods
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Dwellings without basements

Limitation rating: Severe

Limitations:

 Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

 Shrink-swell

» Low strength

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design and construction
techniques generally are needed to prevent
damage to roads and streets due to low strength
and shrink-swell in the subsoll

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove rain water quickly

Playgrounds

Limitation rating: Severe

Limitations:

» Percs slowly

Corrective measures:

 Surface drains and landscaping are needed to
remove rain water quickly
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RuC—Ruston fine sandy loam, 1to 5
percent slopes

Setting

Major landform: Uplands

Landform position: Convex ridgetops

Distinctive landform features: Slopes are moderately
long and simple

Shape of areas: Irregular

Size of areas: 50 to 250 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 11 inches—qgrayish brown fine sandy loam

Subsurface layer:
11 to 19 inches—brown fine sandy loam

Subsoil layer:

19 to 38 inches—yellowish red sandy clay loam

38 to 50 inches—yellowish red fine sandy loam with
about 33 percent pale brown and brownish yellow
pockets and streaks

50 to 80 inches—red sandy clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Moderate

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Ruston and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Boykin soils, Malbis soils, areas of soils with slopes
that are more than 5 percent. Boykin soils are in
positions similar to those of the Ruston soil and have
thick sandy surface and subsurface layers. Malbis
soils are at a lower elevation than the Ruston soil and
have a yellowish brown subsoil that contains nodules
of plinthite.

Land Use
Major land use: Woodland

Other land uses: Pastureland, cropland, and
residential areas

Soil Survey

Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Cotton, corn, soybeans, wheat, grain
sorghum, and some garden crops

Management concerns:

» Low fertility

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a wide range of moisture
content

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility, improve tilth, and reduce soil loss by
erosion

« All tillage should be on the contour or across the
slope

» Most crops respond well to lime and fertilizer,
which help to overcome the low soil fertility and
reduce the level of exchangeable aluminum in the
rooting zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» Proper stocking and pasture rotation help to keep
the pasture and soil in good condition

* Most grasses and legumes respond well to lime
and fertilizer, which help to improve fertility

Woodland

Woodland suitability group: 201

Site index/ordinating species: 84—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine, southern
red oak, post oak, sweetgum, hickory, and white
oak

Suitability: Well suited

Management concerns:

* No significant concerns
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Management measures:
» Conventional planting and harvesting methods
generally are adequate

Urban Uses
Septic tank absorption fields

Limitation rating: Moderate

Limitations:

» Percs slowly

Corrective measures:

* An oversize drain field should be installed to
prevent the system from malfunctioning during
rainy periods

Dwellings without basements

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Moderate
Limitations:
* Slope
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Corrective measures:
» Playgrounds should be constructed on the more
level areas

RuD—Ruston fine sandy loam, 5to 8
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are moderately
long and complex

Shape of areas: Irregular

Size of areas: 50 to 250 acres

Slope: Sloping

Typical Profile

Surface layer:
0 to 5 inches—grayish brown fine sandy loam

Subsurface layer:
5 to 14 inches—pale brown fine sandy loam

Subsoil layer:

14 to 80 inches—yellowish red fine sandy loam in the
upper part, red sandy clay loam in the next layer,
red sandy loam with streaks and spots of light
yellowish brown loamy sand in the next layer, and
red sandy clay loam in the lower part

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Moderate

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Ruston and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Boykin soils, Malbis soils, and areas of soils with
slopes that are less than 5 percent. Boykin soils are
in positions similar to those of the Ruston soil and
have thick sandy surface and subsurface layers.
Malbis soils are at a lower elevation than the Ruston
soil and have a yellowish brown subsoil that contains
nodules of plinthite.
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Land Use
Major land use: Woodland

Other land uses: Pastureland, cropland, and
residential areas

Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Corn, cotton, soybeans, wheat, grain
sorghum, watermelons, and peas

Management concerns:

» Low fertility

 Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

 This soil is friable and easy to keep in good tilth

» Seedbed preparation should be on the contour or
across the slope

* Irregular slopes hinder tillage operations in some
areas

» Conservation tillage, terraces, and grassed
waterways help to control erosion and conserve
moisture

» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility, improve tilth, and reduce soil loss by
erosion

» Most crops respond well to lime and fertilizer,
which help to improve soil fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

* Terraces can be constructed to reduce erosion and
conserve water

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking and pasture rotation help to keep
the pasture and soil in good condition

Soil Survey

* Most grasses and legumes respond well to lime
and a complete fertilizer, which help to improve
fertility

Woodland

Woodland suitability group: 201

Site index/ordinating species: 84—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine, southern
red oak, post oak, sweetgum, hickory, and white
oak

Suitability: Well suited

Management concerns:

* No significant concerns

Management measures:

» Conventional planting and harvesting methods
generally are adequate

Urban Uses
Septic tank absorption fields

Limitation rating: Moderate

Limitations:

» Percs slowly

Corrective measures:

* An oversize drain field should be installed to
prevent the system from malfunctioning during
rainy periods

Dwellings without basements

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate
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Recreational Uses
Camp and picnic areas

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

ScC—Sacul fine sandy loam, 1to 5
percent slopes

Setting

Major landform: Uplands

Landform position: Slightly convex ridgetops

Distinctive landform features: Slopes generally are
moderately long and smooth

Shape of areas: Irregular

Size of areas: 20 to 200 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 2 inches—dark grayish brown fine sandy loam

Subsurface layer:
2 to 6 inches—brown fine sandy loam

Subsoil layer:

6 to 46 inches—red clay in the upper part, variegated
red and light brownish gray clay in the middle
part, and light brownish gray silty clay loam in the
lower part

Substratum:
46 to 65 inches—variegated light brownish gray and
strong brown silty clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Perched at 2 to 4 feet
Flooding: None

Runoff: Medium

Permeability class: Slow
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Available water capacity: Moderate or high
Natural soil fertility: Low
Shrink-swell potential: High

Composition

Sacul and similar soils: 85 to 95 percent
Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Briley, Mahan, and Trep soils. Briley and Mahan soils
are at a higher elevation on the landscape than the
Sacul soil. Briley and Trep soils have thick sandy
surface and subsurface layers. Mahan soils do not
have gray iron depletions in the upper part of the
subsoil. Trep soils are in positions similar to those of
the Sacul soil.

Land Use
Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: |Ve

Suitability: Poorly suited

Adapted crops: Cotton, soybeans, grain sorghum,
wheat, corn, and some garden crops

Management concerns:

* Low fertility

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a moderate range of
moisture content

» The surface layer erodes easily if this soil is clean
tilled

 Early fall seeding, conservation tillage, terraces,
diversions, and grassed waterways help to
control erosion

« All tillage should be on the contour or across the
slope where practical

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility, reduce erosion, and maintain and
improve tilth

» Most cultivated crops respond well to lime and
fertilizer, which help to improve fertility and
reduce the level of exchangeable aluminum in the
rooting zone
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Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

» Low fertility

 Erosion hazard

Management measures:

» Where practical, seedbed preparation should be on
the contour or across the slope to reduce erosion

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

 Pasture plants respond well to lime and fertilizer,
which help to improve fertility

Woodland

Woodland suitability group: 3c2

Site index/ordinating species: 84—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine, southern
red oak, and white oak

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

* Moderate windthrow hazard

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but the soil may become
compacted if it is wet and heavy equipment is
used

* When the soil surface is wet or moist, roads and
skid trails are slippery and may be impassable;
this can be overcome by using specialized
equipment during wet seasons or logging during
dry seasons

» Logging roads require suitable surfacing for year-
round use

» Reforestation can be started soon after harvesting
to reduce competition from undesirable
understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Soil Survey

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

» Wetness

» Percs slowly

Corrective measures:

* An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Severe

Limitations:

 Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

 Shrink-swell

» Low strength

Corrective measures:

» Backfilling with suitable soil materials and using
special road base design construction techniques
generally are needed to prevent damage to roads
and streets due to low strength and shrink-swell
in the subsoil

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

* Wetness

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove excess water quickly; addition of some
fill material may be necessary
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Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

» Small stones

* Wetness

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Topsoil may need to be added to reduce the number
of small stones in the surface layer

 Surface drains and landscaping are needed to
remove excess water quickly

SCE—Sacul fine sandy loam, 5to 12
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 60 to 500 acres

Slope: Sloping to strongly sloping

Typical Profile

Surface layer:
0 to 2 inches—very dark grayish brown fine sandy
loam

Subsurface layer:
2 to 6 inches—yellowish brown fine sandy loam

Subsoil layer:

6 to 28 inches—red clay

28 to 42 inches—variegated red and gray clay
42 to 65 inches—qgray clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Perched at 2 to 4 feet
Flooding: None

Runoff: Rapid

Permeability class: Slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: High

Composition

Sacul and similar soils: 79 to 91 percent (areas of
included soils generally are larger in this unit
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than in most other map units, but they were
considered similar due to slope limitations)
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Bowie soils, Guyton soils, Mahan soils, and small
areas of soils with slopes that are less than 5
percent. Bowie soils are in similar landscape
positions as the Sacul soil and are loamy throughout.
Guyton soils are on flood plains of narrow
drainageways and are poorly drained and loamy
throughout. Mahan soils are at a higher elevation than
the Sacul soil and do not have gray iron depletions in
the upper part of the subsoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland
Cropland

Land capability subclass: Ve

Suitability: \fery poorly suited

Adapted crops: Small grains

Management concerns:

* Low fertility

* Erosion hazard

» Short, complex slopes

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

* Practices that can be used to reduce erosion
include early fall seeding, minimum tillage,
terraces, diversions, and grassed waterways

» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to improve
fertility, reduce erosion, and maintain tilth

» Most crops respond well to lime and fertilizer,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

» Short, complex slopes

* In places, the use of equipment is limited by steep,
complex slopes
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Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

 Pasture plants respond well to lime and fertilizer,
which help to improve fertility

Woodland

Woodland suitability group: 3c2

Site index/ordinating species: 84—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine, southern
red oak, and white oak

Suitability: Moderately well suited

Management concerns:

» Moderate equipment use limitation

* Moderate windthrow hazard

* Moderate plant competition

Management measures:

» Conventional methods of harvesting timber
generally are suitable; however, rutting and soil
compaction can be problems when the soil is
moist or wet and heavy equipment is used

* When the soil surface is moist or wet, roads and
skid trails are slippery and may be impassable;
this can be overcome by using specialized
equipment during wet seasons or logging during
dry seasons

» Reforestation can be started soon after harvesting
to reduce competition from undesirable
understory plants

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

» An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Severe

Soil Survey

Limitations:

 Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design are needed to
reduce the hazard of foundation cracking due to
shrink-swell

Local roads and streets

Limitation rating: Severe

Limitations:

 Shrink-swell

» Low strength

Corrective measures:

» Backfilling with suitable soil materials and special
road base design and construction techniques
generally are needed to prevent damage to roads
and streets due to low strength and shrink-swell
in the subsoll

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

* Slope

* Wetness

» Percs slowly

Corrective measures:

» Campsites and picnic areas should be constructed
on the more level areas

» A ground cover that is tolerant of heavy foot traffic
needs to be established and maintained to
prevent erosion

» Surface drains and landscaping are needed to
remove excess water quickly

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas
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SIC—Sailes loamy fine sand, 1to 5
percent slopes

Setting

Major landform: Uplands

Landform position: Convex ridgetops

Distinctive landform features: Slopes are moderately
long and simple

Shape of areas: Irregular

Size of areas: 50 to 250 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 7 inches—grayish brown loamy fine sand

Subsurface layer:
7 to 13 inches—brown loamy fine sand
13 to 18 inches—pale brown fine sandy loam

Subsoil layer:

18 to 46 inches—red sandy clay loam

46 to 78 inches—dark red sandy clay loam
78 to 90 inches—red sandy clay loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Slow or medium

Permeability class: Moderate

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Sailes and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Betis soils, Briley soils, McLaurin soils, and small
areas of soils with slopes that are more than 5
percent. Betis and McLaurin soils are at a slightly
higher elevation than the Sailes soil. Betis soils are
sandy throughout. Briley soils are in positions similar
to those of the Sailes soil and have sandy surface
and subsurface layers that, together, are more than

20 inches thick. McLaurin soils are loamy throughout.

Land Use
Major land use: Woodland

Other land uses: Pastureland, cropland, and
residential areas
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Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Cotton, corn, soybeans, wheat, grain
sorghum, and some garden crops(fig. 5)]

Management concerns:

» Low fertility

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a wide range of moisture
content

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility, improve tilth, and reduce soil loss by
erosion

« All tillage should be on the contour or across the
slope

» Most crops respond well to lime and fertilizer,
which help to improve soil fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

» Loose sandy surface

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» Proper stocking and pasture rotation help to keep
the pasture in good condition

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

* Most grasses and legumes respond well to lime
and fertilizer, which help to improve fertility

Woodland

Woodland suitability group: 201

Site index/ordinating species: 95—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, longleaf
pine, southern red oak, and white oak

Suitability: Well suited
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Soil Survey

Figure 5.—Corn is grown for local use on small, gently sloping tracts, such as areas of Sailes loamy fine sand, 1 to 5 percent slopes.

Management concerns:

* Moderate seedling mortality

Management measures:

* Replanting can be done in early spring to reduce
seedling mortality that can occur during the drier
part of the year

Urban Uses
Septic tank absorption fields

Limitation rating: Moderate
Limitations:
* Percs slowly

Corrective measures:

* An oversize drain field should be installed to
prevent the system from malfunctioning during
rainy periods

Dwellings without basements

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

e Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Slight
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Limitations:

* No significant limitations

Corrective measures:

» Standard road building techniques generally are
adequate

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

Recreational Uses
Camp and picnic areas

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» These soils are well suited to use as camp and
picnic areas with normal maintenance

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

SLE—Sailes loamy fine sand, 5 to 12
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short to
moderately long and complex

Shape of areas: Irregular

Size of areas: 50 to 250 acres

Slope: Sloping to strongly sloping

Typical Profile

Surface layer:
0 to 4 inches—dark brown loamy fine sand

Subsurface layer:
4 to 15 inches—yellowish brown loamy fine sand

Subsoil layer:
15 to 75 inches—red sandy clay loam
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Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Medium

Permeability class: Moderate

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Sailes and similar soils: 79 to 91 percent (areas of
included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Betis soils, Briley soils, and Sacul soils. Betis soils
are at a slightly higher elevation than the Sailes soil
and are sandy throughout. Briley soils are in
positions similar to those of the Sailes soil and have
thick sandy surface and subsurface layers. Sacul
soils are at a lower elevation and have a clayey and
loamy subsoil.

Land Use

Major land use: Woodland
Other land uses: Pastureland and residential areas
Cropland

Land capability subclass: Ve

Suitability: \fery poorly suited

Adapted crops: Peas, peanuts, and watermelons

Management concerns:

* Low fertility

* Erosion hazard

» Loose sandy surface

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» Conservation tillage, terraces, and grassed
waterways help to control erosion and conserve
moisture

» Returning all crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to maintain
fertility, improve tilth, and reduce soil loss by
erosion

» Most crops respond well to lime and fertilizer,
which help to improve soil fertility and reduce the
level of exchangeable aluminum in the rooting
zone
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Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

» Low fertility

 Erosion hazard

» Loose sandy surface

Management measures:

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

* Mowing, clipping, or spraying while the soil is moist
will overcome most equipment use limitations
caused by the sandy surface layer

» Seedbed preparation should be on the contour or
across the slope where practical

» Terraces may be constructed to control erosion and
conserve moisture

» Proper stocking and pasture rotation help to keep
the pasture in good condition

» Applications of lime and fertilizer can overcome the
low fertility and promote good growth of pasture
plants

Woodland

Woodland suitability group: 201

Site index/ordinating species: 95—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, longleaf
pine, southern red oak, and white oak

Suitability: Well suited

Management concerns:

* Moderate seedling mortality

Management measures:

* Replanting can be done in early spring to reduce
seedling mortality that can occur during the drier
part of the year

Urban Uses
Septic tank absorption fields

Limitation rating: Moderate

Limitations:

» Percs slowly

* Slope

Corrective measures:

* An oversize drain field should be installed on the
contour to prevent the system from
malfunctioning during rainy periods

Soil Survey

Dwellings without basements

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Constructing buildings on the less sloping areas,
preserving plant cover during construction, and
proper landscaping can help to reduce soil
erosion and runoff problems

Local roads and streets

Limitation rating: Moderate

Limitations:

» Slope

Corrective measures:

 Cutting and filling may be needed to compensate
for slopes

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

» Droughtiness

» Slope

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Campsites and picnic areas should be constructed
on the more level areas

» A ground cover that is tolerant of heavy foot traffic
needs to be established and maintained to
prevent erosion

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas
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SnC—Sawyer very fine sandy loam, 1to 5
percent slopes

Setting

Major landform: Uplands

Landform position: Convex ridgetops

Distinctive landform features: Slopes are moderately
long and complex

Shape of areas: Irregular

Size of areas: 25 to 400 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 3 inches—brown very fine sandy loam

Subsurface layer:
3 to 9 inches—light yellowish brown very fine sandy
loam

Subsoil layer:

9 to 20 inches—strong brown loam

20 to 28 inches—strong brown silty clay loam

28 to 32 inches—yellowish brown silty clay loam

32 to 45 inches—variegated brownish yellow, red,
and light brownish gray silty clay

45 to 65 inches—qray silty clay

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Perched at 2 to 3 feet
Flooding: None

Runoff: Medium

Permeability class: Slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Moderate

Composition

Sawyer and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Bowie soils, Metcalf soils, Sacul soils, and small
areas of soils with slopes that are more than 5
percent. Bowie soils are at a higher elevation than the
Sawyer soil and contain more than 5 percent plinthite
in the subsoil. Metcalf and Sacul soils are at a
slightly lower elevation and contain gray iron
depletions in the upper part of the subsaoil.
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Land Use
Major land use: Woodland

Other land uses: Pastureland, cropland, and
residential areas

Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Cotton, corn, grain sorghum,
soybeans, wheat, and some garden crops

Management concerns:

» Low fertility

* Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a moderate range of
moisture content

« Traffic pans develop easily but can be broken by
deep plowing or chiseling

* Minimum tillage and returning all crop residue to
the soil or regularly adding other organic matter
help to improve fertility, maintain soil tilth and
content of organic matter, and control erosion

» Most crops respond well to lime and fertilizer,
which help to improve fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical

» Grazing when the soil is wet results in compaction
of the surface layer, poor tilth, and excessive
runoff; drainage is needed in low places

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

» Applications of lime and fertilizer can overcome the
low fertility and promote good growth of forage
plants
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Woodland

Woodland suitability group: 2w8

Site index/ordinating species: 85—Ioblolly pine

Adapted trees: Loblolly pine, shortleaf pine, white
oak, southern red oak, blackjack oak, and
hickory

Suitability: Well suited

Management concerns:

* Moderate plant competition

Management measures:

» Standard wheeled and tracked equipment can
cause rutting and soil compaction when the soll
is wet; using low-pressure ground equipment and
planting and harvesting during the drier periods
reduce the damage to the soil and help to
maintain productivity

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

* Wetness

» Percs slowly

Corrective measures:

» An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Moderate

Limitations:

* Wetness

» Shrink-swell

Corrective measures:

» Backfilling with suitable soil materials and using a
reinforced foundation design can help to minimize
the hazard of foundation cracking due to shrink-
swell

» Drainage may be needed around the foundations of
buildings

Local roads and streets

Limitation rating: Severe

Limitations:

» Low strength

Corrective measures:

» Special road base design and construction
techniques generally are needed to compensate
for low strength in the subsoil

Soil Survey

Lawns, landscaping, and golf fairways

Limitation rating: Slight

Limitations:

» No significant limitations

Corrective measures:

» A wide variety of lawn and landscaping plants
generally can be used

» Standard techniques for establishing and
maintaining lawns generally are adequate

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

* Wetness

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove excess water quickly; addition of some
fill material may be necessary

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

* Wetness

» Percs slowly

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Topsoil may need to be added to reduce the number
of small stones in the surface layer

» Surface drains and landscaping are needed to
remove excess water quickly

StC—Shatta silt loam, 1 to 5 percent
slopes

Setting

Major landform: Uplands

Landform position: Broad ridgetops and side slopes

Distinctive landform features: Slopes are long and
smooth

Shape of areas: Irregular

Size of areas: 30 to 400 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 5 inches—qgrayish brown silt loam
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Subsurface layer:
5 to 11 inches—brown silt loam

Subsoil layer:

11 to 14 inches—yellowish brown silt loam

14 to 24 inches—strong brown silty clay loam

24 to 33 inches—yellowish brown silty clay loam

33 to 61 inches—yellowish brown silty clay loam that
is firm and brittle in about 70 percent of the
matrix

61 to 70 inches—variegated brownish yellow, light
brownish gray, and red sandy clay loam

Soil Properties and Qualities

Depth class: Deep

Drainage class: Moderately well drained
Water table: Perched at 1.5 to 3 feet
Flooding: None

Runoff: Medium

Permeability class: Slow

Available water capacity: Moderate or high
Natural soil fertility: Low

Shrink-swell potential: Low

Composition

Shatta and similar soils: 79 to 91 percent
Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Beauregard soils, Malbis soils, Ruston soils, and
areas of soils in which the surface layer is less than
3 inches thick because of erosion. None of these
soils have a fragipan in the subsoil. Beauregard soils
are at a lower elevation than the Shatta soil. Malbis
soils are in positions similar to those of the Shatta
soil. Ruston soils are at a higher elevation than the
Shatta soil.

Land Use
Major land use: Woodland
Other land uses: Cropland and residential areas
Cropland

Land capability subclass: llle

Suitability: Moderately well suited

Adapted crops: Soybeans, corn, cotton, grain
sorghum, and truck crops (fig. 6)

Management concerns:

* Low fertility

 Erosion hazard

* Levels of aluminum in the rooting zone that are
potentially toxic to plants
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Management measures:

» This soil is friable, easy to keep in good tilth, and
can be worked over a wide range of moisture
content

» Excessive cultivation can result in the formation of
a tillage pan; this pan can be broken by
subsoiling when the soil is dry

» Seedbed preparation should be on the contour or
across the slope to reduce erosion

» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to improve
fertility, reduce erosion, and maintain tilth

» Crops respond well to lime and fertilizer, which help
to improve soil fertility and reduce the level of
exchangeable aluminum in the rooting zone

Pasture and hayland

Suitability: Well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Low fertility

* Erosion hazard

Management measures:

» Seedbed preparation should be across the slope to
reduce erosion

» Terraces help to reduce erosion

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

» Applications of lime and fertilizer can overcome the
low fertility and promote good growth of forage
plants

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

Woodland

Woodland suitability group: 207

Site index/ordinating species: 83—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, and southern red oak

Suitability: Well suited

Management concerns:

* Moderate plant competition

Management measures:

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees
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Figure 6.—Cotton growing in an area of Shatta silt loam, 1 to 5 percent slopes.

Urban Uses
Septic tank absorption fields

Limitation rating: Severe

Limitations:

¢ Percs slowly

* Wetness

Corrective measures:

* An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater
properly

Dwellings without basements

Limitation rating: Moderate

Limitations:

* Wetness

Corrective measures:

« Drainage may be needed around the foundations of
buildings

Local roads and streets

Limitation rating: Severe

Limitations:

e Low strength

Corrective measures:

¢ Special road base design and construction
techniques generally are needed to compensate
for low strength in the subsoil

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Wetness

Corrective measures:

¢ Lawn and landscaping plants that are tolerant of
occasional wetness should be used

¢ Surface and subsurface drains can be installed to
remove excess water more quickly

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate
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Limitations:

* Wetness

» Percs slowly

Corrective measures:

» Surface drains and landscaping are needed to
remove excess water quickly; addition of some
fill material may be necessary

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

* Wetness

» Percs slowly

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Topsoil may need to be added to reduce the number
of small stones in the surface layer

» Surface drains and landscaping are needed to
remove excess water quickly

SVF—Smithdale fine sandy loam, 8 to 20
percent slopes

Setting

Major landform: Uplands

Landform position: Side slopes

Distinctive landform features: Slopes are short and
complex

Shape of areas: Irregular

Size of areas: 20 to 150 acres

Slope: Strongly sloping to moderately steep

Typical Profile

Surface layer:
0 to 4 inches—dark grayish brown fine sandy loam

Subsurface layer:
4 to 8 inches—brown fine sandy loam

Subsoil layer:
8 to 38 inches—red sandy clay loam
38 to 68 inches—yellowish red sandy loam

Soil Properties and Qualities

Depth class: Very deep

Drainage class: Well drained

Water table: At more than 6 feet

Flooding: None

Runoff: Rapid

Permeability class: Moderate

Available water capacity: Moderate or high
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Natural soil fertility: Low
Shrink-swell potential: Low

Composition

Smithdale and similar soils: 79 to 91 percent (areas
of included soils generally are larger in this unit
than in most other map units, but they were
considered similar due to slope limitations)

Dissimilar soils: 9 to 21 percent

Contrasting Inclusions

Boykin and Ruston soils. Both of these soils are at a
higher elevation than the Smithdale soil. Boykin soils
have thick sandy surface and subsurface layers.
Ruston soils have a bisequum in the profile.

Land Use
Major land use: Woodland
Other land uses: Residential areas
Cropland

Land capability subclass: Ve

Suitability: \fery poorly suited

Adapted crops: Small grains

Management concerns:

* Erosion hazard

* Low fertility

* Slope

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

» Managing crop residue, farming on the contour, and
constructing terraces help to reduce soil loss by
erosion

« All tillage should be on the contour or across the
slope

» Most crops respond well to lime and fertilizer,
which help to overcome the low fertility and
reduce the level of exchangeable aluminum in the
rooting zone

Pasture and hayland

Suitability: Poorly suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

* Erosion hazard

* Slope

Management measures:

» Seedbed preparation should be on the contour or
across the slope where practical
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» Applications of lime and fertilizer can overcome the
low fertility and promote good growth of forage
plants

» Proper stocking and pasture rotation help to keep
the pasture and soil in good condition

Woodland

Woodland suitability group: 201

Site index/ordinating species: 80—Iloblolly pine

Adapted trees: Loblolly pine, shortleaf pine,
sweetgum, and southern red oak

Suitability: Moderately well suited

Management concerns:

* Moderate erosion hazard

» Moderate equipment use limitation

Management measures:

» Conventional methods of harvesting timber
generally are suitable, but management that
minimizes the risk of erosion is essential

» Roads and landings should be protected from
erosion by constructing diversions and by
seeding cuts and fills

 Skid trails and firebreaks are subject to rilling and
gullying unless provided with adequate water
bars or protected by plant cover

Urban Uses
Septic tank absorption fields

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» The drain field lines should be installed on the
contour

Dwellings without basements

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Constructing buildings on the less sloping areas,
preserving plant cover during construction, and
proper landscaping can help to reduce soil
erosion and runoff problems

Local roads and streets

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

 Cutting and filling may be needed to compensate
for slopes

Soil Survey

Lawns, landscaping, and golf fairways

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Mulching to quickly establish a lawn and fertilizing
to maintain a thick turf can help to prevent topsoil
loss due to erosion

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

* Slope

Corrective measures:

» Campsites and picnic areas should be constructed
on the more level areas

» A ground cover that is tolerant of heavy foot traffic
needs to be established and maintained to
prevent erosion

Playgrounds

Limitation rating: Severe

Limitations:

* Slope

Corrective measures:

» Playgrounds should be constructed on the more
level areas

TrC—Trep loamy fine sand, 1 to 5 percent
slopes

Setting

Major landform: Uplands

Landform position: Narrow convex ridgetops

Distinctive landform features: Slopes generally are
moderately long and smooth

Shape of areas: Irregular

Size of areas: 10 to 250 acres

Slope: Gently sloping to moderately sloping

Typical Profile

Surface layer:
0 to 9 inches—brown loamy fine sand

Subsurface layer:
9 to 23 inches—light yellowish brown loamy fine sand

Subsoil layer:

23 to 42 inches—yellowish brown sandy clay loam

42 to 57 inches—brownish yellow sandy clay loam

57 to 75 inches—variegated brownish yellow, light
gray, and yellowish red sandy clay loam
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Soil Properties and Qualities

Depth class: Very deep

Drainage class: Moderately well drained
Water table: Perched at 3.5 to 5 feet
Flooding: None

Runoff: Moderately slow

Permeability class: Moderately slow
Available water capacity: Low or moderate
Natural soil fertility: Low

Shrink-swell potential: Moderate

Composition

Trep and similar soils: 85 to 95 percent
Dissimilar soils: 5 to 15 percent

Contrasting Inclusions

Bowie soils, Briley soils, Sacul soils, small areas of
soils in which the surface layer has been lost to
erosion, and areas of soils in which the subsoil is
reddish in the matrix. Bowie soils are at a slightly
lower elevation than the Trep soil and are loamy
throughout. Briley soils are at a higher elevation than
the Trep soil and have a reddish subsoil. Sacul soils
are at a lower elevation than the Trep soil and have a
loamy and clayey subsoil.

Land Use
Major land use: Woodland
Other land uses: Pastureland
Cropland

Land capability subclass: lls

Suitability: Moderately well suited

Adapted crops: Cotton, corn, soybeans, watermelons,
and other vegetable crops

Management concerns:

* Low fertility

» Droughtiness

* Erosion hazard

» Loose sandy surface

* Levels of aluminum in the rooting zone that are
potentially toxic to plants

Management measures:

 This soil is friable and easy to keep in good tilth

» Where practical, seedbed preparation should be on
the contour or across the slope to reduce erosion

 Planting, cultivating, and harvesting while the soil
is moist or wet help to overcome most equipment
use limitations

» Returning crop residue to the soil and using a
cropping system that includes grasses, legumes,
or a grass-legume mixture help to improve
fertility, reduce erosion, and maintain tilth
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» Most crops respond well to lime and fertilizer,
which help to improve soil fertility and reduce the
level of exchangeable aluminum in the rooting
zone

Pasture and hayland

Suitability: Moderately well suited

Adapted plants: Common and improved
bermudagrass, bahiagrass, and crimson clover;
ryegrass, wheat, and oats are suitable for winter
forage

Management concerns:

» Low fertility

» Droughtiness

* Erosion hazard

Management measures:

» Seedbed preparation should be across the slope to
reduce the hazard of erosion

 Periodic mowing and clipping help to maintain
uniform growth, discourage selective grazing,
and reduce clumpy growth

* Mowing, clipping, or spraying while the soil is moist
will overcome most equipment use limitations

» Proper stocking, pasture rotation, and restricted
grazing during wet periods help to keep the
pasture and soil in good condition

 Pasture plants respond well to lime and fertilizer,
which help to improve fertility and promote good
growth of forage plants

Woodland

Woodland suitability group: 2s2

Site index/ordinating species: 90—Ioblolly pine

Adapted trees: Loblolly pine and shortleaf pine

Suitability: Moderately well suited

Management concerns:

* Moderate seedling mortality

* Moderate plant competition

Management measures:

» Conventional methods of producing and harvesting
timber generally are suitable, but the soil surface
may become loose and untrafficable if it is dry
and heavy equipment is used

» Competing vegetation can be controlled by proper
site preparation and by spraying, cutting, or
girdling to eliminate unwanted weeds, brush, or
trees

» Seedling survival can be improved by replanting in
early spring when soil moisture supplies are
most favorable

Urban Uses
Septic tank absorption fields

Limitation rating: Severe
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Limitations:

* Wetness

» Percs slowly

Corrective measures:

* An onsite sewage treatment plant or sewage lagoon
generally is needed to dispose of wastewater

properly
Dwellings without basements

Limitation rating: Slight

Limitations:

* No significant limitations

Corrective measures:

» Standard construction and landscaping techniques
generally are adequate

Local roads and streets

Limitation rating: Moderate

Limitations:

» Low strength

Corrective measures:

» Special road base design and construction
techniques that compensate for low strength in
the subsoil may be needed

Lawns, landscaping, and golf fairways

Limitation rating: Moderate
Limitations:
» Droughtiness

Corrective measures:

» Lawn and landscaping plants that are tolerant of
droughtiness should be used

» A sprinkler system can be installed to help reduce
stress to lawn grasses during droughty periods

Recreational Uses
Camp and picnic areas

Limitation rating: Moderate

Limitations:

» Too sandy

Corrective measures:

» Loamy topsoil may need to be added to the loose
sandy surface, and a ground cover that is
tolerant of heavy foot traffic needs to be
established to create a firmer surface

Playgrounds

Limitation rating: Moderate

Limitations:

* Slope

» Too sandy

Corrective measures:

» Playgrounds should be constructed on the more
level areas

» Loamy topsoil may need to be added to the loose
sandy surface to create a firmer playing surface
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In this section, prime farmland is defined, and the
soils in Bienville Parish that are considered prime
farmland are listed.

Prime farmland is one of several kinds of important
farmland defined by the U.S. Department of Agriculture.
It is of major importance in meeting the Nation’s short-
and long-range needs for food and fiber. The acreage of
high-quality farmland is limited, and the U.S.
Department of Agriculture recognizes that government
at local, State, and Federal levels, as well as
individuals, must encourage and facilitate the wise use
of our Nation’s prime farmland.

Prime farmland soils, as defined by the U.S.
Department of Agriculture, are soils that are best
suited to food, feed, forage, fiber, and oilseed crops.
Such soils have properties that favor the economic
production of sustained high yields of crops. The soils
need only to be treated and managed by acceptable
farming methods. The moisture supply must be
adequate, and the growing season must be sufficiently
long. Prime farmland soils produce the highest yields
with minimal expenditure of energy and economic
resources. Farming these soils results in the least
damage to the environment.

Prime farmland soils may presently be used as
cropland, pasture, or woodland or for other purposes.
They are used for food or fiber or are available for
these uses. Urban or built-up land, public land, and
water areas cannot be considered prime farmland.
Urban or built-up land is any contiguous unit of land 10
acres or more in size that is used for such purposes as
housing, industrial, and commercial sites, sites for
institutions or public buildings, small parks, golf
courses, cemeteries, railroad yards, airports, sanitary
landfills, sewage treatment plants, and water-control
structures. Public land is land not available for farming
in National forests, National parks, military
reservations, and State parks.

Prime farmland soils usually receive an adequate
and dependable supply of moisture from precipitation
orirrigation. The temperature and growing season are
favorable. The acidity or alkalinity level of the soils is
acceptable. The soils have few or no rocks and are
permeable to water and air. They are not excessively
erodible or saturated with water for long periods and are

not frequently flooded during the growing season. The
slope ranges mainly from 0 to 5 percent.

The following map units are considered prime
farmland in Bienville Parish. The location of each map
unit is shown on the detailed soil maps at the back of
this publication. The extent of each unit is given in

The soil qualities that affect use and
management are described in the section “Detailed Soll
Map Units.” This list does not constitute a
recommendation for a particular land use.

Some soils that have a high water table and all soils
that are frequently flooded during the growing season
qualify as prime farmland only in areas where these
limitations have been overcome by drainage measures
or flood control. Only the soils that have few limitations
and do not need any additional improvements to qualify
as prime farmland are included in the list.

The soils identified as prime farmland in Bienville
Parish are:

BaB  Beauregard silt loam, 1 to 3 percent slopes

BoC  Bowie very fine sandy loam, 1 to 5 percent
slopes

ChC  Cahaba fine sandy loam, 1 to 5 percent slopes

DrC Darley gravelly fine sandy loam, 1 to 5 percent
slopes

DuC  Dubach fine sandy loam, 1 to 5 percent slopes

GrB Gurdon silt loam, 1 to 3 percent slopes

GyA  Guyton silt loam

KoC Kolin silt loam, 1 to 5 percent slopes

MaC  Mahan fine sandy loam, 1 to 5 percent slopes

MgB  Malbis fine sandy loam, 1 to 3 percent slopes

MgD  Malbis fine sandy loam, 3 to 8 percent slopes

MnB  McLaurin fine sandy loam, 1 to 3 percent
slopes

MtB Metcalf silt loam, O to 2 percent slopes

NaC  Natchitoches fine sandy loam, 1 to 5 percent
slopes

RuC  Ruston fine sandy loam, 1 to 5 percent slopes

ScC  Sacul fine sandy loam, 1 to 5 percent slopes

SIC Sailes loamy fine sand, 1 to 5 percent slopes

SnC  Sawyer very fine sandy loam, 1 to 5 percent
slopes

StC Shatta silt loam, 1 to 5 percent slopes
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Use and Management of the Soils

This soil survey is an inventory and evaluation of
the soils in the survey area. It can be used to adjust
land uses to the limitations and potentials of natural
resources and the environment. Also, it can help to
prevent soil-related failures in land uses.

In preparing a soil survey, soil scientists,
conservationists, engineers, and others collect
extensive field data about the nature and behavioral
characteristics of the soils. They collect data on
erosion, droughtiness, flooding, and other factors that
affect various soil uses and management. Field
experience and collected data on soil properties and
performance are used as a basis for predicting soil
behavior.

Information in this section can be used to plan the
use and management of soils for crops and pasture; as
rangeland and woodland; as sites for buildings, sanitary
facilities, highways and other transportation systems,
and parks and other recreational facilities; and for
wildlife habitat. It can be used to identify the potentials
and limitations of each soil for specific land uses and
to help prevent construction failures caused by
unfavorable soil properties.

Planners and others using soil survey information
can evaluate the effect of specific land uses on
productivity and on the environment in all or part of the
survey area. The survey can help planners to maintain
or create a land use pattern that is in harmony with
nature.

Contractors can use this survey to locate sources of
sand and gravel, roadfill, and topsoil. They can use it to
identify areas where cemented ironstone, wetness, or
very firm soil layers can cause difficulty in excavation.

Health officials, highway officials, engineers, and
others may also find this survey useful. The survey
can help them plan the safe disposal of wastes and
locate sites for pavements, sidewalks, campgrounds,
playgrounds, lawns, and trees and shrubs.

Crops and Pasture

Charles M. Guillory, conservation agronomist, Natural Resources
Conservation Service, helped prepare this section.

General management needed for crops and

pasture is suggested in this section. The crops or
pasture plants best suited to the soils, including
some not commonly grown in the survey area, are
identified; the system of land capability classification
used by the Natural Resources Conservation Service
is explained; and the estimated yields of the main
crops and hay and pasture plants are listed for each
soil.

Planners of management systems for individual
fields or farms should consider the detailed
information given in the description of each soil under
the heading|“DetaiIed Soil Map Units.”|Specific
information can be obtained from the local office of
the Natural Resources Conservation Service or the
Cooperative Extension Service.

About 60,651 acres in Bienville Parish was in
farms in 1987, according to the United States Census
of Agriculture. Approximately 7,930 acres was used
for crops, mainly annual forage and hay crops,
cotton, corn, sweet potatoes, watermelons, and
vegetable crops.

Differences in crop suitability and management
needs result from differences in soil characteristics,
such as fertility levels, erodibility, organic matter
content, availability of water for plants, drainage, and
the hazard of flooding. Cropping systems and soil
tillage are additional important parts of management.
Each farm has a unique soil pattern; therefore, each
has unique management problems. Some principles
of farm management, however, apply to specific soils
and certain crops. This section presents the general
principles of management that can be widely applied
to the soils of Bienville Parish.

Perennial grasses or legumes. Grasses,
legumes, or mixtures of these are grown for pasture
and hay. In 1987, about 17,700 acres in Bienville
Parish was used for pasture. The mixtures generally
consist of either a summer or a winter perennial
grass and a suitable legume. In addition, many
farmers seed small grains or ryegrass in the fall for
winter and spring forage. Excess grass in summer is
harvested as hay for the winter.

Common and improved bermudagrass and
Pensacola bahiagrass are the summer perennials most
commonly grown. Most of these grasses produce good
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quality forage. Tall fescue, the main winter perennial
grass, grows well on soils that have a favorable
moisture content. All of these grasses respond well to
fertilizers, particularly nitrogen.

White clover, crimson clover, vetch, and winter peas
are the most commonly grown legumes. All of these
legumes respond well to lime, particularly on acid
soils.

Proper grazing is essential for high quality forage,
stand survival, and erosion control. Brush and weed
control, application of fertilizer and lime, and
renovation of the pasture are also important. Proper
grazing also includes withholding livestock until the
plants have a good start in spring, controlling grazing
height, rotation grazing, grazing at the proper time, and
periodic resting. Clipping helps to distribute grazing and
stimulate even regrowth.

Forage production can be increased by grazing the
understory native plants in woodland. About 4,800
acres of woodland is grazed in Bienville Parish. Forage
volume varies with the woodland site, condition of the
native forage, and the density of the timber stand.
Although most woodland is managed mainly for timber,
substantial volumes of forage can be obtained if these
areas are properly managed. Stocking rates and
grazing periods need to be carefully managed for
optimum forage production and to maintain an
adequate cover of understory plants to control erosion.

Fertilizer and lime. The soils in Bienville Parish are
highly leached and weathered. They range from
extremely acid to mildly alkaline in the surface and
subsurface layers. In the more acid soils, calcium
content is very low or low. Most of the acid soils
contain sufficient quantities of exchangeable aluminum
and manganese to be toxic to some plants. Additions
of lime can help to reduce the levels of aluminum and
manganese in soils. The amount of fertilizer needed
depends upon the kind of crop to be grown, on past
cropping history, on the level of yield desired, and on
the kind of soil. It should be determined on the basis of
soil test results. Agricultural agencies in the parish
can supply detailed information and instructions on
collecting and testing soil samples.

Organic matter content. Organic matter is an
important source of nitrogen for crop growth. It also
increases the rate of water intake, reduces surface
crusting and soil loss by erosion, and improves tilth.
Most of the cultivated soils in Bienville Parish are low
or moderate in organic matter content. To a limited
extent, organic matter can be maintained or improved
by leaving plant residue on the surface, by growing
crops that produce an abundance of foliage and root
systems, by adding barnyard manure, and by growing
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perennial grasses and legumes in rotation with other
crops.

Soil tillage. Soils should be tilled only enough to
prepare a seedbed and to control weeds. Excessive
tillage damages soil structure and should be avoided.
Some of the clayey soils in the parish become cloddy
if they are plowed, and a compacted layer, generally
known as a traffic pan or plow pan, can develop just
below the plow layer in loamy soils. This condition can
be avoided by not plowing when the soil is wet, by
varying the depth of plowing, or by breaking the
compacted layer by subsoiling or chiseling. Tillage
implements that stir the surface and leave crop residue
in place protect the soil from beating rains, thereby
helping to control erosion, reduce runoff, increase
infiltration, and reduce surface crusting.

Drainage and flood control. A few of the soils in
Bienville Parish need surface drainage to make them
more suitable for crops and pasture. A properly
designed system of field ditches can remove excess
water from seasonally wet soils, such as the Guyton
soils; however, major flood-control structures are
needed to protect the Buxin, Guyton, Moreland, and
Ouachita soils from stream overflow.

Water for plant growth. The available water
capacity of the soils in the parish range from low to
high, but in many years sufficient water is not available
at the critical time for optimum plant growth unless
irrigation is used. Rainfall is heavy in winter and spring.
Sufficient rain generally falls in the summer and
autumn of most years; however, during the dry periods
in summer and autumn, most of the soils do not supply
sufficient water for most plants. This rainfall pattern
favors the growth of early maturing crops.

Cropping system. A good cropping system
includes a legume for nitrogen, a cultivated crop to aid
in weed control, a deep-rooted crop to utilize the
fertility and maintain the permeability in the subsail,
and a close-growing crop to help maintain the organic
matter content. The sequence of crops should keep the
soil covered as much of the year as possible.

A suitable cropping system varies according to the
needs of the farmer and the characteristics of the
soil. Livestock producers, for example, generally use
cropping systems that have higher percentages of
pasture and annual forage than the cropping system
used on cash-crop farms. Very little cash-crop farming
is done in Bienville Parish. Grass or legume cover
crops can be grown during the fall and winter.

Additional information on cropping systems can be
obtained from the Natural Resources Conservation
Service, the Cooperative Extension Service, or the
Louisiana Agricultural Experiment Station.
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Control of erosion. Erosion is a hazard on the
uplands in Bienville Parish. It is not a serious problem
on soils of the flood plains, mainly because the
topography is level or nearly level. If the surface layer
is lost through erosion, most of the available plant
nutrients and most of the organic matter are also lost.

Sheet erosion is moderately severe in all fallow-
plowed fields in the parish. Some gully erosion occurs
mainly in areas of the more sloping soils. Sheet, rill,
and gully erosion can be reduced by maintaining a
cover of vegetation or plant residue; farming on the
contour and using terraces, stripcropping, no-till
farming or minimum tillage; and controlling weeds using
methods other than fallow plowing. Disturbed areas
around construction sites should be seeded and
mulched immediately after construction. Water-control
structures to control gully erosion should be placed in
drainageways and ditches.

Yields per Acre

The average yields per acre that can be expected of
the principal crops under a high level of management
are shown inln any given year, yields may be
higher or lower than those indicated in the table
because of variations in rainfall and other climatic
factors.

The yields are based mainly on the experience and
records of farmers, conservationists, and extension
agents. Available yield data from nearby counties and
results of field trials and demonstrations are also
considered.

The management needed to obtain the indicated
yields of the various crops depends on the kind of soil
and the crop. Management can include drainage,
erosion control, and protection from flooding; the proper
planting and seeding rates; suitable high-yielding crop
varieties; appropriate and timely tillage; control of
weeds, plant diseases, and harmful insects; favorable
soil reaction and optimum levels of nitrogen,
phosphorus, potassium, and trace elements for each
crop; effective use of crop residue, barnyard manure,
and green manure crops; and harvesting that ensures
the smallest possible loss.

The estimated vyields reflect the productive
capacity of each soil for each of the principal crops.
Yields are likely to increase as new production
technology is developed. The productivity of a given
soil compared with that of other soils, however, is not
likely to change.

Crops other than those shown in the table are
grown in the survey area, but estimated yields are
not listed because the acreage of such crops is
small. The local office of the Natural Resources
Conservation Service or of the Cooperative
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Extension Service can provide information about the
management and productivity of the soils for those
crops.

Land Capability Classification

Land capability classification shows, in a general
way, the suitability of soils for use as cropland. Crops
that require special management are excluded. The
soils are grouped according to their limitations for field
crops, the risk of damage if they are used for crops,
and the way they respond to management. The criteria
used in grouping the soils do not include major and
generally expensive landforming that would change
slope, depth, or other characteristics of the soils, nor
do they include possible but unlikely major reclamation
projects. Capability classification is not a substitute for
interpretations designed to show suitability and
limitations of groups of soils for rangeland, for
woodland, or for engineering purposes.

In the capability system, soils are generally grouped
at three levels—capability class, subclass, and unit.
Only class and subclass are used in this survey.

Capability classes, the broadest groups, are
designated by Roman numerals | through VIIl. The
numerals indicate progressively greater limitations and
narrower choices for practical use. The classes are
defined as follows:

Class | soils have few limitations that restrict their
use.

Class Il soils have moderate limitations that reduce
the choice of plants or that require moderate
conservation practices.

Class 1l soils have severe limitations that reduce
the choice of plants or that require special
conservation practices, or both.

Class IV soils have very severe limitations that
reduce the choice of plants or that require very careful
management, or both.

Class V soils are not likely to erode, but they have
other limitations, impractical to remove, that limit their
use.

Class VI soils have severe limitations that make
them generally unsuitable or very poorly suited for
cultivation.

Class VII soils have very severe limitations that
make them unsuitable for cultivation.

Class VIl soils and miscellaneous areas have
limitations that nearly preclude their use for
commercial crop production.

Capability subclasses are soil groups within one
class. They are designated by adding a small letter, e,
w, or s, to the class numeral, for example, lle. The
letter e shows that the main hazard is the risk of
erosion unless a close-growing plant cover is
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maintained; w shows that water in or on the soil
interferes with plant growth or cultivation (in some
soils the wetness can be partly corrected by artificial
drainage); and s shows that the soil is limited mainly
because it is droughty.

There are no subclasses in class | because the
soils of this class have few limitations. The soils in
class V are subject to little or no erosion, but they have
other limitations that restrict their use to pasture,
woodland, wildlife habitat, or recreation. Class V
contains only the subclasses indicated by w.

Woodland Management and Productivity

Donald Lawrence, forester, Natural Resources Conservation
Service, helped prepare this section.

This section provides information on the relation
between trees and their environment, particularly trees
and the soils in which they grow. It includes information
on the kind, amount, and condition of woodland
resources in Bienville Parish. This section also
includes soils interpretations in planning.

Soils vary in their ability to produce trees. Available
water capacity and depth of the root zone have major
effects on tree growth. Fertility and texture also
influence tree growth. Elevation, aspect, and climate
determine the kinds of trees that can grow on a site.
Available water capacity and thickness of the root zone
are major influences of tree growth.

Woodland Resources

Bienville Parish was once totally wooded. Beginning
in the early 1900'’s, wooded areas were cleared to
make way for agricultural crops and pastures. During
the 1950’s and 1960's, the major land use changed
back to southern pine woodlands. Today, the uplands
are, again, almost totally wooded, and only a few
scattered areas are devoted to crops, pastures, small
villages, and homesites. The woodland in Bienville
Parish is managed primarily for pine, although some
stream bottoms produce limited quantities of
hardwood. The demand for hunting leases has
increased in the last few years and much of the
industry-owned land has been leased to hunting
clubs.

A portion of the Jackson-Bienville Wildlife
Management Area, a 30,845-acre tract, is in the
northeast corner of Bienville Parish. This area is
predominantly hilly pine land. Sparse stands of
hardwoods are in most stream bottoms.

Bienville Parish has about 437,000 acres of
commercial woodland (Thomas and Bylin, 1980). This
acreage represents 83 percent of the total land area
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in the parish. Commercial woodland is defined as that
capable of producing crops of industrial wood and not
withdrawn from timber use. About 60 percent of the
commercial woodland is owned by the forest industry,
32 percent by individuals, and 8 percent by private
farms.

The parish is entirely within the Western Coastal
Plain Major Land Resource Area (MLRA). Dominant
trees in this MLRA are loblolly and shortleaf pines and
associated sweetgum, red oak, white oak, and hickory.

Commercial woodland may be further divided into
forest types. Types can be based on tree species, site
quality, or age. As used in this survey, forest types are
stands of trees of similar character, composed of the
same species, and growing under the same ecological
and biological conditions. The forest types are named
for the dominant trees.

The loblolly-shortleaf pine forest type makes up
about 202,200 acres of the forest land in Bienville
Parish. Loblolly pine generally is dominant except on
drier sites. Scattered hardwoods, such as sweetgum,
blackgum, southern red oak, post oak, white oak,
mockernut hickory, and pignut hickory, can be mixed
with pines on most sites. American beech and ash are
associated with this forest type along stream bottoms.

The longleaf-slash pine forest type makes up about
5,500 acres of the forest land in the parish. This forest
type is one in which 50 percent or more of the stand is
longleaf or slash pine, singly or in combination.
Common associates include other southern pines,
upland oaks, and hickories.

The oak-pine forest type makes up about 98,300
acres of the forest land in the parish. The species that
make up this forest type are primarily the result of sail,
slope, and aspect. On the higher, drier sites, the
hardwood components tend to be the upland oaks,
such as blackjack oak, southern red oak, and post
oak. Blackgum, winged elm, red maple, and various
hickories are also associated with this forest type.

The oak-hickory forest type makes up about
109,300 acres of the forest land in the parish. Upland
oaks or hickory, singly or in combination, make up a
plurality of the stocking. Common associates are elm
and maple.

The oak-gum-cypress forest type makes up about
21,900 acres of the forest land in the parish. This forest
type is on the bottomlands of major streams. Dominant
trees are blackgum, sweetgum, bottomland oaks, and
baldcypress. Associated trees are black willow, ash,
hackberry, maple, and elm.

The marketable timber volume is about 75 percent
pine and 25 percent hardwood. About 46 percent of the
forest acreage is sawtimber, 25 percent is pole timber,
and 28 percent is saplings and seedlings. The
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remaining 1 percent is classified as “non-stocked
areas.”

The productivity of forest land is the amount of
wood produced per acre per year measured in cubic
feet. In Bienville Parish, about 21,900 acres produces
165 cubic feet or more of wood per acre, 163,900 acres
produces 120 to 165 cubic feet per acre, 207,600 acres
produces 85 to 120 cubic feet per acre, and 43,700
acres produces 50 to 80 cubic feet per acre.

The importance of timber production to the economy
of the parish is significant. Most of the upland pine
sites are owned by forest industry and are generally
well managed. However, the small, privately-owned
tracts are producing well below potential and would
benefit if stands were improved by thinning out mature
trees and undesirable species. Protection from
overgrazing, fire, insects, and diseases; tree planting;
and timber stand improvement are needed to improve
stands.

Environmental Impact

Woodland is valuable for wildlife habitat, recreation,
natural beauty, and conservation of soil and water. The
commercial forest land of Bienville Parish provides
food and shelter for wildlife and offers opportunity for
sport and recreation to many users annually. Forest
land provides watershed protection, helps to arrest soil
erosion and reduce sedimentation, and enhances the
quality and value of water resources.

Trees can be used to screen distracting views of
dumps and other unsightly areas, muffle the sounds of
traffic, reduce the velocity of winds, and lend beauty to
the landscape. Trees and forests help filter out airborne
dust and other impurities, convert carbon dioxide into
life-giving oxygen, release moisture to the atmosphere,
and provide shade from the sun’s hot rays.

Production of Forage in Woodland

The kind and amount of understory vegetation that
can be produced in an area is related to the soils,
climate, and amount of tree overstory. In many pine
woodlands, cattle grazing can be a compatible
secondary use. Grazing is not recommended on
hardwood woodland. Grasses, legumes, forbs, and
many woody browse species in the understory are
grazable and, if properly managed, can supplement a
woodland enterprise without damaging the wood crop.
In fact, on most pine woodland, grazing is beneficial
to the woodland program because it reduces the
accumulation of heavy “rough”, thus reducing the
hazard of wildfires. Grazing also helps to suppress
undesirable woody plants.

The success of a combined woodland and livestock
program depends primarily on the degree and time of
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grazing of the forage plants. Intensity of grazing
should maintain adequate cover for soil protection
and maintain or improve the quantity and quality of
trees and forage vegetation.

Forage production varies according to the type of
woodland and the amount of sunlight that reaches the
understory vegetation during the growing season. Soils
that have about the same potential to produce trees
also have similar potential for producing about the
same kind and amount of understory vegetation. The
vegetative community on these soils will reproduce
itself as long as the environment does not change.

One of the main objectives in good woodland
grazing management is to keep the woodland forage in
excellent or good condition. If this is done, water is
conserved, yields are improved, and the soils are
protected.

an be used by woodland managers
planning ways to increase the productivity of forest
land. Some soils respond better to applications of
fertilizer than others, and some are more susceptible
to landslides and erosion after roads are built and
timber is harvested. Some soils require special
reforestation efforts. In the section “Detailed Soil Map
Units,” the description of each map unit in the survey
area suitable for timber includes information about
productivity, limitations in harvesting timber, and
management concerns in producing timber
summarizes this forestry information and rates the
soils for a number of factors to be considered in
management. Slight, moderate, and severe are used to
indicate the degree of the major soil limitations to be
considered in forest management.

The table lists the woodland suitability group for
each soil. The first part of the woodland suitability
symbol, a number, indicates the potential productivity
of the soils for important trees. The number 1
indicates very high productivity; 2, high; 3,
moderately high; 4, moderate; and 5, low.

The second part of the symbol, a letter, indicates
the major kind of soil limitation. The letter x indicates
stoniness or rockiness; w, excessive water in or on
the soil; t, toxic substances in the soil; d, restricted
root depth; ¢, clay in the upper part of the sall; s,
sandy texture; f, high content of coarse fragments in
the soil profile; and r, steep slopes. The letter o
indicates that limitations or restrictions are
insignificant. If a soil has more than one limitation,
the priority is as follows: x, w, t, d, ¢, s, f, and r.

The third part of the symbol, a numeral, indicates
the kind of trees for which the soils are best suited
and the severity of the hazard or limitation. The
numerals 1, 2, and 3 indicate slight, moderate, and
severe limitations, respectively, and suitability for
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needleleaf trees. The numerals 4, 5, and 6 indicate
slight, moderate, and severe limitations, respectively,
and suitability for broadleaf trees. The numerals 7, 8,
and 9 indicate slight, moderate, and severe
limitations, respectively, and suitability for both
needleleaf and broadleaf trees.

Ratings of the erosion hazard indicate the
probability that damage may occur if site preparation
or harvesting activities expose the soil. The risk is
slight if no particular preventive measures are
needed under ordinary conditions; moderate if
erosion-control measures are needed for particular
silvicultural activities; and severe if special
precautions are needed to control erosion for most
silvicultural activities. Ratings of moderate or severe
indicate the need for construction of higher standard
roads, additional maintenance of roads, additional
care in planning harvesting and reforestation
activities, and the use of special equipment.

Ratings of equipment limitation indicate limits on the
use of forest management equipment, year-round or
seasonal, because of such soil characteristics as
slope, wetness, stoniness, and susceptibility of the
surface layer to compaction. As slope gradient and
length increase, it becomes more difficult to use
wheeled equipment. On the steeper slopes, tracked
equipment is needed. The rating is slight if equipment
use is restricted by wetness for less than 2 months
and if special equipment is not needed. The rating is
moderate if slopes are so steep that wheeled
equipment cannot be operated safely across the slope,
if wetness restricts equipment use from 2 to 6 months
per year, if stoniness restricts the use of ground-based
equipment, or if special equipment is needed to
prevent or minimize compaction. The rating is severe if
slopes are so steep that tracked equipment cannot be
operated safely across the slope, if wetness restricts
equipment use for more than 6 months per year, if
stoniness restricts the use of ground-based equipment,
or if special equipment is needed to prevent or
minimize compaction. Ratings of moderate or severe
indicate a need to choose the best suited equipment
and to carefully plan the timing of harvesting and
other management activities.

Ratings of seedling mortality refer to the
probability of the death of naturally occurring or
properly planted seedlings of good stock in periods of
normal rainfall, as influenced by kinds of soil or
topographic features. Seedling mortality is caused
primarily by too much water or too little water. The
factors used in rating a soil for seedling mortality are
texture of the surface layer, depth to a seasonal high
water table and the length of the periods when the
water table is high, rock fragments in the surface
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layer, rooting depth, and the aspect of the slope. The
mortality rate generally is highest on soils that have
a sandy or clayey surface layer. The risk is slight if,
after site preparation, expected mortality is less than
25 percent; moderate if expected mortality is between
25 and 50 percent; and severe if expected mortality
exceeds 50 percent. Ratings of moderate or severe
indicate that it may be necessary to use
containerized or larger than usual planting stock or to
make special site preparations, such as bedding,
furrowing, installing a surface drainage system, and
providing artificial shade for seedlings. Reinforcement
planting is often needed if the risk is moderate or
severe.

Ratings of windthrow hazard indicate the likelihood
that trees will be uprooted by the wind. A restricted
rooting depth is the main reason for windthrow. The
rooting depth can be restricted by a high water table or
cemented ironstone or by a combination of such
factors as wetness, texture, structure, and depth. The
risk is slight if strong winds cause trees to break but
do not uproot them; moderate if strong winds cause an
occasional tree to be blown over and many trees to
break; and severe if moderate or strong winds
commonly blow trees over. Ratings of moderate or
severe indicate that care is needed in thinning or that
the stand should not be thinned at all. Special
equipment may be needed to prevent damage to
shallow root systems in partial cutting operations. A
plan for the periodic removal of windthrown trees and
the maintenance of a road and trail systems may be
needed.

Ratings of plant competition indicate the likelihood
of the growth or invasion of undesirable plants. Plant
competition is more severe on the more productive
soils, on poorly drained soils, and on soils having a
restricted root zone that holds moisture. The risk is
slight if competition from undesirable plants hinders
adequate natural or artificial reforestation but does not
necessitate intensive site preparation and
maintenance. The risk is moderate if competition from
undesirable plants hinders natural or artificial
reforestation to the extent that intensive site
preparation and maintenance are needed. The risk is
severe if competition from undesirable plants
prevents adequate natural or artificial reforestation
unless the site is intensively prepared and
maintained. A moderate or severe rating indicates the
need for site preparation to ensure the development
of an adequately stocked stand. Managers must plan
site preparation measures to ensure reforestation
without delays.

The potential productivity of common trees on a
soil is expressed as a site index and a volume
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number. Common trees are listed in the order of their
observed general occurrence. Generally, only two or
three tree species dominate. The first tree listed for
each soil is the indicator species for that soil. An
indicator species is a tree that is common in the area
and that is generally the most productive on a given
soil.

The site index is determined by taking height
measurements and determining the age of selected
trees within stands of a given species. This index is
the average height, in feet, that trees attain in a
specified number of years. This index applies to fully
stocked, even-aged, unmanaged stands. The
estimates of the productivity of the soils in this survey
are based on the site index that was determined at age
30 years for eastern cottonwood, 35 years for

American sycamore, and 50 years for all other species.

The productivity class represents an expected
volume produced by the most important trees,
expressed in cubic meters per hectare per year
calculated at the age of culmination of mean annual
increment.

Trees to plant are those that are used for
reforestation or, under suitable conditions, natural
regeneration. They are suited to the soils and can
produce a commercial wood crop. The desired product,
topographic position (such as a low, wet area), and
personal preference are three factors among many that
can influence the choice of trees for use in
reforestation.

Recreation

In|table 7] the soils of the survey area are rated
according to the limitations that affect their suitability

for recreation. The ratings are based on restrictive soil
features, such as wetness, slope, and texture of the
surface layer. Susceptibility to flooding is considered.
Not considered in the ratings, but important in
evaluating a site, are the location and accessibility of
the area, the size and shape of the area and its scenic
quality, vegetation, access to water, potential water

impoundment sites, and access to public sewer lines.

The capacity of the soil to absorb septic tank effluent
and the ability of the soil to support vegetation are
also important. Soils subject to flooding are limited
for recreational uses by the duration and intensity of
flooding and the season when flooding occurs. In
planning recreational facilities, onsite assessment of
the height, duration, intensity, and frequency of
flooding is essential.

In the table, the degree of soil limitation is
expressed as slight, moderate, or severe. Slight
means that soil properties are generally favorable
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and that limitations are minor and easily overcome.
Moderate means that limitations can be overcome or
alleviated by planning, design, or special
maintenance. Severe means that soil properties are
unfavorable and that limitations can be offset only by
costly soil reclamation, special design, intensive
maintenance, limited use, or a combination of these
measures.

The information in the table can be supplemented by
other information in this survey, for example,
interpretations for septic tank absorption fields in

nd interpretations for dwellings without basements
and for local roads and streets in|table 9

Camp areas require site preparation, such as
shaping and leveling the tent and parking areas,
stabilizing roads and intensively used areas, and
installing sanitary facilities and utility lines. Camp
areas are subject to heavy foot traffic and some
vehicular traffic. The best soils have gentle slopes and
are not wet or subject to flooding during the period of
use. The surface has few or no stones or boulders,
absorbs rainfall readily but remains firm, and is not
dusty when dry. Strong slopes and stones or boulders
can greatly increase the cost of constructing
campsites.

Picnic areas are subject to heavy foot traffic. Most
vehicular traffic is confined to access roads and
parking areas. The best soils for picnic areas are firm
when wet, are not dusty when dry, are not subject to
flooding during the period of use, and do not have
slopes, stones, or boulders that increase the cost of
shaping sites or of building access roads and parking
areas.

Playgrounds require soils that can withstand
intensive foot traffic. The best soils are almost level
and are not wet or subject to flooding during the
season of use. The surface is free of stones and
boulders, is firm after rains, and is not dusty when dry.
If grading is needed, the depth of the soil over
cemented ironstone or a hardpan should be
considered.

Paths and trails for hiking and horseback riding
should require little or no cutting and filling. The best
soils are not wet, are firm after rains, are not dusty
when dry, and are not subject to flooding more than
once a year during the period of use. They have
moderate slopes and few or no stones or boulders on
the surface.

Golf fairways are subject to heavy foot traffic and
some light vehicular traffic. Cutting or filling may be
required. The best soils for use as golf fairways are
firm when wet, are not dusty when dry, and are not
subject to prolonged flooding during the period of use.
They have moderate slopes and no stones or
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boulders on the surface. The suitability of the soil for
tees or greens is not considered in rating the soils.

Wildlife Habitat

Rick Simmering, biologist, Natural Resources Conservation
Service, helped prepare this section.

Wildlife is an important natural resource in Bienville
Parish. The parish consists of very gently sloping to
moderately steeply sloping uplands dissected by
numerous stream bottoms. Uplands are dominated by
pine and mixed pine/hardwood forest land with small
areas of pasture. The flood plains of Saline Bayou,
Black Lake Bayou, and smaller stream bottoms
support bottomland hardwood forests.

Habitat for a varied population of wildlife is provided
by a mixture of land uses and a diversity of vegetative
types. The major game animals in Bienville Parish are
white-tailed deer and eastern wild turkey. Other
important game species include fox and gray squirrels,
bobwhite quail, and American woodcock. Cottontail and
swamp rabbits are also plentiful and provide sport
hunting. Wood ducks use the streams and wooded
swamps for nesting and wintering habitat. Furbearers in
the area include raccoon, gray and red fox, mink,
nutria, and beaver. Coyotes are also numerous in the
parish.

The American alligator, a threatened species,
resides in Lake Bistineau and Kepler Lake. A limited
number of red cockaded woodpeckers, an endangered
species, are in some mature pine stands that have an
open understory.

Deer are relatively evenly distributed throughout the
parish, and populations exceed the carrying capacity in
some locations. There are moderate to high numbers of
turkeys in the parish. Presently, the turkey population
is static, but it can increase if proper habitat
management is applied and illegal hunting is
eliminated.

Much of the forest land is owned by timber
companies and is leased for hunting. A portion of the
Jackson-Bienville Wildlife Management Area (WMA),
managed by the Louisiana Department of Wildlife and
Fisheries, is located in the eastern part of the parish.
This WMA is open to the public for hunting, camping,
and other activities. It has high populations of deer,
turkeys, squirrels, and other wildlife.

Intensive wildlife habitat management is needed to
increase and retain wildlife game populations. The
availability of food and cover is limited on some land
by current management practices. Critical stress
periods for deer are late summer and winter. Deer
habitat can be improved by implementing prescribed
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burning and retaining mast-bearing shrubs and
hardwoods. Food plots can be planted to further
enhance habitat. Cooperative efforts of landowners to
improve habitat and properly harvest deer can
improve the size, quality, and number of animals in
the herd.

Turkeys prefer a mixture of open mature stands of
pine/hardwoods, a plentiful supply of water, and open
grassy fields. Forestry management practices, which
create these conditions, can produce a potentially high
sustainable turkey population.

The bobwhite quail population has declined
significantly since the 1950’s. The conversion of large
acreages of openland to woodland has reduced the
quality and quantity of habitat. The potential to improve
habitat for quail is good. Quail populations can be
increased by prescribed burning in pine woodland and
disking or otherwise stirring the soil surface to promote
the growth of native grasses and legumes. Food plots
can also be planted to improve quail habitat.

Squirrels are concentrated along stream bottoms
where oaks, hickories, beech, and other mast-
producing species are dominant. Retention of these
trees during timber harvest operations will insure high
squirrel populations.

Conservation practices can be adapted to maintain
or enhance wildlife habitat on most farms. Pasture and
hayland management programs that use plants
beneficial to both livestock and wildlife can be
implemented. Pastures overseeded with annuals, such
as ryegrass, oats, rye, and clovers, will provide a
winter food source for deer, turkey, and rabbits.

Lake Bistineau, Kepler Lake, and Mill Creek Lake
support viable fisheries populations. Saline Bayou and
Black Lake Bayou have perennial flow and also provide
limited fisheries resources. Lake Bistineau and Kepler
Lake are 17,200 acres and 2,000 acres in size,
respectively. Both lakes are managed by the Louisiana
Department of Wildlife and Fisheries (LDWF) and
provide excellent fishing opportunities for the public.
Saline Bayou and Black Lake Bayou are designated as
natural and scenic streams by the LDWF. Both streams
possess unique aesthetic and biologic values, which
should be preserved.

Common fish species in the lakes and streams in
the parish include largemouth bass; bluegill; redear
sunfish; white and black crappie; channel, blue, and
flathead catfish; freshwater drum; and buffalo. Spotted
bass are also common in the perennial streams.

Many of the farm ponds scattered throughout the
parish have been stocked with bass, bluegill, and
catfish. Many of these ponds provide excellent fishing
opportunities.

Soils affect the kind and amount of vegetation that
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is available to wildlife as food and cover. They also
affect the construction of water impoundments. The
kind and abundance of wildlife depend largely on the
amount and distribution of food, cover, and water.
Wildlife habitat can be created or improved by
planting appropriate vegetation, by maintaining the
existing plant cover, or by promoting the natural
establishment of desirable plants.

In the soils in the survey area are rated
according to their potential for providing habitat for
various kinds of wildlife. This information can be used
in planning parks, wildlife refuges, nature study areas,
and other developments for wildlife; in selecting soils
that are suitable for establishing, improving, or
maintaining specific elements of wildlife habitat; and in
determining the intensity of management needed for
each element of the habitat.

The potential of the soil is rated good, fair, poor, or
very poor. A rating of good indicates that the element
or kind of habitat is easily established, improved, or
maintained. Few or no limitations affect management,
and satisfactory results can be expected. A rating of
fairindicates that the element or kind of habitat can be
established, improved, or maintained in most places.
Moderately intensive management is required for
satisfactory results. A rating of poorindicates that
limitations are severe for the designated element or
kind of habitat. Habitat can be created, improved, or
maintained in most places, but management is difficult
and must be intensive. A rating of very poorindicates
that restrictions for the element or kind of habitat are
very severe and that unsatisfactory results can be
expected. Creating, improving, or maintaining habitat is
impractical or impossible.

The elements of wildlife habitat are described in the
following paragraphs.

Grain and seed crops are domestic grains and seed-
producing herbaceous plants. Soil properties and
features that affect the growth of grain and seed crops
are depth of the root zone, texture of the surface layer,
available water capacity, wetness, slope, surface
stoniness, and flooding. Soil temperature and soil
moisture are also considerations. Examples of grain
and seed crops are corn, wheat, and grain sorghum.

Grasses and legumes are domestic perennial
grasses and herbaceous legumes. Soil properties and
features that affect the growth of grasses and legumes
are depth of the root zone, texture of the surface layer,
available water capacity, wetness, surface stoniness,
flooding, and slope. Soil temperature and soil moisture
are also considerations. Examples of grasses and
legumes are fescue, bahiagrass, bermudagrass,
clover, and vetch.

Wild herbaceous plants are native or naturally
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established grasses and forbs, including weeds. Soll
properties and features that affect the growth of these
plants are depth of the root zone, texture of the
surface layer, available water capacity, wetness,
surface stoniness, and flooding. Soil temperature and
soil moisture are also considerations. Examples of
wild herbaceous plants are bluestem, goldenrod,
beggarweed, paspalum, and uniola.

Hardwood trees and woody understory produce nuts
or other fruit, buds, catkins, twigs, bark, and foliage.
Soil properties and features that affect the growth of
hardwood trees and shrubs are depth of the root zone,
available water capacity, and wetness. Examples of
these plants are oak, poplar, sugarberry, sweetgum,
persimmon, hawthorn, dogwood, hickory, blackberry,
and huckleberry. Examples of fruit-producing shrubs
that are suitable for planting on soils rated good are
autumn-olive and blueberry.

Coniferous plants furnish browse and seeds. Soil
properties and features that affect the growth of
coniferous trees, shrubs, and ground cover are depth
of the root zone, available water capacity, and
wetness. Examples of coniferous plants are pine,
cedar, and baldcypress.

Shrubs are bushy woody plants that produce fruit,
buds, twigs, bark, and foliage. Soil properties and
features that affect the growth of shrubs are depth of
the root zone, available water capacity, salinity, and
soil moisture. Examples of shrubs are American
beautyberry, waxmyrtle, American elder, and sumac.

Wetland plants are annual and perennial wild
herbaceous plants that grow on moist or wet sites.
Submerged or floating aquatic plants are excluded. Soil
properties and features affecting wetland plants are
texture of the surface layer, wetness, reaction, salinity,
slope, and surface stoniness. Examples of wetland
plants are smartweed, wild millet, rushes, sedges, and
reeds.

Shallow water areas have an average depth of less
than 5 feet. Some are naturally wet areas. Others are
created by dams, levees, or other water-control
structures. Soil properties and features affecting
shallow water areas are depth to bedrock, wetness,
surface stoniness, slope, and permeability. Examples
of shallow water areas are oxbow lakes, artificially
flooded cropland, and green tree reservoirs.

The habitat for various kinds of wildlife is described
in the following paragraphs.

Habitat for openland wildlife consists of cropland,
pasture, meadows, and areas that are overgrown with
grasses, herbs, shrubs, and vines. These areas
produce grain and seed crops, grasses and legumes,
and wild herbaceous plants. Wildlife attracted to these
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areas include bobwhite quail, meadowlark, field
sparrow, cottontail, and red fox.

Habitat for woodland wildlife consists of areas of
deciduous plants or coniferous plants or both and
associated grasses, legumes, and wild herbaceous
plants. Wildlife attracted to these areas include wild
turkey, woodcock, thrushes, woodpeckers, squirrels,
gray fox, raccoon, deer, and coyotes.

Habitat for wetland wildlife consists of open, marshy
or swampy shallow water areas. Some of the wildlife
attracted to such areas are ducks, geese, herons,
shore birds, muskrat, mink, nutria, and beaver.

Engineering

This section provides information for planning land
uses related to urban development and to water
management. Soils are rated for various uses, and the
most limiting features are identified. Ratings are given
for building site development, sanitary facilities,
construction materials, and water management. The
ratings are based on observed performance of the soils
and on the estimated data and test data in the “Soll
Properties” section.

Information in this section is intended for land use
planning, for evaluating land use alternatives, and for
planning site investigations prior to design and
construction. The information, however, has limitations.
For example, estimates and other data generally apply
only to that part of the soil within a depth of 5 or 6 feet.
Because of the map scale, small areas of different
soils may be included within the mapped areas of a
specific soil.

The information is not site specific and does not
eliminate the need for onsite investigation of the soils
or for testing and analysis by personnel experienced in
the design and construction of engineering works.

Government ordinances and regulations that restrict
certain land uses or impose specific design criteria
were not considered in preparing the information in this
section. Local ordinances and regulations should be
considered in planning, in site selection, and in design.

Soil properties, site features, and observed
performance were considered in determining the ratings
in this section. During the fieldwork for this soil survey,
determinations were made about grain-size distribution,
liquid limit, plasticity index, soil reaction, depth to
cemented ironstone, soil wetness, depth to a seasonal
high water table, slope, likelihood of flooding, natural
soil structure aggregation, and soil density. Data were
collected about kinds of clay minerals, mineralogy of
the sand and silt fractions, and the kinds of adsorbed
cations. Estimates were made for erodibility,
permeability, corrosivity, shrink-swell potential,
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available water capacity, and other behavioral
characteristics affecting engineering uses.

This information can be used to evaluate the
potential of areas for residential, commercial,
industrial, and recreational uses; make preliminary
estimates of construction conditions; evaluate
alternative routes for roads, streets, highways,
pipelines, and underground cables; evaluate alternative
sites for sanitary landfills, septic tank absorption fields,
and sewage lagoons; plan detailed onsite
investigations of soils and geology; locate potential
sources of gravel, sand, earthfill, and topsoil; plan
drainage systems, irrigation systems, ponds, terraces,
and other structures for soil and water conservation;
and predict performance of proposed small structures
and pavements by comparing the performance of
existing similar structures on the same or similar soils.

The information in the tables, along with the soil
maps, the soil descriptions, and other data provided in
this survey, can be used to make additional
interpretations.

Some of the terms used in this soil survey have a

special meaning in soil science and are defined in the
Glossary.

Building Site Development

hows the degree and kind of soil limitations
that affect shallow excavations, dwellings without
basements, small commercial buildings, local roads
and streets, and lawns and landscaping. The limitations
are considered slight if soil properties and site features
are generally favorable for the indicated use and
limitations are minor and easily overcome; moderate if
soil properties or site features are not favorable for the
indicated use and special planning, design, or
maintenance is needed to overcome or minimize the
limitations; and severe if soil properties or site features
are so unfavorable or so difficult to overcome that
special design, significant increases in construction
costs, and possibly increased maintenance are
required. Special feasibility studies may be required
where the soil limitations are severe.

Shallow excavations are trenches or holes dug to a
maximum depth of 5 or 6 feet for basements, graves,
utility lines, open ditches, and other purposes. The
ratings are based on soil properties, site features, and
observed performance of the soils. The ease of
digging, filling, and compacting is affected by the depth
to cemented ironstone or a very firm, dense layer;
stone content; soil texture; and slope. The time of the
year that excavations can be made is affected by the
depth to a seasonal high water table and the
susceptibility of the soil to flooding. The resistance of
the excavation walls or banks to sloughing or caving



Bienville Parish, Louisiana

is affected by soil texture and depth to the water
table.

Dwellings and small commercial buildings are
structures built on shallow foundations on undisturbed
soil. The load limit is the same as that for single-family
dwellings no higher than three stories. Ratings are
made for small commercial buildings without
basements and for dwellings without basements. The
ratings are based on soil properties, site features, and
observed performance of the soils. A high water table,
flooding, and shrinking and swelling can cause the
movement of footings. Depth to a high water table,
depth to cemented ironstone, large stones, and
flooding affect the ease of excavation and
construction. Landscaping and grading that require cuts
and fills of more than 5 or 6 feet are not considered.

Local roads and streets have an all-weather surface
and carry automobile and light truck traffic all year.
They have a subgrade of cut or fill soil material; a base
of gravel, crushed rock, or stabilized soil material; and
a flexible or rigid surface. Cuts and fills are generally
limited to less than 6 feet. The ratings are based on
soil properties, site features, and observed
performance of the soils. Depth to cemented ironstone,
depth to a high water table, flooding, large stones, and
slope affect the ease of excavating and grading. Soll
strength (as inferred from the engineering classification
of the soil), shrink-swell potential, and depth to a high
water table affect the traffic-supporting capacity.

Lawns and landscaping require soils on which turf
and ornamental trees and shrubs can be established
and maintained. The ratings are based on soil
properties, site features, and observed performance of
the soils. Soil reaction, depth to a high water table,
depth to layer of cemented ironstone, and the available
water capacity in the upper 40 inches affect plant
growth. Flooding, wetness, slope, stoniness, and the
amount of sand, clay, or organic matter in the surface
layer affect trafficability after vegetation is established.

Sanitary Facilities

Table 10 jshows the degree and the kind of soil

limitations that affect septic tank absorption fields,
sewage lagoons, and sanitary landfills. The limitations
are considered slight if soil properties and site features
are generally favorable for the indicated use and
limitations are minor and easily overcome; moderate if
soil properties or site features are not favorable for the
indicated use and special planning, design, or
maintenance is needed to overcome or minimize the
limitations; and severe if soil properties or site features
are so unfavorable or so difficult to overcome that
special design, significant increases in construction

127

costs, and possibly increased maintenance are
required.

The table also shows the suitability of the soils for
use as daily cover for landfill. A rating of good
indicates that soil properties and site features are
favorable for the use and that good performance and
low maintenance can be expected; fairindicates that
soil properties and site features are moderately
favorable for the use and one or more soil properties
or site features make the soil less desirable than the
soils rated good; and poor indicates that one or more
soil properties or site features are unfavorable for the
use and overcoming the unfavorable properties
requires special design, extra maintenance, or costly
alteration.

Septic tank absorption fields are areas in which
effluent from a septic tank is distributed into the soil
through subsurface tiles or perforated pipe. Only that
part of the soil between depths of 24 and 72 inches is
evaluated. The ratings are based on soil properties,
site features, and observed performance of the soils.
Permeability, depth to a high water table, depth to a
layer of cemented ironstone, and flooding affect
absorption of the effluent. Large stones and layer of
cemented ironstone interfere with installation.

Unsatisfactory performance of septic tank
absorption fields, including excessively slow
absorption of effluent, surfacing of effluent, and hillside
seepage, can affect public health. Ground water can be
polluted if highly permeable sand and gravel or
fractured ironstone is less than 4 feet below the base
of the absorption field, if slope is excessive, or if the
water table is near the surface. There must be
unsaturated soil material beneath the absorption field
to filter the effluent effectively. Many local ordinances
require that this material be of a certain thickness.

Sewage lagoons are shallow ponds constructed to
hold sewage while aerobic bacteria decompose the
solid and liquid wastes. Lagoons should have a nearly
level floor surrounded by cut slopes or embankments
of compacted soil. Lagoons generally are designed to
hold the sewage within a depth of 2 to 5 feet. Nearly
impervious soil material for the lagoon floor and sides
is required to minimize seepage and contamination of
ground water.

The table gives ratings for the natural soil that
makes up the lagoon floor. The surface layer and,
generally, 1 or 2 feet of soil material below the surface
layer are excavated to provide material for the
embankments. The ratings are based on soil
properties, site features, and observed performance of
the soils. Considered in the ratings are slope,
permeability, depth to a high water table, depth to layer
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of cemented ironstone, flooding, large stones, and
content of organic matter.

Excessive seepage resulting from rapid
permeability in the soil or a water table that is high
enough to raise the level of sewage in the lagoon
causes a lagoon to function unsatisfactorily. Pollution
results if seepage is excessive or if floodwater
overtops the lagoon. A high content of organic matter
is detrimental to proper functioning of the lagoon
because it inhibits aerobic activity. Slope and
cemented ironstone can cause construction
problems, and large stones can hinder compaction of
the lagoon floor.

Sanitary landfills are areas where solid waste is
disposed of by burying it in soil. There are two types of
landfill—trench and area. In a trench landfill, the waste
is placed in a trench. It is spread, compacted, and
covered daily with a thin layer of soil excavated at the
site. In an area landfill, the waste is placed in
successive layers on the surface of the soil. The waste
is spread, compacted, and covered daily with a thin
layer of soil from a source away from the site.

Both types of landfill must be able to bear heavy
vehicular traffic. Both types involve a risk of ground-
water pollution. Ease of excavation and revegetation
should be considered.

The ratings in the table are based on soil properties,
site features, and observed performance of the soils.
Permeability, depth to a layer of cemented ironstone,
depth to a water table, slope, and flooding affect both
types of landfill. Texture, stones and boulders, and soil
reaction affect trench landfills. Unless otherwise
stated, the ratings apply only to that part of the soil
within a depth of about 6 feet. For deeper trenches, a
limitation rated slight or moderate may not be valid.
Onsite investigation is needed.

Daily cover for landfill is the soil material that is
used to cover compacted solid waste in an area
sanitary landfill. The soil material is obtained offsite,
transported to the landfill, and spread over the waste.

Soil texture, wetness, coarse fragments, and slope
affect the ease of removing and spreading the material
during wet and dry periods. Loamy or silty soils that are
free of large stones or excess gravel are the best
cover for a landfill. Clayey soils are sticky or cloddy
and are difficult to spread; sandy soils are subject to
soil blowing.

After soil material has been removed, the soll
material remaining in the borrow area must be thick
enough over layers of cemented ironstone or the water
table to permit revegetation. The soil material used as
the final cover for a landfill should be suitable for
plants. The surface layer generally has the best
workability, more organic matter, and the best potential
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for plants. Material from the surface layer should be
stockpiled for use as the final cover.

Construction Materials

Table 11|gives information about the soils as a

source of roadfill, sand, gravel, and topsoil. The soils
are rated good, fair, or poor as a source of roadfill and
topsoil. They are rated as a probable or improbable
source of sand and gravel. The ratings are based on
soil properties and site features that affect the removal
of the soil and its use as construction material.
Normal compaction, minor processing, and other
standard construction practices are assumed. Each
soil is evaluated to a depth of 5 or 6 feet.

Roadfill is soil material that is excavated in one
place and used in road embankments in another place.
In this table, the soils are rated as a source of roadfill
for low embankments, generally less than 6 feet high
and less exacting in design than higher embankments.

The ratings are for the soil material below the
surface layer to a depth of 5 or 6 feet. It is assumed
that soil layers will be mixed during excavating and
spreading. Many soils have layers of contrasting
suitability within their profile. The table showing
engineering index properties provides detailed
information about each soil layer. This information can
help to determine the suitability of each layer for use
as roadfill. The performance of soil after it is stabilized
with lime or cement is not considered in the ratings.

The ratings are based on soil properties, site
features, and observed performance of the soils. The
thickness of suitable material is a major consideration.
The ease of excavation is affected by large stones, a
high water table, and slope. How well the soil performs
in place after it has been compacted and drained is
determined by its strength (as inferred from the
engineering classification of the soil) and shrink-swell
potential.

Soils rated good contain significant amounts of sand
or gravel or both. They have at least 5 feet of suitable
material, a low shrink-swell potential, few cobbles and
stones, and slopes of 15 percent or less. Depth to the
water table is more than 3 feet. Soils rated fair are
more than 35 percent silt- and clay-sized particles and
have a plasticity index of less than 10. They have a
moderate shrink-swell potential, slopes of 15 to 20
percent, or many stones. Depth to the water table is 1
to 3 feet. Soils rated poor have a plasticity index of
more than 10, a high shrink-swell potential, or many
stones. They are wet and have a water table at a depth
of less than 1 foot. They may have layers of suitable
material, but the material is less than 3 feet thick.

Sand and gravel are natural aggregates suitable for
commercial use with a minimum of processing. They
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are used in many kinds of construction.
Specifications for each use vary widely. In the table,
only the probability of finding material in suitable
guantity is evaluated. The suitability of the material
for specific purposes is not evaluated, nor are factors
that affect excavation of the material.

The properties used to evaluate the soil as a source
of sand or gravel are gradation of grain sizes (as
indicated by the engineering classification of the soil),
the thickness of suitable material, and the content of
rock fragments. Kinds of rock, acidity, and
stratification are given in the soil series descriptions.
Gradation of grain sizes is given in the table on
engineering index properties.

A soil rated as a probable source has a layer of
clean sand or gravel or a layer of sand or gravel that is
up to 12 percent silty fines. This material must be at
least 3 feet thick and less than 50 percent, by weight,
large stones. All other soils are rated as an improbable
source.

Topsoilis used to cover an area so that vegetation
can be established and maintained. The upper 40
inches of a soil is evaluated for use as topsoil. Also
evaluated is the reclamation potential of the borrow
area.

Plant growth is affected by such properties as soil
reaction, available water capacity, and fertility. The
ease of excavating, loading, and spreading is affected
by rock fragments, slope, a water table, soil texture,
and thickness of suitable material. Reclamation of the
borrow area is affected by slope, a water table, rock
fragments, and cemented ironstone.

Soils rated good have friable, loamy material to a
depth of at least 40 inches. They are free of stones and
cobbles, have little or no gravel, and have slopes of
less than 8 percent. They are naturally fertile or
respond well to fertilizer and are not so wet that
excavation is difficult.

Soils rated fair are sandy soils, loamy soils that
have a relatively high content of clay, soils that have
only 20 to 40 inches of suitable material, soils that
have an appreciable amount of gravel or stones, or
soils that have slopes of 8 to 15 percent. The soils are
not so wet that excavation is difficult.

Soils rated poor are very sandy or clayey, have less
than 20 inches of suitable material, have a large
amount of gravel or stones, have slopes of more than
15 percent, or have a seasonal high water table at or
near the surface.

The surface layer of most soils is generally
preferred for topsoil because of its organic matter
content. Organic matter greatly increases the
absorption and retention of moisture and releases a
variety of plant nutrients as it decomposes.
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Water Management

Table 12|gives information on the soil properties

and site features that affect water management. The
degree and kind of soil limitations are given for pond
reservoir areas; embankments, dikes, and levees;
and aquifer-fed excavated ponds. The limitations are
considered slight if soil properties and site features
are generally favorable for the indicated use and
limitations are minor and are easily overcome;
moderate if soil properties or site features are not
favorable for the indicated use and special planning,
design, or maintenance is needed to overcome or
minimize the limitations; and severe if soil properties
or site features are so unfavorable or so difficult to
overcome that special design, significant increase in
construction costs, and possibly increased
maintenance are required.

This table also gives the restrictive features that
affect each soil for drainage, irrigation, terraces and
diversions, and grassed waterways.

Pond reservoir areas hold water behind a dam or
embankment. Soils best suited to this use have low
seepage potential in the upper 60 inches. The
seepage potential is determined by the permeability
of the soil and the depth to fractured ironstone or
other permeable material. Excessive slope can affect
the storage capacity of the reservoir area.

Embankments, dikes, and levees are raised
structures of soil material, generally less than 20 feet
high, constructed to impound water or to protect land
against overflow. In this table, the soils are rated as a
source of material for embankment fill. The ratings
apply to the soil material below the surface layer to a
depth of about 5 feet. It is assumed that soil layers
will be uniformly mixed and compacted during
construction.

The ratings do not indicate the ability of the natural
soil to support an embankment. Soil properties to a
depth greater than the height of the embankment can
affect performance and safety of the embankment.
Generally, deeper onsite investigation is needed to
determine these properties.

Soil material in embankments must be resistant to
seepage, piping, and erosion and have favorable
compaction characteristics. Unfavorable features
include less than 5 feet of suitable material and a
high content of stones or boulders. A high water table
affects the amount of usable material. It also affects
trafficability.

Aquifer-fed excavated ponds are pits or dugouts
that extend to a ground-water aquifer or to a depth
below a permanent water table. Excluded are ponds
that are fed only by surface runoff and embankment
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ponds that impound water 3 feet or more above the
original surface. Excavated ponds are affected by
depth to a permanent water table and permeability of
the aquifer. Depth to layers of cemented ironstone
and the content of large stones affect the ease of
excavation.

Drainage is the removal of excess surface and
subsurface water from the soil. How easily and
effectively the soil is drained depends on the depth to
a layer of cemented ironstone or to other layers that
affect the rate of water movement, permeability, depth
to a high water table or depth of standing water if the
soil is subject to ponding, slope, and susceptibility to
flooding. Excavating and grading and the stability of
ditchbanks are affected by depth to layers of cemented
ironstone, large stones, slope, and the hazard of
cutbanks caving. The productivity of the soil after
drainage is adversely affected by extreme acidity.
Availability of drainage outlets is not considered in
the ratings.

Irrigation is the controlled application of water to
supplement rainfall and support plant growth. The
design and management of an irrigation system are
affected by depth to the water table, the need for

drainage, flooding, available water capacity, intake
rate, permeability, erosion hazard, and slope. The
construction of a system is affected by large stones
and depth to layers of cemented ironstone. The
performance of a system is affected by the depth of
the root zone and soil reaction.

Terraces and diversions are embankments or a
combination of channels and ridges constructed
across a slope to control erosion and conserve
moisture by intercepting runoff. Slope, wetness, large
stones, and depth to layers of cemented ironstone
affect the construction of terraces and diversions. A
restricted rooting depth, a severe hazard of water
erosion, an excessively coarse texture, and
restricted permeability adversely affect maintenance.

Grassed waterways are natural or constructed
channels, generally broad and shallow, that conduct
surface water to outlets at a nonerosive velocity. Large
stones, wetness, slope, and depth to layers of
cemented ironstone affect the construction of grassed
waterways. A restricted rooting depth, low available
water capacity, and restricted permeability adversely
affect the growth and maintenance of the grass after
construction.
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Data relating to soil properties are collected during
the course of the soil survey. The data and the
estimates of soil and water features, listed in tables,
are explained on the following pages.

Soil properties are determined by field examination
of the soils and by laboratory index testing of some
benchmark soils. Established standard procedures are
followed. During the survey, many shallow borings are
made and examined to identify and classify the soils
and to delineate them on the soil maps. Samples are
taken from some typical profiles and tested in the
laboratory to determine grain-size distribution,
plasticity, and compaction characteristics.

Estimates of soil properties are based on field
examinations, on laboratory tests of samples from the
survey area, and on laboratory tests of samples of
similar soils in nearby areas. Tests verify field
observations, verify properties that cannot be
estimated accurately by field observation, and help to
characterize key soils.

The estimates of soil properties shown in the tables
include the range of grain-size distribution and
Atterberg limits, the engineering classification, and the
physical and chemical properties of the major layers of
each soil. Pertinent soil and water features also are
given.

Engineering Index Properties

Table 13|gives estimates of the engineering

classification and of the range of index properties for
the major layers of each soil in the survey area. Most
soils have layers of contrasting properties within the
upper 5 or 6 feet.

Depthto the upper and lower boundaries of each
layer is indicated. The range in depth and information
on other properties of each layer are given for each soil
series under the heading “Soil Series and Their
Morphology.”

Texture is given in the standard terms used by the
U.S. Department of Agriculture. These terms are
defined according to percentages of sand, silt, and
clay in the fraction of the soil that is less than 2
millimeters in diameter. “Loam,” for example, is soil that
is 7 to 27 percent clay, 28 to 50 percent silt, and less

than 52 percent sand. If the content of particles
coarser than sand is as much as about 15 percent, an
appropriate modifier is added, for example, “gravelly.”
Textural terms are defined in the[Glossary.|

Classification of the soils is determined according to
the Unified soil classification system (ASTM, 1993)
and the system adopted by the American Association
of State Highway and Transportation Officials
(AASHTO, 1986).

The Unified system classifies soils according to
properties that affect their use as construction
material. Soils are classified according to grain-size
distribution of the fraction between 3 and 10 inches in
diameter and according to plasticity index, liquid limit,
and organic matter content. Sandy and gravelly soils
are identified as GW, GP, GM, GC, SW, SP, SM, and
SC; silty and clayey soils as ML, CL, OL, MH, CH, and
OH; and highly organic soils as PT. Soils exhibiting
engineering properties of two groups can have a dual
classification, for example, CL-ML.

The AASHTO system classifies soils according to
those properties that affect roadway construction and
maintenance. In this system, the fraction of a mineral
soil that is less than 3 inches in diameter is classified
in one of seven groups from A-1 through A-7 on the
basis of grain-size distribution, liquid limit, and
plasticity index. Soils in group A-1 are coarse grained
and low in content of fines (silt and clay). At the other
extreme, soils in group A-7 are fine grained. Highly
organic soils are classified in group A-8 on the basis of
visual inspection.

If laboratory data are available, the A-1, A-2, and
A-7 groups are further classified as A-1-a, A-1-b, A-2-4,
A-2-5, A-2-6, A-2-7, A-7-5, or A-7-6. As an additional
refinement, the suitability of a soil as subgrade
material can be indicated by a group index number.
Group index numbers range from O for the best
subgrade material to 20 or higher for the poorest.

Rock fragments from 3 to 10 inches in diameter
are indicated as a percentage of the total soil on a
dry-weight basis. The percentages are estimates
determined mainly by converting volume percentage
in the field to weight percentage.

Percentage (of soil particles) passing designated
sieves is the percentage of the soil fraction less than
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3 inches in diameter based on an ovendry weight.
The sieves, numbers 4, 10, 40, and 200 (USA
Standard Series), have openings of 4.76, 2.00, 0.420,
and 0.074 millimeters, respectively. Estimates are
based on laboratory tests of soils sampled in the
survey area and in nearby areas and on estimates
made in the field.

Liquid limit and plasticity index (Atterberg limits)
indicate the plasticity characteristics of a soil. The
estimates are based on test data from the survey area
or from nearby areas and on field examination.

The estimates of grain-size distribution, liquid limit,
and plasticity index are generally rounded to the
nearest 5 percent. Thus, if the ranges of gradation and
Atterberg limits extend a marginal amount (1 or 2
percentage points) across classification boundaries,
the classification in the marginal zone is omitted in the
table.

Physical and Chemical Properties

shows estimates of some characteristics
and features that affect soil behavior. These estimates
are given for the major layers of each soil in the survey
area. The estimates are based on field observations
and on test data for these and similar soils.

Clay as a soil separate consists of mineral soil
particles that are less than 0.002 millimeter in
diameter. In this table, the estimated clay content of
each major solil layer is given as a percentage, by
weight, of the soil material that is less than 2
millimeters in diameter.

The amount and kind of clay greatly affect the
fertility and physical condition of the soil. They
determine the ability of the soil to adsorb cations and
to retain moisture. They influence shrink-swell
potential, permeability, plasticity, the ease of soil
dispersion, and other soil properties. The amount and
kind of clay in a soil also affect tillage and earthmoving
operations.

Moist bulk density is the weight of soil (ovendry) per
unit volume. Volume is measured when the soil is at
field moisture capacity, that is, the moisture content at
!/3-bar moisture tension. Weight is determined after
drying the soil at 105 degrees C. In this table, the
estimated moist bulk density of each major soil horizon
is expressed in grams per cubic centimeter of soil
material that is less than 2 millimeters in diameter.
Bulk density data are used to compute shrink-swell
potential, available water capacity, total pore space,
and other soil properties. The moist bulk density of a
soil indicates the pore space available for water and
roots. A bulk density of more than 1.6 can restrict
water storage and root penetration. Moist bulk
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density is influenced by texture, kind of clay, content
of organic matter, and soil structure.

Permeability refers to the ability of a soil to
transmit water or air. The estimates indicate the rate
of downward movement of water when the soil is
saturated. They are based on soil characteristics
observed in the field, particularly structure, porosity,
and texture. Permeability is considered in the design of
soil drainage systems and septic tank absorption
fields.

Available water capacity refers to the quantity of
water that the soil is capable of storing for use by
plants. The capacity for water storage is given in
inches of water per inch of soil for each major soil
layer. The capacity varies, depending on soil properties
that affect the retention of water and the depth of the
root zone. The most important properties are the
content of organic matter, soil texture, bulk density,
and soil structure. Available water capacity is an
important factor in the choice of plants or crops to be
grown and in the design and management of irrigation
systems. Available water capacity is not an estimate of
the quantity of water actually available to plants at any
given time.

Soil reaction is a measure of acidity or alkalinity and
is expressed as a range in pH values. The range in pH
of each major horizon is based on many field tests. For
many soils, values have been verified by laboratory
analyses. Soil reaction is important in selecting crops
and other plants, in evaluating soil amendments for
fertility and stabilization, and in determining the risk of
corrosion.

Shrink-swell potential is the potential for volume
change in a soil with a loss or gain in moisture. Volume
change occurs mainly because of the interaction of
clay minerals with water and varies with the amount
and type of clay minerals in the soil. The size of the
load on the soil and the magnitude of the change in soll
moisture content influence the amount of swelling of
soils in place. Laboratory measurements of swelling of
undisturbed clods were made for many soils. For
others, swelling was estimated on the basis of the kind
and amount of clay minerals in the soil and on the
basis of measurements of similar soils.

If the shrink-swell potential is rated moderate to very
high, shrinking and swelling can cause damage to
buildings, roads, and other structures. Special design
is often needed.

Shrink-swell potential classes are based on the
change in length of an unconfined clod as moisture
content is increased from air-dry to field capacity. The
classes are low, a change of less than 3 percent;
moderate, 3 to 6 percent; high, more than 6 percent;
and very high, greater than 9 percent.
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Erosion factor K indicates the susceptibility of a
soil to sheet and rill erosion by water. Factor K is one
of six factors used in the Universal Soil Loss
Equation (USLE) to predict the average annual rate of
soil loss by sheet and rill erosion. Losses are
expressed in tons per acre per year. These estimates
are based primarily on percentage of silt, sand, and
organic matter (up to 4 percent) and on soil structure
and permeability. Values of K range from 0.02 to 0.69.
The higher the value, the more susceptible the soil is
to sheet and rill erosion by water.

Erosion factor T is an estimate of the maximum
average annual rate of soil erosion by wind or water
that can occur over a sustained period without
affecting crop productivity. The rate is expressed in
tons per acre per year.

Organic matteris the plant and animal residue in the
soil at various stages of decomposition. In the table,
the estimated content of organic matter is expressed
as a percentage, by weight, of the soil material that is
less than 2 millimeters in diameter.

The content of organic matter in a soil can be
maintained or increased by returning crop residue to
the soil. Organic matter affects the available water
capacity, infiltration rate, and tilth. It is a source of
nitrogen and other nutrients for crops.

Soil and Water Features

ives estimates of various soil and water
features. The estimates are used in land use planning
that involves engineering considerations.

Hydrologic soil groups are based on estimates of
runoff potential. Soils are assigned to one of four
groups according to the rate of water infiltration when
the soils are not protected by vegetation, are
thoroughly wet, and receive precipitation from long-
duration storms.

The four hydrologic soil groups are:

Group A. Soils having a high infiltration rate (low
runoff potential) when thoroughly wet. These consist
mainly of deep, well drained to excessively drained
sands or gravelly sands. These soils have a high rate
of water transmission.

Group B. Soils having a moderate infiltration rate
when thoroughly wet. These consist chiefly of
moderately deep or deep, moderately well drained or
well drained soils that have moderately fine texture to
moderately coarse texture. These soils have a
moderate rate of water transmission.

Group C. Soils having a slow infiltration rate when
thoroughly wet. These consist chiefly of soils having a
layer that impedes the downward movement of water
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or soils of moderately fine texture or fine texture.
These soils have a slow rate of water transmission.

Group D. Soils having a very slow infiltration rate
(high runoff potential) when thoroughly wet. These
consist chiefly of clays that have a high shrink-swell
potential, soils that have a high water table, soils that
have a claypan or clay layer at or near the surface, and
soils that are shallow over nearly impervious material.
These soils have a very slow rate of water
transmission.

If a soil is assigned to two hydrologic groups in the
table, the first letter is for drained areas and the
second is for undrained areas.

Flooding, the temporary inundation of an area, is
caused by overflowing streams, by runoff from
adjacent slopes, or by tides. Water standing for short
periods after rainfall or snowmelt is not considered
flooding, and water standing in swamps and marshes
is considered ponding rather than flooding.

The table gives the frequency and duration of
flooding and the time of year when flooding is most
likely.

Frequency, duration, and probable dates of
occurrence are estimated. Frequency is expressed as
none, rare, occasional, and frequent. None means that
flooding is not probable; rare that it is unlikely but
possible under unusual weather conditions (the chance
of flooding is nearly O percent to 5 percent in any year);
occasional that it occurs, on the average, once or less
in 2 years (the chance of flooding is 5 to 50 percent in
any year); and frequentthat it occurs, on the average,
more than once in 2 years (the chance of flooding is
more than 50 percent in any year). Common is used
when the occasional and frequent classes are grouped
for certain purposes. Duration is expressed as very
briefif less than 2 days, briefif 2 to 7 days, long if 7
days to 1 month, and very long if more than 1 month.
Probable dates are expressed in months. About two-
thirds to three-fourths of all flooding occurs during the
stated period.

The information is based on evidence in the soll
profile, namely thin strata of gravel, sand, silt, or clay
deposited by floodwater; irregular decrease in organic
matter content with increasing depth; and little or no
horizon development.

Also considered are local information about the
extent and levels of flooding and the relation of each
soil on the landscape to historic floods. Information on
the extent of flooding based on soil data is less
specific than that provided by detailed engineering
surveys that delineate flood-prone areas at specific
flood frequency levels.

High water table (seasonal) is the highest level of
a saturated zone in the soil in most years. The
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estimates are based mainly on observations of the
water table at selected sites and on the evidence of a
saturated zone, namely grayish colors or mottles
(redoximorphic features) in the soil. Indicated in the
table are the depth to the seasonal high water table,
the kind of water table—that is, perched or apparent,
and the months of the year that the water table
commonly is high. A water table that is seasonally
high for less than 1 month is not indicated in the
table.

An apparent water table is a thick zone of free water
in the soil. It is indicated by the level at which water
stands in an uncased borehole after adequate time is
allowed for adjustment in the surrounding soil. A
perched water table is water standing above an
unsaturated zone. In places an upper, or perched,
water table is separated from a lower one by a dry
zone.

Two numbers in the column showing depth to the
water table indicate the normal range in depth to a
saturated zone. Depth is given to the nearest half foot.
The first numeral in the range indicates the highest
water level. A plus sign preceding the range in depth
indicates that the water table is above the surface of
the soil. “More than 6.0” indicates that the water table
is below a depth of 6 feet or that it is within a depth of
6 feet for less than a month.

RIisk of corrosion pertains to potential soil-induced
electrochemical or chemical action that dissolves or
weakens uncoated steel or concrete. The rate of
corrosion of uncoated steel is related to such factors
as soil moisture, particle-size distribution, acidity, and
electrical conductivity of the soil. The rate of corrosion
of concrete is based mainly on the sulfate and sodium
content, texture, moisture content, and acidity of the
soil. Special site examination and design may be
needed if the combination of factors results in a severe
hazard of corrosion. The steel in installations that
intersect soil boundaries or soil layers is more
susceptible to corrosion than steel in installations that
are entirely within one kind of soil or within one soil
layer.

For uncoated steel, the risk of corrosion, expressed
as low, moderate, or high, is based on soil drainage
class, total acidity, electrical resistivity near field
capacity, and electrical conductivity of the saturation
extract.

For concrete, the risk of corrosion is also expressed
as low, moderate, or high. It is based on soil texture,
acidity, and amount of sulfates in the saturation
extract.

Soil Survey

Soil Fertility Levels

Dr. J. L. Kovar and Dr.W. H. Hudnall, Department of Agronomy,
Louisiana Agricultural Experiment Station, Louisiana State
University Agricultural Center, prepared this section.

This section contains information on both the
environmental factors and the physical and chemical
properties of the soils that affect their potential for crop
production. It also lists the analytical methods that
were used to determine the chemical properties of the
sampled soils.

Factors Affecting Crop Production

Crop composition and yield are a function of many
environmental, plant, and soil factors.

Environmental factors:

* Light—intensity and duration

» Temperature—air and soil

* Precipitation—distribution and amount

» Atmospheric carbon dioxide concentration

Plant factors (species and hybrid specific):
 Rate of nutrient and water uptake
» Rate of growth and related plant functions

Soil factors—physical properties:
* Distribution—texture

e Structure

» Surface area

» Bulk density

» Water retention and flow

» Aeration

Soil factors—chemical properties and soil fertility:

» Quantity factor. This describes the concentration of a
nutrient ion absorbed or held in exchangeable form on
the solid phase of the soil. This form of nutrient ion
also is available for plant intake.

* Intensity factor. This describes the concentration of a
nutrient ion in soil solution. Since plant roots absorb
nutrients directly from soil solution, this factor
guantifies the amount of a nutrient element
immediately available for uptake.

» Quantity/Intensity Relationship Factor. This describes
the relationship between the quantity and intensity
factors and is sometimes called the buffer power. As
the plant root absorbs nutrients from soil solution, the
concentration in solution is replenished by ions from
the solid phase. If two soils have identical intensity
factors, the soil with the greater quantity factor will
provide more nutrients during the growing season,
since it will be able to maintain the intensity factor
level for a longer period.
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» Replenishment factor. This describes the rate of
replenishment of the available supply of nutrients in the
solid and solution phases by weathering reactions,
fertilizer additions, and transport by mass flow and
diffusion.

These factors are interdependent. The magnitude of
the factors and the interactions among them control
crop response. The relative importance of each factor
changes from soil to soil, crop to crop, and
environment to environment. The soil factors are only
part of the overall system.

The goal of soil testing is to provide information for
a soil and crop management program that establishes
and maintains optimum levels and balance of the
essential elements in soil for crop and animal nutrition
and that protects the environment against the buildup
of potentially toxic levels of essential and nonessential
elements. Current soil tests attempt to measure the
available supply of one or more nutrients in the plow
layer. The available supply consists of nutrients
characterized by both the intensity and quantity
factors. Where crop production is clearly limited by
available supply of one or more nutrients, existing soil
tests can generally diagnose the problem and reliable
recommendations to correct the problem can be made.
Soil management systems generally are based on
physical and chemical alteration of the plow layer.
Characteristics of this layer can vary from one location
to another, depending upon management practices and
soil use.

Subsurface horizons are less subject to change or
change very slowly as a result of alteration of the plow
layer. These horizons reflect the soil's inherent ability to
supply nutrients to plant roots and to provide a
favorable environment for root growth. If soil fertility
recommendations based on current soil tests are
followed, major fertility problems in the plow layer are
normally corrected. Crop production is then limited by
crop and environmental factors, physical properties of
the plow layer, and physical and chemical properties of
the subsaoil.

Chemical Analysis Methods

Information on the available nutrient supply in the
subsoil allows evaluation of the natural fertility levels
of the soil. Soil profiles were sampled during the soil
survey and analyzed for soil reaction; organic matter
content; extractable phosphorus; exchangeable cations
of calcium, magnesium, potassium, sodium,
aluminum, and hydrogen; total acidity; and cation-
exchange capacity. The results are summarized in

More detailed information on chemical

analysis of soils is available (Adams, 1984;
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Black, 1968; Bray and Kuntz, 1945; Brupbacker and
others, 1970; Khasawneh, 1980; Kilmer, Younts, and
Brady, 1968; Mehlich, 1953; Munson, 1985; Olsen,
Cole, Watanake, and Dean, 1954; Stevenson, 1982a
and 1982b; USDA, 1984; Walsh and Beaton, 1973).The
methods used in obtaining the data are indicated in the
list that follows. The codes in parentheses refer to
published methods (USDA, 1984).

Reaction (pH)—1:1 soil/water solution (8Cla).

Organic matter—acid-dichromate oxidation (6Ala).

Extractable phosphorus—Bray 2 extractant (0.03 molar
ammonium fluoride-0.1 molar hydrochloric acid).

Exchangeable cations—pH 7, 1 molar ammonium
acetate-calcium (6N2), magnesium (602),
potassium (6Q2), sodium (6P2).

Exchangeable aluminum and hydrogen—1 molar
potassium chloride (6G2).

Total acidity—pH 8.2, barium chloride-triethanolamine
(6H1a).

Effective cation-exchange capacity—sum of bases
plus exchangeable aluminum and hydrogen (5A3b).

Sum cation-exchange capacity—sum of bases plus
total acidity (5A3a).

Base saturation—sum of cations/sum cation-exchange
capacity (5C3).

Exchangeable sodium percentage—exchangeable
sodium/sum cation-exchange capacity.

Aluminum saturation—exchangeable aluminum/
effective cation-exchange capacity.

Characteristics of Soil Fertility

In general, four major types of nutrient distribution in
soils of Louisiana can be identified. The first type
includes soils that have relatively high levels of
available nutrients throughout the profile. This type
reflects the relatively high fertility status of the parent
material from which soils developed and a relatively
young age or a less intense degree of weathering of
the soil profile. The Buxin and Moreland soils in
Bienville Parish are in this group.

The second type includes soils that have relatively
low levels of available nutrients in the surface layer,
but generally have increasing levels with depth through
the soil profile. These soils have relatively fertile parent
material but are older soils that have been subjected
either to weathering over a longer period of time or to
more intense weathering. If the levels of available
nutrients in the surface layer are low, crops may exhibit
deficiency symptoms early in the growing season.
Deficiency symptoms often disappear if crop roots are
able to penetrate to the more fertile subsoil as the
growing season progresses. The majority of the soils in
Bienville Parish are in this group.
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The third type includes soils that have adequate or
relatively high levels of available nutrients in the
surface layer but have relatively low levels in the
subsoil. Such soils developed from low fertility parent
material, or they are older soils that have been
subjected to more intense weathering over a longer
period of time. The higher nutrient levels in the surface
layer generally a result of fertilization in agricultural
soils or biocycling in undisturbed soils. Soils such as
the Boykin, Briley, and McLaurin soils are in this
group.

The fourth type includes soils that have relatively
low levels of available nutrients throughout the soil
profile. These soils developed from low fertility parent
material, or they are older soils that have been
subjected to intense weathering over a long period of
time. Neither fertilization nor biocycling has contributed
to nutrient levels in the surface layer of these soils.
Betis soils are in this group.

Soil reaction and acidity, organic matter content,
sodium content, and cation-exchange capacity also
can provide evidence of the general nutrient distribution
patterns in soils. Distribution patterns are the result of
the interactions of parent material, weathering
(climate), time, and to a lesser extent organisms and
topography.

Nitrogen. Generally, over 90 percent of the nitrogen
in the surface layer is in the form of organic nitrogen.
Most of the nitrogen in the subsoll is in the form of
fixed ammonium nitrogen. These forms of nitrogen are
unavailable for plant uptake, but they can be converted
to readily available ammonium and nitrate species.

Nitrogen generally is the most limiting nutrient
element in crop production, because of high plant
demand. In most cases, nitrogen fertilizer
recommendations are based on the nitrogen
requirement of the crop, rather than nitrogen soil test
levels, because no reliable nitrogen soil tests have
been developed for Louisiana soils.

Information on the nitrogen fertility status of a soll
can be obtained by measuring several soil nitrogen
parameters. These include the amount of readily
available ammonium and nitrate nitrogen in the soil, the
amount of organic nitrogen, the rate of mineralization of
organic nitrogen to available forms of inorganic
nitrogen, and the rate of conversion of fixed ammonium
nitrogen to available forms of nitrogen. Unfortunately,
since the amounts and rates of transformation of the
various forms of nitrogen in the soils of Bienville Parish
have not been determined, no assessment of the
nitrogen fertility status for these soils can be given.
However, fertilizer nitrogen recommendations obtained
from the Louisiana Cooperative Extension Service may
be used to determine application rates.

Soil Survey

Phosphorus. Phosphorus exists in soils as
inorganic phosphorus in soil solution; as discrete
minerals, such as hydroxyapatite, variscite, and
strengite; as occluded or coprecipitated phosphorus
in other minerals; as phosphorus retained on the
surfaces of minerals, such as carbonates, metal
oxides, and layer silicates; and in organic
compounds. Soil solution concentrations of
phosphorus are generally low. Since plant roots
obtain almost all phosphorus from the soil solution,
phosphorus uptake depends on the ability of the soil
solid phase phosphorus to maintain phosphorus
concentration in soil solution. Soil test procedures
generally attempt to measure soil solution
phosphorus, plus the readily available solid phase
phosphorus that buffers the solution phase
concentration.

The Bray 2 (Bray and Kuntz, 1945) extractant tends
to extract more phosphorus than the commonly used
Bray 1 (Bray and Kuntz, 1945), Mehlich 1 (Mehlich,
1953), and Olsen (Olsen, Cole, Watanake, and Dean,
1954) extractants. The Bray 2 extractant provides an
estimate of both the readily available and slowly
available supply of phosphorus in soils. The Bray 2
extractable phosphorus content of most of the soils in
Bienville Parish is uniformly low throughout the soil
profile except where addition of fertilizer phosphorus
has raised the level of extractable phosphorus in the
surface layer. Exceptions are the Buxin and Moreland
soils, which are medium or high in extractable
phosphorus content throughout the profile. Low levels
of available phosphorus are a limiting factor in crop
production. Continual addition of fertilizer phosphorus
to such soils is needed to build up and maintain
adequate levels of available phosphorus for sustained
crop production.

Potassium. Potassium exists in four major forms in
soils. These are soil solution potassium, exchangeable
potassium associated with negatively charged sites on
clay mineral surfaces, nonexchangeable potassium
trapped between clay mineral interlayers, and structural
potassium within the crystal lattice of minerals.
Exchangeable potassium in soils can be replaced by
other cations and is generally readily available for plant
uptake. To become available to plants,
nonexchangeable potassium and structural potassium
must be converted to exchangeable potassium through
weathering reactions.

The content of exchangeable potassium in soils is
an estimate of the supply available to plants. The
available supply of potassium in the soils in Bienville
Parish is very low or low throughout the soil profile. Low
exchangeable potassium levels indicate a general lack
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of micaceous minerals, which are a source of
exchangeable potassium during weathering.

Crops respond to fertilizer potassium if
exchangeable potassium levels are very low or low.
Low levels gradually can be built up adding fertilizer
potassium to soils that contain a sufficient amount of
clay to hold the potassium. Exchangeable potassium
levels can be maintained by adding enough fertilizer
potassium to account for crop removal, fixation of
exchangeable potassium to nonexchangeable
potassium, and leaching losses. The soils in Bienville
Parish that have a sandier texture, such as Betis,
Boykin, and Briley soils, do not have a sufficient
amount of clay to hold the potassium; therefore, they
do not have a sulfficiently high cation-exchange
capacity to maintain adequate quantities of available
potassium for sustained crop production. More frequent
additions of potassium are needed to balance losses of
potassium by leaching in these soils.

Magnesium. Magnesium exists in soil solution, as
exchangeable magnesium associated with negatively
charged sites on clay mineral surfaces, and as
structural magnesium in mineral crystal lattices.
Solution and exchangeable magnesium generally are
readily available for plant uptake, whereas structural
magnesium must be converted to exchangeable
magnesium during mineral weathering reactions.

According to soil test interpretation guidelines, the
exchangeable magnesium content of the soils in
Bienville Parish is low, medium, or high, depending
upon soil texture. Low exchangeable magnesium levels
are found throughout most of the soil profile in such
soils as Betis, Boykin, and Briley soils. The Forbing,
Mahan, and Sawyer soils have low levels in the upper
part of the profile and medium or high levels in the
lower part. Variable levels throughout the profile are
evident in the Beauregard soils. Higher levels of
exchangeable magnesium in certain soil horizons are
generally associated with higher clay content in those
horizons.

The levels of exchangeable magnesium in most of
the soils in Bienville Parish are more than adequate for
crop production, especially where the plant roots can
exploit the high levels found in the subsoil. Because
magnesium deficiencies in plants are normally rare,
fertilizer sources of magnesium are generally not
needed for crop production.

Calcium. Calcium exists in soil solution, as
exchangeable calcium associated with negatively
charged sites on clay mineral surfaces, and as
structural calcium in mineral crystal lattices.
Exchangeable calcium generally is available for plant
intake while structural calcium is not.

Calcium deficiencies in plants are extremely rare.
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Calcium is normally added to soils from liming
materials used to correct problems associated with soil
acidity.

Some soils in Bienville Parish, such as Forbing
and Oktibbeha soils, have low levels in the upper part
of the profile and medium or high levels in the lower
part. Still other soils, such as Bellwood and Sawyer
soils, have variable levels throughout the soil profile.
The higher levels of exchangeable calcium in the
surface layer are normally associated with a higher
soil reaction than in the subsoil and are probably the
result of applications of lime to control soil acidity.
Higher exchangeable calcium levels in the subsoil
than in the surface layer generally are associated
with a higher clay content in the subsoil.

Calcium is normally the most abundant
exchangeable cation in soils; however, the
exchangeable magnesium levels in the subsoil of the
Beauregard, Bellwood, Bowie, Briley, Darley, Dubach,
Mahan, Sacul, and Shatta soils are greater than the
exchangeable calcium levels. In the other soils in the
parish, exchangeable calcium levels are greater than,
or about the same as, the exchangeable magnesium
levels.

Organic matter. The organic matter content of a soil
greatly influences other soil properties. High organic
matter content in mineral soils is desirable, while low
organic matter content can lead to many problems.
Increasing the organic matter content can greatly
improve the soil’s structure, drainage, and other
physical properties. It can also increase the moisture-
holding capacity, cation-exchange capacity, and
nitrogen content.

Increasing the organic matter content is very
difficult, because organic matter is continually subject
to microbial degradation. This is especially true in
Louisiana where higher soil temperatures and water
content increase microbial activity. The rate of organic
matter degradation in native plant communities is
balanced by the rate of input of fresh material.
Disruption of this natural process can lead to a decline
in the organic matter content of the soil. Unsound
management practices lead to a further decrease in
organic matter content.

If no degradation of organic matter occurs, 10 tons
of organic matter addition will raise the organic matter
content in the upper 6 inches of soil by just 1 percent.
Since breakdown of organic matter does occur in the
soil, addition of large amounts of organic matter to the
soil are needed over a period of several decades to
produce a small increase in the organic matter content.
Conservation tillage and use of cover crops slowly
increase the organic matter content over time, or at
least prevent further declines.
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The organic matter content of most of the soils of
Bienville Parish is low. It decreases sharply with depth
because fresh inputs of organic matter are confined to
the surface layer. These low levels reflect the high
rate of organic matter degradation, erosion, and use
of cultural practices that make maintenance of
organic matter at higher levels difficult.

Sodium. Sodium exists in soil solution, as
exchangeable sodium associated with negatively
charged sites on clay mineral surfaces, and as
structural sodium in mineral crystal lattices. Because
sodium is readily soluble and is generally not strongly
retained by soils, well drained soils subjected to
moderate or high rainfall do not normally have
significant amounts of sodium. Soils in low rainfall
environments, soils that have restricted drainage in the
subsoil, and soils of the coastal marsh may have
significant amounts of sodium. High levels of
exchangeable sodium in soils are associated with
undesirable physical properties, such as poor
structure, slow permeability, and restricted drainage.

Levels of exchangeable sodium that make up more
than 6 percent of the sum of the effective cation-
exchange capacity in the rooting depth of summer
annuals can create undesirable physical properties in
soils, such as crusting of the surface, dispersion of
soil particles, low water infiltration rates, and low
hydraulic conductivity. None of the soils in Bienville
Parish has higher than normal levels of exchangeable
sodium.

Exchangeable aluminum and hydrogen, pH, and
exchangeable and total acidity. The pH of the soil
solution in contact with the soil affects other soil
properties. Soil pH is an intensity factor rather than a
guantity factor. The lower the pH, the more acidic the
soil. Soil pH controls the availability of essential and
nonessential elements by controlling mineral solubility,
ion exchange, and absorption-desorption reactions at
the surfaces of the soil minerals and organic matter.
The pH also affects microbial activity.

Aluminum exists in soils as exchangeable polymeric
hydrolysis species, aluminum oxides, and
aluminosilicate minerals. Exchangeable aluminum in
soils is determined by extraction with neutral salts,
such as potassium chloride or barium chloride. The
exchangeable aluminum in soils is directly related to
pH. If the pH is less than 5.5, the soils have significant
amounts of exchangeable aluminum that has a charge
of plus 3. The species of aluminum is toxic to plants.
The toxic effects of aluminum on plant growth can be
alleviated by adding lime to the soil to convert
exchangeable aluminum to nonexchangeable polymeric
hydrolysis species. High levels of organic matter can
also alleviate aluminum toxicity.

Soil Survey

Sources of exchangeable hydrogen in soils include
hydrolysis of exchangeable and nonexchangeable
aluminum and pH-dependent exchange sites on metal
oxides, certain layer silicates, and organic matter.
Exchangeable hydrogen, as determined by extraction
with such neutral salts as potassium chloride, is
normally not a major component of soil acidity.
Exchangeable hydrogen is not readily replaced by
other cations unless accompanied by a neutralization
reaction. Most of the neutral salt exchangeable
hydrogen in soils apparently comes from aluminum
hydrolysis.

Acidity from hydrolysis of neutral salt exchangeable
aluminum plus neutral salt exchangeable hydrogen
from pH-dependent exchange sites makes up the
exchangeable acidity in soils. Exchangeable acidity is
determined by the pH of the soil. Titratable acidity is
the amount of acidity neutralized to a selected pH,
generally pH 7 or 8.2, and constitutes the total
potential acidity of a soil. All sources of soil acidity,
including hydrolysis of monomeric and polymeric
aluminum species and hydrogen from pH-dependent
exchange sites on metal oxides, layer silicates, and
organic matter, contribute to the total potential acidity.
Total potential acidity in soils is determined by titration
with base or incubation with lime; extraction with a
buffered extractant followed by titration of the buffered
extractant (pH 8.2, barium chloride-triethanolamine
method); or equilibration with buffers followed by
estimation of acidity from changes in buffer pH.

Most soils of Bienville Parish have a low pH, contain
significant quantities of exchangeable aluminum, and
have high levels of total acidity in many of the soil
horizons. Examples are Beauregard, Bellwood, Bowie,
Briley, Darley, Dubach, Kolin, Mahan, Malbis, Sacul,
Shatta, and Sawyer soils. The high levels of
exchangeable aluminum are a major limiting factor in
crop production. High levels of exchangeable aluminum
in the surface layer of the soils can be reduced by
adding lime. No economical methods are presently
available to neutralize soil acidity at depth. Some
reduction of exchangeable aluminum levels at depth
can be achieved by applying gypsum so that the
calcium leaches through the soil and replaces the
exchangeable aluminum.

Cation-exchange capacity. The cation-exchange
capacity is a measure of the amount of nutrient and
non-nutrient cations a soil can hold in an exchangeable
form. The cation-exchange capacity depends on the
number of negatively charged sites, both permanent
and pH-dependent, present in the soil. Permanent
charge cation-exchange sites occur because a net
negative charge develops on mineral surface from
substitution of ions within the crystal lattice. A negative
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charge developed from ionization of surface hydroxyl
groups on minerals and organic matter produces pH-
dependent cation-exchange sites.

Methods for determining cation-exchange capacity
are available and can be classified as one of two
types. These include methods that use unbuffered
salts to measure the cation-exchange capacity at the
pH of the soil and methods that use buffered salts to
measure the cation-exchange capacity at a specific
pH. These methods produce different results since
buffered salt methods include only a part of the pH-
dependent cation-exchange capacity up to the pH of
the buffer, pH 7 and 8.2. Errors in the saturation,
washing, and replacement steps can also cause
different results.

The effective cation-exchange capacity is the sum
of exchangeable bases, which includes calcium,
magnesium, potassium, and sodium. Effective cation-
exchange capacity is determined by extraction with 1
molar ammonium acetate at pH 7, plus the sum of
neutral salt-exchangeable aluminum and hydrogen
(exchangeable acidity). The sum cation-exchange
capacity is the sum exchangeable bases, plus the total
acidity determined by extraction with pH 8.2, barium
chloride-triethanolamine. The effective-cation exchange
capacity is generally less than the sum cation-
exchange capacity and includes only that part of the
pH-dependent cation-exchange capacity that is
determined by exchange of hydrogen with a neutral
salt. The sum cation-exchange capacity includes all of
the pH-dependent cation-exchange capacity up to pH
8.2. If a sail contains no pH-dependent exchange sites,
or the pH of the soil is about 8.2, the effective and sum
cation-exchange capacity will be about the same. The
larger the cation-exchange capacity, the larger the
capacity to store nutrient cation.

The pH-dependent charge is a significant source of
the cation-exchange capacity in most of the soils in
Bienville Parish. Since the pH-exchange cation-
exchange capacity increases with pH, cation-exchange
capacity of many of the soils can be increased by
adding lime. This would result in a greater storage
capacity for nutrient cations, such as potassium,
magnesium, and calcium.

Physical and Chemical Analyses of
Selected Soils

The results of physical analysis of several typical
pedons in the survey area are given inftable 17|and the

139

results of chemical analysis in[table 18/ The data are
for soils sampled at carefully selected sites. Unless
otherwise indicated, the pedons are typical of the
series. They are described in the section “Soil Series
and Their Morphology.” Soil samples were analyzed by
the Soil Characterization Laboratory, Louisiana
Agricultural Experiment Station.

Most determinations, except those for grain-size
analysis and bulk density, were made on soil material
smaller than 2 millimeters in diameter. Measurements
reported as percent or quantity of unit weight were
calculated on an ovendry basis. The methods used in
obtaining the data are indicated in the list that follows.
The codes in parentheses refer to published methods
(USDA 1996).

Sand—(0.05-2.0 mm fraction) weight percentages of
material less than 2 mm (3A1).

Silt—(0.002-0.05 mm fraction) pipette extraction,
weight percentages of all material less than 2 mm
(3A1).

Clay—(fraction less than 0.002 mm) pipette extraction,
weight percentages of material less than 2 mm
(3A1).

Water retained—pressure extraction, percentage of
ovendry weight of less than 2 mm material; /s or
Y10 bar (4B1), 15 bars (4B2).

Water-retention difference—between /s bar and 15 bars
for whole soil (4C1).

Field moist bulk density—of less than 75 mm material,
saran-coated clods (4A3a), /s bar (4A1d), and
ovendry (4A1h).

Organic carbon—wet combustion. Walkley-Black
modified acid-dichromate, ferric sulfate titration
(6A1c).

Extractable cations—ammonium acetate pH 7.0,
atomic absorption; calcium (6N2e), magnesium
(602d), sodium (6P2b), potassium (6Q2b).

Extractable acidity—barium chloride-triethanolamine IV
(6H5a).

Cation-exchange capacity—ammonium acetate, pH
7.0, steam distillation (5A8b).

Base saturation—ammonium acetate, pH 7.0 (5C1).

Reaction (pH)—1:1 water dilution (8C1f).

Reaction (pH)—potassium chloride (8C1g).

Reaction (pH)—calcium chloride (8C1f).

Aluminum—potassium chloride extraction (6G9).

Aluminum—acid oxalate extraction (6G12).

Iron—acid oxalate extraction (6C9a).

Extractable phosphorus—Bray P-1 (6S3).
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Classification of the Soils

The system of soil classification used by the
National Cooperative Soil Survey has six categories
(USDA, 1999). Beginning with the broadest, these
categories are the order, suborder, great group,
subgroup, family, and series. Classification is based
on soil properties observed in the field or inferred
from those observations or on laboratory
measurements.|Table 19 shows the classification of
the soils in the survey area. The categories are
defined in the following paragraphs.

ORDER. Eleven soil orders are recognized. The
differences among orders reflect the dominant soil-
forming processes and the degree of soil formation.
Each order is identified by a word ending in sol. An
example is Ultisols.

SUBORDER. Each order is divided into suborders,
primarily on the basis of properties that influence soil
genesis and are important to plant growth or
properties that reflect the most important variables
within the orders. The last syllable in the name of a
suborder indicates the order. An example is Udult
(Ud, meaning humid, plus ult, from Ultisol).

GREAT GROUP. Each suborder is divided into
great groups on the basis of close similarities in kind,
arrangement, and degree of development of
pedogenic horizons; soil moisture and temperature
regimes; and base status. Each great group is
identified by the name of a suborder and by a prefix
that indicates a property of the soil. An example is
Hapludults (Hapl, meaning minimal horizonation, plus
udult, the suborder of the Ultisols that has an udic
moisture regime).

SUBGROUP. Each great group has a typic
subgroup. Other subgroups are intergrades or
extragrades. The typic is the central concept of the
great group; it is not necessarily the most extensive.
Intergrades are transitions to other orders,
suborders, or great groups. Extragrades have some
properties that are not representative of the great
group but do not indicate transitions to any other
known kind of soil. Each subgroup is identified by one
or more adjectives preceding the name of the great
group. The adjective Typic identifies the subgroup that
typifies the great group. An example is Typic
Hapludults.

FAMILY. Families are established within a
subgroup on the basis of physical and chemical
properties and other characteristics that affect
management. Generally, the properties are those of
horizons below plow depth where there is much
biological activity. Among the properties and
characteristics considered are particle-size class,
mineral content, temperature regime, depth of the
root zone, consistence, moisture equivalent, slope,
and permanent cracks. A family name consists of the
name of a subgroup preceded by terms that indicate
soil properties. An example is clayey, kaolinitic,
thermic, Typic Hapludults.

SERIES. The series consists of soils that have
similar horizons in their profile. The horizons are
similar in color, texture, structure, reaction,
consistence, mineral and chemical composition, and
arrangement in the profile. There can be some
variation in the texture of the surface layer or of the
substratum within a series. An example is the Darley
series, which is a member of the clayey, kaolinitic,
thermic Typic Hapludults.

Soil Series and Their Morphology

In this section, each soil series recognized in the
survey area is described. The descriptions are
arranged in alphabetic order.

Characteristics of the soil and the material in
which it formed are identified for each series. The soll
is compared with similar soils and with nearby soils
of other series. A pedon, a small three-dimensional
area of soil, that is typical of the series in the survey
area is described. The detailed description of each
soil horizon follows standards in the “Soil Survey
Manual” (USDA, 1993). Many of the technical terms
used in the descriptions are defined in “Soil
Taxonomy” (USDA, 1999) and in “Keys to Soll
Taxonomy” (USDA, 1996a). Unless otherwise stated,
colors in the descriptions are for moist soil. Following
the pedon description is the range of important
characteristics of the soils in the series.

The map units of each soil series are described in
the section[“Detailed Soil Map Units.” |
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Beauregard Series

Depth class: Very deep

Drainage class: Moderately well drained

Permeability: Slow

Landscape: Coastal plain

Landform: Uplands

Parent material: Coastal plain sediments from
Pleistocene age loamy marine deposits

Slope range: 1 to 3 percent

Taxonomic classification: Fine-silty, siliceous,
thermic Plinthaquic Paleudults

Commonly associated soils: Kolin, Malbis, and Shatta

* Kolin soils are in similar landscape positions as the
Beauregard soil and have a subsoil that is clayey in
the lower part

» Malbis and Shatta soils are at a higher elevation
than the Beauregard soil; Malbis soils are fine-loamy;
and Shatta soils have a fragipan in the lower part of
the subsoll

Typical Pedon

Beauregard silt loam, 1 to 3 percent slopes, in
woodland; about 1.8 miles north of the community of
Lucky on Louisiana State Highway 9; 0.3 mile east on
a woodland road, then 50 feet north of the road,;
NWY:SWYs sec. 15, T. 15 N., R. 6 W.; latitude

32 degrees 17 minutes, 03 seconds N.; longitude

92 degrees 58 minutes 48 seconds W.; Bienville
Quadrangle, Louisiana:

A—-O0 to 4 inches; dark grayish brown (10YR 4/2) silt
loam; weak fine subangular blocky structure;
very friable; many very fine and fine roots;
moderately acid; clear smooth boundary.

E—4 to 10 inches; dark yellowish brown (10YR 4/4)
silt loam; weak fine subangular blocky structure;
friable; common fine and few medium roots;
strongly acid; clear wavy boundary.

BE—10 to 14 inches; yellowish brown (10YR 5/4) silt
loam; common medium faint dark yellowish
brown (10YR 4/4) masses of iron accumulation;
weak medium subangular blocky structure;
friable; common fine and medium roots; strongly
acid; gradual wavy boundary.

Bt—14 to 21 inches; yellowish brown (10YR 5/6) silt
loam; common medium distinct brown (7.5YR
5/4) and pale brown (10YR 6/3) iron depletions;
weak medium subangular blocky structure;
friable; common fine and few medium roots; few
faint clay films on faces of peds; few fine and
medium iron-manganese concretions; strongly
acid; clear wavy boundary.

Btvl—21 to 32 inches; yellowish brown (10YR 5/6)
silty clay loam; common medium prominent

Soil Survey

yellowish red (5YR 5/6) masses of iron
accumulation; common medium distinct light
brownish gray (10YR 6/2) and pale brown (10YR
6/3) iron depletions; moderate medium
subangular blocky structure; friable; few fine
roots; few faint clay films on faces of peds;
common fine iron-manganese concretions; about
6 percent nonindurated plinthite that is yellowish
brown (10YR 5/6) with pink (5YR 7/4) and red
(2.5YR 5/6) centers; strongly acid; clear wavy
boundary.

Btv2—32 to 43 inches; yellowish brown (10YR 5/6)
silty clay loam; common fine prominent red
(2.5YR 5/8) and common medium prominent
yellowish red (5YR 5/6) masses of iron
accumulation; common coarse distinct light
brownish gray (10YR 6/2) iron depletions;
moderate medium subangular blocky structure;
friable; few fine roots; few faint clay films on faces
of peds; about 7 percent plinthite nodules;
common fine brittle masses; strongly acid; clear
wavy boundary.

Btgv—43 to 62 inches; light brownish gray (10YR 6/2)
silty clay loam; common coarse distinct yellowish
brown (10YR 5/6) and common medium
prominent strong brown (7.5YR 5/8) masses of
iron accumulation; moderate medium subangular
blocky structure; friable; few faint clay films on
faces of peds; about 5 percent plinthite; very
strongly acid.

Range in Characteristics

Solum thickness: 50 to more than 80 inches

Clay content in the control section: 18 to 32 percent

Redoximorphic features: Iron depletions with chroma
of 1 or 2 beginning at 12 to 30 inches from the
surface; iron accumulations beginning at 2 to 18
inches from the surface

Other distinctive soil features: Layers that contain 5
to 30 percent plinthite at 20 to 40 inches from the
surface

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Strongly acid to slightly acid (A and E);
very strongly acid or moderately acid (underlying
horizons)

A or Ap horizon:
Color—hue of 10YR, value of 3 to 5, and chroma
of 1to 3
Redoximorphic features—none
Texture—silt loam
Other features—none
Thickness—2 to 5 inches
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E and BE horizons:

Color—hue of 10YR, value of 4 to 6, and chroma
of2to 4

Redoximorphic features—none to common iron
accumulations in shades of brown

Texture—very fine sandy loam or silt loam

Other features—none

Thickness—O0 to 12 inches

Bt horizon:

Color—hue of 10YR, value of 4 to 6, and chroma
of 3,4,0r6

Redoximorphic features—iron accumulations in
shades of red and brown; iron depletions in
shades of gray

Texture—silt loam or silty clay loam

Other features—none

Btv horizon:

Color—hue of 10YR, value of 4 to 6, and chroma
of 3,4,0r6

Redoximorphic features—iron accumulations in
shades of red and brown; iron depletions in
shades of gray

Texture—silt loam or silty clay loam

Other features—5 to 30 percent plinthite

Btgv horizon:

Color—hue of 10YR or 2.5Y, value of 5 to 7, and
chroma of 1 or 2

Redoximorphic features—iron accumulations in
shades of red and brown; iron depletions in
shades of gray

Texture—silt loam or silty clay loam

Other features—5 to 30 percent plinthite

Cg horizon (where present):

Color—variegated in shades of gray, red, and
brown

Redoximorphic features—iron accumulations in
shades of red and brown; iron depletions in
shades of gray

Texture—silt loam, silty clay loam, or silty clay

Other features—none

Bellwood Series

Depth class: Very deep

Drainage class: Somewhat poorly drained

Permeability: Slow

Landscape: Coastal plain

Landform: Uplands

Parent material: Coastal plain sediments from
Tertiary age loamy and clayey marine deposits

Slope range: 1 to 15 percent
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Taxonomic classification: Very-fine, montmorillonitic,
thermic Aquentic Chromuderts

Commonly associated soils: Bowie, Guyton, Metcalf,
Natchitoches, Oktibbeha, Sacul, and Sawyer

» Bowie and Sacul soils are at a higher elevation than

the Bellwood soil; Bowie soils are fine-loamy; and

Sacul soils contain less clay in the upper part of the

subsoil

» Guyton soils are on narrow flood plains and are

loamy throughout

» Metcalf, Natchitoches, and Sawyer soils are at a

slightly lower elevation than the Bellwood soil;

Metcalf and Sawyer soils are fine-silty and have a

subsoil that is clayey in the lower part; and

Natchitoches soils contain more than 5 percent

glauconitic sand

» Oktibbeha soils are at a slightly higher elevation

than the Bellwood soil and have an alkaline

substratum

Typical Pedon

Bellwood silt loam, 1 to 5 percent slopes, in
woodland; about 1.3 miles west of the town of Mount
Olive on Highway 155; 0.8 mile south on Parish
Road 789, then 150 feet east of the road; SW/sNE/4
sec. 1, T. 15 N., R. 5 W.; latitude 32 degrees

17 minutes 03 seconds N.; longitude 92 degrees

49 minutes 48 seconds W.; Mount Olive Quadrangle,
Louisiana:

A—oO0 to 3 inches; dark grayish brown (10YR 4/2) silt
loam; weak fine subangular blocky structure;
friable; common fine and few medium roots; very
strongly acid; clear wavy boundary.

Bw1—3 to 11 inches; yellowish red (5YR 5/8) clay;
common fine and medium prominent light
brownish gray (10YR 6/2) iron depletions;
moderate medium subangular blocky structure;
firm; common fine and medium roots; shiny
pressure faces on surfaces of peds; very
strongly acid; gradual wavy boundary.

Bw2—11 to 17 inches; red (2.5YR 5/8) clay; common
medium distinct yellowish red (5YR 5/8) masses
of iron accumulation; common medium prominent
light brownish gray (10YR 6/2) iron depletions;
moderate medium subangular blocky structure;
firm; plastic; common fine and medium roots;
common distinct shiny pressure faces on
surfaces of peds; extremely acid; gradual wavy
boundary.

Bss1—17 to 26 inches; variegated red (2.5YR 5/8)
and light gray (10YR 7/2) clay; moderate medium
subangular blocky structure; firm; plastic;
common fine and medium roots; common distinct
pressure faces on surfaces of peds and common
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intersecting slickensides; extremely acid; gradual
wavy boundary.

Bss2—26 to 34 inches; variegated light gray (10YR
7/2) and red (2.5YR 5/8) clay; moderate medium
subangular blocky structure; firm; plastic;
common fine roots; common distinct pressure
faces on surfaces of peds and common
intersecting slickensides; extremely acid; gradual
wavy boundary.

BCssg1l—34 to 44 inches; light gray (10YR 7/2) clay;
common medium distinct dark brown (7.5YR 4/2)
masses of organic accumulation; yellowish brown
(10YR 5/6) masses of iron accumulation;
moderate medium subangular blocky structure;
firm; plastic; few fine roots; common distinct
pressure faces on surfaces of peds and common
intersecting slickensides; extremely acid; gradual
wavy boundary.

BCssg2—44 to 51 inches; light gray (10YR 7/2) clay;
common medium prominent strong brown (7.5YR
5/8) and yellowish red (5YR 5/8) masses of iron
accumulation; common medium distinct dark
brown (7.5YR 4/2) masses of organic
accumulation; moderate medium subangular
blocky structure; firm; plastic; common distinct
pressure faces on surfaces of peds and few
intersecting slickensides; extremely acid; gradual
wavy boundary.

BCg—51 to 65 inches; light brownish gray (2.5Y 6/2)
clay; common medium prominent reddish yellow
(7.5YR 6/8) masses of iron accumulation; dark
brown (7.5YR 4/2) masses of organic
accumulation; moderate medium subangular
blocky structure; firm; plastic; common distinct
pressure faces on surfaces of peds; extremely
acid.

Range in Characteristics

Solum thickness: 50 to more than 80 inches

Clay content in the control section: 60 to 75 percent

Redoximorphic features: Reduced matrix with iron
accumulations beginning at 15 to 40 inches from
the surface

Other distinctive soil features: None

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Extremely acid to strongly acid throughout

A or Ap horizon:
Color—hue of 10YR to 5YR, value of 3 or 4, and
chroma of 1to 4
Redoximorphic features—none
Texture—silt loam
Other features—none
Thickness—1 to 3 inches
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Bw horizon:

Color—hue of 5YR to 10R, value of 4 or 5, and
chroma of 4, 6, or 8

Redoximorphic features—iron accumulations in
shades of brown or red; iron depletions in
shades of gray

Texture—clay or silty clay

Other features—base saturation of 10 to 30
percent

Thickness—4 to 15 inches

Bss horizon:

Color—hue of 5YR to 10R, value of 4 or 5, and
chroma of 4, 6, or 8

Redoximorphic features—few to many iron
accumulations in shades of red and brown are
within a depth of 20 inches; iron depletions in
shades of gray

Texture—clay or silty clay

Other features—intersecting slickensides
throughout the horizon

Thickness—10 to 25 inches

BCssg horizon and Bssg horizon (where present):

Color—hue of 10YR or 2.5Y, value of 5 to 7, and
chroma of 1to 3

Redoximorphic features—iron accumulations in
shades of red or brown; iron depletions in
shades of gray

Texture—clay or silty clay

Other features—intersecting slickensides
throughout the horizon

Thickness—10 to 25 inches

BC or BCg horizon:

Color—hue of 10YR or 2.5Y, value of 5 to 7, and
chroma of 1to 3

Redoximorphic features—iron accumulations in
shades of red or brown; iron depletions in
shades of gray

Texture—clay or silty clay

Other features—none

Thickness—10 to 22 inches

Betis Series

Depth class: Very deep

Drainage class: Somewhat excessively drained

Permeability: Rapid

Landscape: Coastal plain

Landform: Broad interstream divides

Parent material: Coastal plain sediments from
Tertiary age sandy marine deposits

Slope range: 1 to 12 percent
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Taxonomic classification: Sandy, siliceous, thermic
Psammentic Paleudults

Commonly associated soils: Briley, Darden, and
McLaurin

* Briley and Darden soils are at a slightly lower

elevation than the Betis soil; Darden soils are on

terraces along major streams and do not have a well

developed subsoil; and Briley soils have a loamy

subsoil

» McLaurin soils are in similar landscape positions

as the Betis soil and are loamy throughout

Typical Pedon

Betis loamy fine sand |(fig. 7), 1 to 5 percent slopes,
in woodland; about 4.8 miles northwest of Brown on

Parish Road 630; 0.1 mile south on a logging road,
then 100 feet east of the road; SEY4SE*4 sec. 22,
T.14 N., R. 7 W.; latitude 32 degrees 10 minutes
53 seconds N.; longitude 93 degrees 04 minutes
09 seconds W.; Ashland Quadrangle, Louisiana:

A—oO0 to 9 inches; dark grayish brown (10YR 4/2)
loamy fine sand; weak fine granular structure;
very friable; many fine and medium roots;
strongly acid; clear wavy boundary.

E1—9 to 23 inches; brown (10YR 5/3) loamy fine
sand; weak fine granular structure; very friable;
many fine and medium roots; strongly acid; clear
wavy boundary.

E2—23 to 31 inches; yellowish brown (10YR 5/4)
loamy fine sand; weak fine granular structure;
very friable; common fine and medium roots;
strongly acid; gradual wavy boundary.

Bw—31 to 52 inches; strong brown (7.5YR 5/6)
loamy fine sand; few fine distinct yellowish red
(5YR 5/6) masses of iron accumulation; weak
fine and medium granular structure; very friable;
common fine and medium roots; strongly acid;
gradual wavy boundary.

E/Bt—52 to 70 inches; pale brown (10YR 6/3) loamy
fine sand (E) that contains spots, streaks, and
lamellae of yellowish red (5YR 5/6) fine sandy
loam (Bt) /s to %/s inch thick; weak fine and
medium subangular blocky structure; very friable;
few fine and medium roots; lamellae and streaks
contain coated sand grains with some clay
bridging between sand grains; strongly acid.

Range in Characteristics

Solum thickness: More than 80 inches

Clay content in the control section: 2 to 10 percent

Redoximorphic features: None within 80 inches

Other distinctive soil features: None

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface
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Reaction: Very strongly acid to moderately acid
throughout, except where the surface has been
limed

A or Ap horizon:
Color—hue of 10YR or 7.5YR, value of 4 or 5,
and chroma of 2 to 4
Redoximorphic features—none
Texture—loamy fine sand
Other features—none
Thickness—4 to 12 inches

E horizon:
Color—hue of 10YR or 7.5YR, value of 4 or 5,
and chroma of 2 to 4
Redoximorphic features—none
Texture—fine sand or loamy fine sand
Other features—none
Thickness—O0 to 25 inches

Bw horizon:

Color—hue of 10YR or 7.5YR, value of 5, and
chroma of 6 or 8

Redoximorphic features—none

Texture—fine sand or loamy fine sand

Other features—few to many pockets of clean
sand grains

Thickness—12 to 40 inches

E/Bt horizon:

Color—hue of 10YR, value of 5 to 7, and chroma
of 3 or 4 (E); hue of 10YR or 7.5YR, value of 5,
and chroma of 6 or 8 (Bt); or hue of 5YR, value
of 4 or 5, and chroma of 6 or 8 (Bt)

Redoximorphic features—none

Texture—fine sand or loamy fine sand (E); loamy
fine sand or fine sandy loam (Bt)

Other features—series of lamellae with a
combined thickness of more than 6 inches
within a depth of 80 inches (Bt)

Thickness—12 to 40 inches

Bt horizon (where present):
Color—hue of 10YR or 7.5YR, value of 5, and
chroma of 6 or 8
Redoximorphic features—none
Texture—loamy fine sand
Other features—none

Bienville Series

Depth class: Very deep

Drainage class: Somewhat excessively drained
Permeability: Moderately rapid

Landscape: Coastal plain

Landform: Stream terraces
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Parent material: Sandy alluvium from rivers and
streams

Slope range: 1 to 5 percent

Taxonomic classification: Sandy, siliceous, thermic
Psammentic Paleudalfs

Commonly associated soils: Cahaba, Darden,
Gurdon, and Guyton

» Cahaba and Gurdon soils are at a slightly higher

elevation than the Bienville soil; Cahaba soils are

fine-loamy; and Gurdon soils are coarse-silty

» Darden soils are in positions similar to those of the

Bienville soil and do not have a well developed

subsoil

» Guyton soils are fine-silty and are on flood plains

and in low positions on low terraces

Typical Pedon

Bienville loamy fine sand, 1 to 5 percent slopes, in an
open field; 7 miles south of Friendship on Louisiana
State Highway 501; 0.6 mile east on a farm access
road; 175 yards east of house in the southeast corner
of an open field; NEY/sSE4 sec. 36, T. 14 N., R.5 W.;
latitude 32 degrees 09 minutes 15 seconds N.;
longitude 92 degrees 50 minutes 05 seconds W.;
Danville Quadrangle, Louisiana:

Ap—oO0 to 7 inches; dark grayish brown (10YR 4/2)
loamy fine sand; weak fine granular structure;
very friable; slightly acid; abrupt smooth
boundary.

E—7 to 20 inches; brown (7.5YR 5/4) loamy fine
sand; massive; very friable; moderately acid;
clear wavy boundary.

Bt/E—20 to 48 inches; strong brown (7.5YR 5/6)
loamy fine sand (Bt); common streaks and spots
of very pale brown (10YR 7/3) uncoated sand
grains (E); weak medium subangular blocky
structure; very friable; moderately acid; clear
wavy boundary.

Bt—48 to 72 inches; brown (7.5YR 5/4) loamy fine
sand; common medium and coarse dark
yellowish brown (10YR 4/4) spots of finer
material; common medium pale brown (10YR 6/3)
spots of uncoated sand grains; weak medium
blocky structure; very friable; few sand grains
coated and bridged with clay; moderately acid.

Range in Characteristics

Solum thickness: 60 to 80 inches

Clay content in the control section: 2 to 15 percent

Redoximorphic features: Clay depletions in shades of
brown or gray at 40 to 60 inches from the surface

Other distinctive soil features: None

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface
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Reaction: Very strongly acid to slightly acid (A or Ap,
E, and Bt/E); very strongly acid to moderately
acid (Bt)

A or Ap horizon:
Color—hue of 10YR, value of 4 or 5, and chroma
of2to 4
Redoximorphic features—none
Texture—loamy fine sand
Other features—none
Thickness—4 to 12 inches

E horizon:
Color—hue of 10YR or 7.5YR, value of 4 to 7,
and chroma of 3 or 4
Redoximorphic features—none
Texture—fine sand or loamy fine sand
Other features—none
Thickness—8 to 30 inches

Bt/E horizon:

Color—hue of 10YR or 7.5YR, value of 4 to 7,
and chroma of 3 or 4 (E); hue of 7.5YR or
5YR, value of 4 to 6, and chroma of 4 or 6 (Bt)

Redoximorphic features—none

Texture—fine sand or loamy fine sand

Other features—splotches and pockets of finer
textured material and lamellae in some pedons
(BY)

Thickness—15 to 30 inches

Bt horizon:

Color—hue of 7.5YR or 5YR, value of 4 to 6, and
chroma of 4 or 6; some pedons have
subhorizons with hue of 10YR

Redoximorphic features—clay depletions in
shades of brown or gray

Texture—fine sand or loamy fine sand (upper
part); fine sandy loam (lower part)

Other features—few or common clay depletions
in shades of brown or gray

Bowie Series

Depth class: Very deep

Drainage class: Well drained

Permeability: Moderately slow

Landscape: Coastal plain

Landform: Uplands

Parent material: Coastal plain sediments from
Tertiary age loamy and clayey deposits

Slope range: 1 to 8 percent

Taxonomic classification: Fine-loamy, siliceous,
thermic Plinthic Paleudults

Commonly associated soils: Briley, Mahan, Sacul,
and Trep
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 Briley and Mahan soils are at a higher elevation
than the Bowie soil; Briley soils have thick sandy
surface and subsurface layers; and Mahan soils have
a clayey and loamy subsoil

» Sacul soils are in similar landscape positions as
the Bowie soil and have a clayey and loamy subsoil

» Trep soils have thick sandy surface and subsurface
layers and are at a slightly higher elevation than the
Bowie soil

Typical Pedon

Bowie very fine sandy loam, 5 to 8 percent slopes, in
woodland; about 1.6 miles west of the intersection of
State Highway 154 and Parish Road 793; 0.3 mile
north of Parish Road 793 on Parish Road 795; then
200 feet west of the road; NWYsNW?s sec. 9, T. 17
N., R. 7 W,; latitude 32 degrees 28 minutes 53
seconds N.; longitude 93 degrees 06 minutes 07
seconds W.; Sailes Quadrangle, Louisiana:

Ap—o0 to 5 inches; brown (10YR 5/3) very fine sandy
loam; weak fine granular structure; friable; many
fine and common medium roots; about 2 to 3
percent, by volume, ironstone pebbles /s to /4
inch in diameter; moderately acid; clear smooth
boundary.

E—D5 to 10 inches; light yellowish brown (10YR 6/4)
very fine sandy loam; weak fine granular
structure; friable; common fine and medium roots;
about 2 to 3 percent ironstone pebbles /s to /s
inch in diameter; moderately acid; clear wavy
boundary.

Bt1—10 to 18 inches; yellowish brown (10YR 5/6)
sandy clay loam; few fine prominent yellowish red
(5YR 5/6) masses of iron accumulation in the
lower part of horizon; moderate medium
subangular blocky structure; friable to firm;
common fine and medium roots; common distinct
clay films on faces of peds; about 2 to 3 percent,
by volume, ironstone pebbles /s to /4 inch in
diameter; strongly acid; clear wavy boundary.

Bt2—18 to 22 inches; yellowish brown (10YR 5/8)
sandy clay loam; few fine prominent red (2.5YR
4/6) masses of iron accumulation; moderate
medium subangular blocky structure; friable to
firm; common fine and few medium roots;
common distinct clay films on faces of peds;
about 2 to 3 percent, by volume, ironstone
pebbles /s to /4 inch in diameter; few fine
nodular plinthite bodies; strongly acid; clear wavy
boundary.

Btv—22 to 31 inches; yellowish brown (10YR 5/8)
sandy clay loam; common medium prominent red
(2.5YR 4/6) masses of iron accumulation;
moderate medium subangular blocky structure;
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friable to firm; common fine roots; common
distinct clay films on faces of peds; about 2 to 3
percent, by volume, ironstone pebbles /s to /4
inch in diameter; about 4 percent, by volume,
yellowish brown and red plinthite bodies; strongly
acid; clear wavy boundary.

Btv/E—31 to 44 inches; brownish yellow (10YR 6/8)
loam (Bt); common medium faint yellowish brown
(10YR 5/8) and prominent red (2.5YR 4/6)
masses of iron accumulation; moderate medium
subangular blocky structure; friable to firm; few
fine roots; common distinct clay films on faces of
peds; about 6 percent, by volume, yellowish
brown and red nodular plinthite bodies; about 5
percent, by volume, interfingers of very pale
brown (10YR 7/4) E material on faces of peds
and between peds; about 2 to 3 percent, by
volume, ironstone pebbles /s to /4 inch in
diameter; strongly acid; clear wavy boundary.

B’t—44 to 62 inches; variegated red (2.5YR 4/6),
yellowish brown (10YR 5/6), and light brownish
gray (10YR 6/2) sandy clay loam; moderate
medium subangular blocky structure; firm, some
peds are slightly brittle; common distinct clay
films on faces of peds; about 2 to 3 percent, by
volume, ironstone pebbles with a few yellowish
brown and red plinthite nodules /s to Y/ inch in
diameter; very strongly acid.

Range in Characteristics

Solum thickness: 60 to more than 80 inches

Clay content in the control section: 18 to 35 percent

Redoximorphic features: Iron depletions in shades of
gray at 30 to 60 inches from the surface

Other distinctive soil features: Layers with more than
5 percent plinthite and brittle peds at 25 to 60
inches from the surface

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Very strongly acid to slightly acid (A and
E); very strongly acid or strongly acid (subsoil)

A or Ap horizon:

Color—hue of 10YR, value of 3 to 5, and chroma
of 2 to 4; where value is 3, thickness is less
than 7 inches

Redoximorphic features—none

Texture—very fine sandy loam

Other features—none

Thickness—2 to 8 inches

E horizon and EB or BE horizon (where present):
Color—hue of 10YR or 7.5YR, value of 4 to 6,
and chroma of 3 or 4; also chroma of 6 (EB or
BE)
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Redoximorphic features—none

Texture—very fine sandy loam, fine sandy loam,
or loamy fine sand

Other features—none

Thickness—O0 to 12 inches

Bt horizon:

Color—hue of 10YR or 7.5YR, value of 4 to 6,
and chroma of 4, 6, or 8

Redoximorphic features—none to many iron
accumulations in shades of brown, yellow, or
red

Texture—loam, clay loam, or sandy clay loam

Other features—up to 4 percent nodular plinthite;
none to few pockets and lenses of uncoated
sand grains that have hue of 10YR, value of 6,
and chroma of 3 or 4

Thickness—b5 to 45 inches

Btv horizon:

Color—hue of 10YR or 7.5YR, value of 5 or 6,
and chroma of 4, 6, or 8

Redoximorphic features—none to many iron
accumulations in shades of brown or red

Texture—loam, clay loam, or sandy clay loam

Other features—5 to 15 percent nodular plinthite;
none to few pockets, lenses, and intrusions of
uncoated sand grains that have hue of 10YR,
value of 6 or 7, and chroma of 2 to 4

Thickness—0 to 20 inches

Btv/E horizon:

Color—hue of 10YR or 7.5YR, value of 5 or 6,
and chroma of 4, 6, or 8

Redoximorphic features—few to many iron
accumulations in shades of red or yellow; iron
depletions or clay depletions in shades of gray

Texture—loam, clay loam, or sandy clay loam

Other features—5 to 15 percent nodular plinthite;
5 to 20 percent lenses and intrusions of
uncoated sand or silt grains that have hue of
10YR, value of 6 or 7, and chroma of 2 to 4

Thickness—6 to 22 inches

B't horizon and BC horizon (where present):
Color—variegated in shades of brown and gray
Redoximorphic features—few to many iron
accumulations in shades of red or yellow and
iron or clay depletions in shades of gray

Texture—sandy clay loam, clay loam, or sandy
clay

Other features—O0 to 4 percent nodular plinthite; O
to 4 percent lenses and pockets of uncoated
sand or silt grains that have hue of 10YR,
value of 6 or 7, and chroma of 2 to 4

Soil Survey

Boykin Series

Depth class: Very deep

Drainage class: Well drained

Permeability: Moderate

Landscape: Coastal plain

Landform: Uplands

Parent material: Coastal plain sediments from
Pleistocene age sandy and loamy marine
sediments

Slope range: 1 to 12 percent

Taxonomic classification: Loamy, siliceous, thermic
Arenic Paleudults

Commonly associated soils: Malbis, McLaurin, and
Ruston

* All of these soils are loamy throughout the profile

» Malbis and McLaurin soils are at a lower elevation

than the Boykin soil

» Ruston soils are in positions similar to those of the

Boykin soil

Typical Pedon

Boykin loamy fine sand, 1 to 5 percent slopes, in
woodland; 0.4 mile northeast of Fryeburg; 2.2 miles
west of the intersection of Louisiana State Highways
516 and 154; 1.9 miles north on Parish Road 499;
0.3 mile east on access road; NW*4SW?/4 sec. 26,
T.17 N., R. 8 W.; latitude 32 degrees 25 minutes

48 seconds N.; longitude 93 degrees 09 minutes

56 seconds W.; Fryeburg Quadrangle, Louisiana:

A—-O0 to 6 inches; brown (10YR 4/3) loamy fine sand;
weak fine granular structure; very friable; many
medium roots; very strongly acid; gradual smooth
boundary.

E1—6 to 15 inches; pale brown (10YR 6/3) loamy fine
sand; weak fine granular structure; very friable;
few medium roots; moderately acid; clear smooth
boundary.

E2—15 to 27 inches; light yellowish brown (10YR
6/4) loamy fine sand; massive; very friable; few
fine roots; strongly acid; gradual wavy boundary.

Bt1—27 to 52 inches; red (2.5YR 4/6) sandy clay
loam; moderate medium subangular blocky
structure; friable; few fine roots; common distinct
clay films on faces of peds; strongly acid; gradual
smooth boundary.

Bt2—52 to 67 inches; red (2.5YR 5/6) sandy clay
loam; moderate medium subangular blocky
structure; friable; few fine roots; common distinct
clay films on faces of peds; sand grains coated
and bridged with clay; strongly acid; gradual
smooth boundary.

Bt3—67 to 81 inches; red (2.5YR 5/8) sandy clay
loam; few medium prominent strong brown
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(7.5YR 5/6) masses of iron accumulation;
moderate medium subangular blocky structure;
firm; common distinct clay films on faces of peds;
strongly acid.

Range in Characteristics

Solum thickness: 60 to more than 80 inches

Clay content in the control section: 18 to 30 percent

Redoximorphic features: None within 80 inches

Other distinctive soil features: Thickness of the
epipedon is 20 to 40 inches

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Very strongly acid to slightly acid (A and
E); very strongly acid or moderately acid (Bt)

A or Ap horizon:
Color—hue of 10YR or 7.5YR, value of 4 or 5,
and chroma of 2 to 4
Redoximorphic features—none
Texture—loamy fine sand
Other features—none
Thickness—4 to 12 inches

E horizon:
Color—hue of 10YR or 7.5YR, value of 4 to 6,
and chroma of 2 to 4
Redoximorphic features—none
Texture—loamy fine sand
Other features—none
Thickness—9 to 30 inches

Bt horizon:

Color—hue of 7.5YR to 2.5YR, value of 4 or 5,
and chroma of 6 or 8

Redoximorphic features—none

Texture—fine sandy loam or sandy clay loam

Other features—0 to 4 percent plinthite nodules;
none to common skeletans with chroma of 2 or
3 (lower part)

Thickness—30 to 70 inches

Briley Series

Depth class: Very deep

Drainage class: Well drained

Permeability: Moderate

Landscape: Coastal plain

Landform: Uplands

Parent material: Coastal plain sediments from
Tertiary age sandy and loamy marine deposits

Slope range: 1 to 12 percent

Taxonomic classification: Loamy, siliceous, thermic
Arenic Paleudults
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Commonly associated soils: Betis, Bowie, Sacul, and
Trep

* Betis soils are at a slightly higher elevation than the

Briley soil and are sandy throughout

» Bowie and Sacul soils are at a lower elevation than

the Briley soil; Bowie soils are loamy throughout; and

Sacul soils have a clayey and loamy subsoil

 Trep soils are in positions similar to those of the

Briley soil and have a brownish or yellowish subsoil

Typical Pedon

Briley loamy fine sand, 1 to 5 percent slopes, in
woodland; about 3.5 miles west of Lucky; 5.2 miles
west of the intersection of Louisiana State Highways
4 and 9; 1 mile south on Parish Road 659; 1.3 miles
east on access road, then 100 feet east of the road;
SWYsNEY4 sec. 26, T. 15 N., R. 7 W.; latitude

32 degrees 15 minutes 32 seconds N.; longitude

93 degrees 15 minutes 32 seconds W.; Sparta
Quadrangle, Louisiana:

A—oO0 to 5 inches; dark grayish brown (10YR 4/2)
loamy fine sand; weak fine granular structure;
very friable; many fine and medium roots; very
strongly acid; gradual smooth boundary.

E1—5 to 21 inches; light yellowish brown (10YR 6/4)
loamy fine sand; weak fine granular structure;
very friable; many fine and medium roots;
moderately acid; clear wavy boundary.

E2—21 to 28 inches; brown (7.5YR 5/4) loamy fine
sand; massive; very friable; many fine and few
medium and coarse roots; strongly acid; gradual
wavy boundary.

Bt1—28 to 34 inches; yellowish red (5YR 5/8) sandy
clay loam; few medium distinct red (2.5YR 4/6)
masses of iron accumulation; weak medium
subangular blocky structure; friable; common
distinct clay films on faces of peds; many fine
roots; strongly acid; gradual wavy boundary.

Bt2—34 to 60 inches; red (2.5YR 4/6) sandy clay
loam; few medium distinct light yellowish brown
(10YR 6/4) lithochromic mottles; moderate
medium subangular blocky structure; few fine
roots; common distinct clay films on faces of
peds; sand grains coated and bridged with clay;
strongly acid.

Range in Characteristics

Solum thickness: 60 to more than 80 inches

Clay content in the control section: 15 to 35 percent
Redoximorphic features: None within 80 inches
Other distinctive soil features: None
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Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Very strongly acid to slightly acid (A and
E); very strongly acid to moderately acid (Bt)

A or Ap horizon:
Color—hue of 10YR or 7.5YR, value of 4 or 5,
and chroma of 2 to 4
Redoximorphic features—none
Texture—loamy fine sand
Other features—none
Thickness—4 to 10 inches

E horizon:
Color—hue of 10YR or 7.5YR, value of 5 or 6,
and chroma of 2 to 4
Redoximorphic features—none
Texture—loamy fine sand
Other features—none
Thickness—10 to 36 inches

BE horizon (where present):
Color—shades of red or brown
Redoximorphic features—none
Texture—loamy fine sand
Other features—none
Thickness—0 to 5 inches

Bt horizon:

Color—hue of 5YR or 2.5YR, value of 4 or 5, and
chroma of 6 or 8; some pedons also have hue
of 7.5YR in the lower part

Redoximorphic features— none

Texture—fine sandy loam or sandy clay loam

Other features—up to 4 percent plinthite in some
pedons

Thickness—40 to 60 inches

Buxin Series

Depth class: Very deep

Drainage class: Poorly drained

Permeability: Very slow

Landscape: Alluvial valley

Landform: Flood plain

Parent material: Clayey alluvium from the Red River

Slope range: 0 to 1 percent

Taxonomic classification: Fine, mixed, thermic Vertic
Hapludolls

Commonly associated soils: Moreland

» Moreland soils are in slightly higher positions on

the landscape than the Buxin soil and do not have a

buried surface horizon within the solum

Typical Pedon

Buxin clay, in an area of Buxin-Moreland clays,

Soil Survey

frequently flooded, in cropland; about 1.6 miles south
of Hall Summit Lookout Tower on Highway 4; 1.1
miles west on a logging road to Loggy Bayou flood
plain; 0.5 mile west on old turnrow, 0.3 mile south on
turnrow, then 50 feet west of turnrow; SEY/sNW?/4
sec. 28, T. 15 N., R. 10 W.; latitude 32 degrees

15 minutes 15 seconds N.; longitude 93 degrees

23 minutes 28 seconds W.; Bossier Point
Quadrangle, Louisiana:

Ap—-0 to 7 inches; dark reddish brown (5YR 3/3)
clay; moderate fine subangular blocky structure;
firm; very plastic; common fine roots; strongly
acid; clear smooth boundary.

Bw—7 to 25 inches; dark reddish brown (5YR 3/3)
clay; common medium distinct dark gray (7.5YR
4/1) iron depletions; moderate medium
subangular blocky structure; firm; common fine
and few medium roots; neutral; abrupt smooth
boundary.

Ab—25 to 37 inches; dark gray (5YR 4/1) clay;
common medium distinct dark reddish brown
(5YR 3/3) masses of iron accumulation;
moderate medium subangular blocky structure;
firm; common fine roots; moderately alkaline;
clear wavy boundary.

Bssgh—37 to 50 inches; dark gray (5YR 4/1) clay;
common medium distinct dark reddish brown
(2.5YR 3/4) and common fine prominent
yellowish brown (10YR 5/6) masses of iron
accumulation; moderate medium subangular
blocky structure; firm; few fine roots; common
medium slickensides; moderately alkaline;
gradual wavy boundary.

C—50 to 65 inches; dark reddish brown (5YR 3/3)
clay; common medium faint dark reddish brown
(5YR 4/3) masses of iron accumulation; common
medium distinct dark gray (5YR 4/1) iron
depletions; massive; firm; plastic; slightly
alkaline.

Range in Characteristics

Solum thickness: 30 to 60 inches

Clay content in the control section: 40 to 55 percent

Redoximorphic features: Iron accumulations in
shades of brown and iron depletions in shades of
gray below 4 inches from the surface

Other distinctive soil features: Buried A horizon at 20
to 36 inches from the surface

Aluminum saturation: Less than 10 percent within 30
inches from the surface

Reaction: Strongly acid to slightly alkaline (Ap);
slightly acid to slightly alkaline (Bw); slightly acid
to moderately alkaline (underlying horizons)
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Ap horizon:
Color—hue of 7.5YR or 2.5YR, value of 2 or 3,
and chroma of 2 to 4
Redoximorphic features—none
Texture—clay
Other features—none
Thickness—4 to 10 inches

Bw horizon:

Color—hue of 7.5YR or 2.5YR, value of 2 or 3,
and chroma of 2 to 4 above 10 inches; hue of
5YR or 2.5YR, value of 3 or 4, and chroma of
2 to 4 below 10 inches

Redoximorphic features—iron accumulations in
shades of red or brown; iron depletions in
shades of gray

Texture—clay or silty clay

Other features—none

Thickness—10 to 30 inches

Ab and Bssgb horizons:

Color—hue of 10YR or 5YR, value of 3 or 4, and
chroma of 1 or 2; or the horizon is neutral with
value of 3 or 4

Redoximorphic features—iron accumulations in
shades of red or brown

Texture—clay or silty clay

Other features—Slickensides and pressure faces

Thickness—5 to 35 inches

C or Cg horizon:

Color—variegated in shades of red, brown, or
gray

Redoximorphic features—iron accumulations in
shades of red or brown; iron depletions in
shades of gray

Texture—clay, silty clay, or silty clay loam

Other features—none

Cahaba Series

Depth class: Very deep

Drainage class: Well drained

Permeability: Moderate

Landscape: Coastal plain

Landform: Stream terraces

Parent material: Loamy and sandy alluvium from
rivers and streams

Slope range: 1 to 5 percent

Taxonomic classification: Fine-loamy, siliceous,
thermic Typic Hapludults

Commonly associated soils: Bienville, Dubach, and
Guyton
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* Bienville soils are at a slightly lower position on the
landscape than the Cahaba soil and are sandy
throughout

» Dubach soils are in positions similar to those of the
Cahaba soil and have a brownish or yellowish subsoil
» Guyton soils are on low terraces and on flood
plains and are fine-silty and poorly drained

Typical Pedon

Cahaba fine sandy loam, 1 to 5 percent slopes, in
woodland; about 7 miles south of Friendship on
Louisiana State Highway 501; 0.6 mile east of
Louisiana State Highway 501 on a farm road, 180 feet
southeast of the road along a fence line, then 80 feet
east of the fence line; NEY/4sSEY/s sec. 36, T. 14 N.,

R. 5 W, latitude 32 degrees 09 minutes 11 seconds
N.; longitude 92 degrees 50 minutes 19 seconds W.;
Danville Quadrangle, Louisiana:

Ap—oO0 to 4 inches; grayish brown (10YR 5/2) fine
sandy loam; weak fine granular structure; very
friable; many fine and common medium roots;
strongly acid; clear smooth boundary.

E—4 to 15 inches; light yellowish brown (10YR 6/4)
fine sandy loam; weak fine granular structure;
very friable; many fine and common medium
roots; very strongly acid; clear smooth boundary.

Bt1—15 to 26 inches; yellowish red (5YR 5/6) sandy
clay loam; weak medium subangular blocky
structure; friable; common fine and few medium
roots; common distinct clay films on surfaces of
peds; very strongly acid; gradual wavy boundary.

Bt2—26 to 43 inches; yellowish red (5YR 5/8) sandy
clay loam; weak medium subangular blocky
structure; friable; few fine roots; common distinct
clay films on surfaces of peds; few fine and
medium pockets of clean sand grains; very
strongly acid; gradual wavy boundary.

BC—43 to 50 inches; strong brown (7.5YR 5/6) fine
sandy loam; common medium distinct reddish
yellow (7.5YR 6/8) masses of iron accumulation;
weak medium subangular blocky structure;
friable; few fine pockets of clean sand grains;
very strongly acid; gradual wavy boundary.

C—50 to 60 inches; brownish yellow (10YR 6/8) fine
sandy loam; massive; friable; few fine pockets of
uncoated sand grains; few fine roots; very
strongly acid.

Range in Characteristics

Solum thickness: 36 to 60 inches

Clay content in the control section: 18 to 35 percent
Redoximorphic features: None

Other distinctive soil features: None



152

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Very strongly acid to moderately acid
throughout, except where the surface has been
limed

A or Ap horizon:
Color—hue of 10YR, value of 3 to 5, and chroma
of2to 4
Redoximorphic features—none
Texture—fine sandy loam
Other features—none
Thickness—4 to 8 inches

E horizon:

Color—hue of 10YR or 2.5Y, value of 5 or 6, and
chroma of 2 to 4; or hue of 7.5YR, value of 5,
and chroma of 6 or 8

Redoximorphic features—none

Texture—fine sandy loam or loam

Other features—none

Thickness—O0 to 12 inches

Bt horizon:
Color—hue of 5YR to 10R, value of 4 or 5, and
chroma of 6 or 8
Redoximorphic features—none
Texture—sandy clay loam, loam, or clay loam
Other features—silt content is 20 to 50 percent
Thickness—24 to 56 inches

BC horizon:
Color—strong brown, yellowish red, or red
Redoximorphic features—none
Texture—sandy loam or fine sandy loam
Other features—none
Thickness—O0 to 20 inches

C horizon:

Color—variegated in shades of yellowish brown
to red

Redoximorphic features—none

Texture—stratified layers of sand, loamy sand,
and fine sandy loam

Other features—none

Thickness—More than 20 inches

Darden Series

Depth class: Very deep

Drainage class: Excessively drained

Permeability: Rapid

Landscape: Coastal plain

Landform: Uplands and low terraces

Parent material: Coastal plain sediments and alluvium
from Tertiary age sandy marine sediments

Soil Survey

Slope range: 1 to 5 percent

Taxonomic classification: Thermic, coated Typic
Quartzipsamments

Commonly associated soils: Betis, Cahaba, Dubach,
McLaurin, and Sacul

» Betis and McLaurin soils are at a higher elevation

on uplands than the Darden soil; Betis soils have an

argillic horizon within their solum; and McLaurin soils

are coarse-loamy

» Cahaba soils are on low terraces and are fine-

loamy

» Dubach soils are on high terraces and are coarse-

silty

» Sacul soils are at a lower elevation on uplands than

the Darden soil and have a clayey and loamy subsoil

Typical Pedon

Darden loamy fine sand 1 to 5 percent
slopes, in planted pines; about 2.3 miles east of

Lucky on Louisiana State Highway 4; 0.1 mile south
on Parish Road 685, then 100 feet west of the road,;
NEYsSEYs sec. 24, T. 15 N., R. 7 W,; latitude

32 degrees 16 minutes 16 seconds N.; longitude
93 degrees 03 minutes 10 seconds W.; Sparta
Quadrangle, Louisiana:

A—oO0 to 9 inches; dark grayish brown (10YR 4/2)
loamy fine sand; weak fine granular structure;
very friable; many fine and medium roots;
strongly acid; gradual wavy boundary.

Bw1—9 to 22 inches; brown (10YR 5/3) loamy fine
sand; common medium distinct dark gray (10YR
4/1) organic accumulations; weak fine granular
structure; very friable; few fine pockets of clean
sand grains; common fine and medium roots;
strongly acid; gradual irregular boundary.

Bw2—22 to 32 inches; light yellowish brown (10YR
6/4) loamy fine sand; common fine faint yellowish
brown (10YR 5/6) masses of iron accumulation;
weak fine granular structure; very friable; few fine
pockets of clean sand grains; common fine and
few medium roots; strongly acid; gradual wavy
boundary.

Bw3—32 to 52 inches; very pale brown (10YR 7/4)
loamy fine sand; few fine faint light yellowish
brown (10YR 5/6) masses of iron accumulation;
weak fine granular structure; very friable; few fine
pockets of clean sand grains; few fine roots;
strongly acid; gradual wavy boundary.

Bw4—52 to 68 inches; very pale brown (10YR 8/3)
loamy fine sand; few fine faint yellowish brown
masses of iron accumulation; weak fine granular
structure; very friable; few fine pockets of clean
sand grains; few fine roots; strongly acid; gradual
wavy boundary.
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Figure 7.—Profile of Betis loamy fine sand. Figure 8.—Profile of Darden loamy fine sand.
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Range in Characteristics

Solum thickness: More than 80 inches

Clay content in the control section: 2 to 10 percent

Redoximorphic features: None within 80 inches

Other distinctive soil features: 10 to 25 percent silt
plus clay at 10 to 40 inches from the surface

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Very strongly acid to slightly acid (A and
upper part of the Bw horizon); very strongly acid
to neutral (lower part of the Bw horizon)

A or Ap horizon:
Color—hue of 7.5YR to 2.5Y, value of 3 to 6, and
chroma of 2, 3, 4, 0r 6
Redoximorphic features—none
Texture—loamy fine sand
Other features—none
Thickness—2 to 10 inches

Bw horizon:

Color—hue of 7.5YR to 2.5Y, value of 4 to 8, and
chroma of 3, 4, 6, or 8

Redoximorphic features—none

Texture—loamy fine sand with thin strata of fine
sand; loamy sand or sand in some pedons

Other features—none to few thin lamellae and
pockets of clean sand grains with chroma of 1
or 2 are below a depth of 40 inches

Thickness—70 or more inches

Darley Series

Depth class: Moderately deep

Drainage class: Well drained

Permeability: Moderately slow

Landscape: Coastal plain

Landform: Uplands

Parent material: Coastal plain sediments from
Tertiary age, iron-rich clayey marine deposits

Slope range: 1 to 12 percent

Taxonomic classification: Clayey, kaolinitic, thermic
Typic Hapludults

Commonly associated soils: Briley, Mahan, and Sacul

* Briley soils are at a lower elevation than the Darley

soil and have thick sandy surface and subsurface

layers

* Mahan soils are in positions similar to those of the

Darley soil and do not have ironstone layers in the

subsoil

» Sacul soils are at a slightly lower elevation than the

Darley soil and have gray iron depletions in the upper

part of the subsoil

Soil Survey

Typical Pedon

Darley gravelly fine sandy loam, 1 to 5 percent
slopes, in woodland; about 2.7 miles west of Mount
Lebanon on Parish Road 250, then 350 feet east of
the road; SW*4NEYs sec. 32, T. 18 N., R. 6 W,;
latitude 32 degrees 30 minutes 18 seconds N.;
longitude 93 degrees 00 minutes 14 seconds W.;
Gibsland Quadrangle, Louisiana:

Ap—oO0 to 2 inches; brown (7.5YR 4/4) gravelly fine
sandy loam; weak fine granular structure; very
friable; many fine roots; about 20 percent, by
volume, rounded and angular fragments of
ironstone that range from /2 to 1 inch in
diameter; strongly acid; clear wavy boundary.

Bt1—2 to 18 inches; red (2.5YR 4/8) sandy clay;
moderate medium subangular blocky structure;
friable; common fine and medium roots; about 5
percent, by volume, rounded and angular
fragments of ironstone that range from /4 inch to
2 inches in diameter; common distinct clay films
on faces of peds; very strongly acid; clear wavy
boundary.

Bt2—18 to 24 inches; red (2.5YR 5/8) sandy clay;
moderate medium subangular blocky structure;
friable; common fine and medium roots; common
fine pockets of gray (10YR 6/1) clay (kaolin) less
than ¥/s inch in diameter; about 5 percent, by
volume, angular fragments of ironstone that
range from ¥4 inch to 2 inches in diameter;
common prominent clay films on faces of peds
and around fragments of ironstone; very strongly
acid; abrupt wavy boundary.

Bt/Bsm—24 to 54 inches; alternating layers of red
(2.5YR 5/6) sandy clay with few fine prominent
strong brown (7.5YR 5/8) masses (Bt) and nearly
continuous ironstone ledges /2 inch to 6 inches
thick (Bsm); weak medium subangular blocky
structure (Bt); friable (Bt); four ironstone layers
separated by sandy clay material (Bsm); average
lateral distance between fractures ranges from 4
to 8 inches; few fine pores (Bt); common distinct
clay films on faces of peds; many small pockets
of gray (10YR 6/1) clay (kaolin) are embedded
within the Bt material; very strongly acid; abrupt
smooth boundary.

BC—54 to 72 inches; red (2.5YR 4/8) sandy loam;
few medium prominent white (10YR 8/1) bodies
of clay (kaolin); weak medium subangular blocky
structure; friable; few fine pores; strongly acid.

Range in Characteristics

Solum thickness: 60 to more than 80 inches
Clay content in the control section: 35 to 60 percent



Bienville Parish, Louisiana

Redoximorphic features: None within 80 inches
Other distinctive soil features: Fractured ironstone
layers at 10 to 40 inches from the surface

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Very strongly acid to slightly acid (A and
E); very strongly acid or strongly acid (subsoil
layers)

A or Ap horizon:

Color—hue of 10YR to 5YR, value of 4 or 5, and
chroma of 3, 4, 6, or 8

Redoximorphic features—none

Texture—gravelly fine sandy loam

Other features—15 to 35 percent gravel size
ironstone fragments

Thickness—2 to 8 inches

Bt horizon:

Color—hue of 5YR or 2.5YR, value of 3 to 5, and
chroma of 3, 4, 6, or 8

Redoximorphic features—none

Texture—sandy clay, clay loam, clay, and their
gravelly analogues

Other features—1 to 20 percent gravel size
ironstone fragments

Thickness—12 to 36 inches

Bt/Bsm horizon:

Color—hue of 7.5YR to 2.5YR, value of 3 to 5,
and chroma of 4, 6, or 8

Redoximorphic features—none

Texture—sandy clay, clay loam, clay, and their
gravelly analogues (Bt)

Other features—fractured ironstone layers that
are Y2 inch to 12 inches thick and 2 to 20
inches apart (Bsm); in some pedons, these
layers are spheroidally configured rather than
horizontal; few to many pockets and strata of
kaolinite in shades of white or gray are in most
pedons; pockets and lenses of sandy
materials are few or common in some pedons

Thickness—12 to 30 inches

BC horizon:

Color—hue of 10YR to 2.5YR, value of 4 to 6,
and chroma of 4, 6, or 8

Redoximorphic features—none

Texture—fine sandy loam, sandy loam, sandy
clay loam, and their gravelly analogues

Other features—hbrittle peds are few or common
and make up as much as 20 percent of the
matrix in some pedons
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Dubach Series

Depth class: Very deep

Drainage class: Well drained

Permeability: Moderately slow

Landscape: Coastal plain

Landform: Stream terraces

Parent material: Loamy alluvium from streams

Slope range: 1 to 5 percent

Taxonomic classification: Fine-loamy, siliceous,
thermic Typic Paleudults

Commonly associated soils: Cahaba and Gurdon

» Cahaba soils are in positions similar to those of the

Dubach soil and have a reddish subsoil

» Gurdon soils are in lower positions than the

Dubach soil, are somewhat poorly drained, and have

gray iron depletions within 30 inches of the soil

surface

Typical Pedon

Dubach fine sandy loam, 1 to 5 percent slopes, in
woodland; about 0.3 mile west of the intersection of
Parish Roads 793 and 794, then 100 feet south of the
roads; SEY/sNW?s sec. 7, T. 17 N., R. 7 S.; latitude
32 degrees 28 minutes 47 seconds N.; longitude

93 degrees 06 minutes 25 seconds W.; Sailes
Quadrangle, Louisiana:

Ap—o0 to 6 inches; brown (10YR 5/3) fine sandy loam;
weak fine granular structure; very friable; many
fine roots; few fine pores; moderately acid; abrupt
smooth boundary.

E—6 to 14 inches; yellowish brown (10YR 5/4) fine
sandy loam; common fine faint yellowish brown
masses of iron accumulation; weak fine
subangular blocky structure; very friable;
common fine roots; common fine pores; strongly
acid; clear smooth boundary.

Bt1—14 to 22 inches; strong brown (7.5YR 5/6) loam;
common medium distinct light yellowish brown
(10YR 6/4) iron depletions; moderate medium
subangular blocky structure; friable; common fine
and medium roots; many medium pores; common
distinct clay films on faces of peds; strongly acid;
gradual wavy boundary.

Bt2—22 to 31 inches; strong brown (7.5YR 5/6)
sandy clay loam; common medium distinct light
yellowish brown (10YR 6/4) iron depletions;
moderate medium subangular blocky structure;
firm; common fine and medium roots; common
fine pores; common distinct clay films on faces of
peds; very strongly acid; gradual wavy boundary.

Bt3—31 to 39 inches; yellowish brown (10YR 5/6)
sandy clay loam; moderate medium subangular
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blocky structure; firm; few fine and medium roots;
few fine pores; common distinct clay films on
faces of peds; very strongly acid; gradual wavy
boundary.

Bt4—39 to 56 inches; brownish yellow (10YR 6/6)
sandy clay loam; few fine prominent strong brown
(7.5YR 5/8) masses of iron accumulation;
moderate medium subangular blocky structure;
firm; common distinct clay films on faces of peds;
common medium pockets of brown (10YR 5/3)
clean sand grains; very strongly acid; gradual
wavy boundary.

Btvl—56 to 64 inches; brownish yellow (10YR 6/6)
sandy clay loam; common medium prominent red
(2.5YR 5/6) masses of iron accumulation;
moderate medium subangular blocky structure;
firm, slightly brittle; few fine roots; few fine pores;
common distinct clay films on faces of peds; 3
percent nodules of plinthite; common medium
pockets of brown (10YR 5/3) clean sand grains;
very strongly acid; gradual wavy boundary.

Btv2—64 to 72 inches; brownish yellow (10YR 6/8)
sandy clay loam; common medium prominent
light brownish gray (10YR 6/2) iron depletions;
moderate medium subangular blocky structure;
firm, slightly brittle; few fine roots; few fine pores;
common distinct clay films on faces of peds;
about 3 percent yellowish brown nodules of
plinthite with red centers; very strongly acid,;
clear wavy boundary.

Range in Characteristics

Solum thickness: More than 80 inches

Clay content in the control section: 18 to 33 percent

Redoximorphic features: Iron accumulations at 25 to
70 inches from the surface; iron depletions in
shades of gray below 40 inches from the surface

Other distinctive soil features: Layers with up to 5
percent plinthite at 25 to 70 inches from the
surface

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Very strongly acid to moderately acid (A
and E); very strongly acid or strongly acid
(subsoil layers)

A or Ap horizon:

Color—hue of 7.5YR, value of 4 or 5, and chroma
of 2 to 4; or hue of 10YR, value of 3to 5, and
chroma of 2to 4

Redoximorphic features—none

Texture—fine sandy loam

Other features—none

Thickness—3 to 8 inches

Soil Survey

E horizon:
Color—hue of 10YR, value of 5 or 6, and chroma
of 3,4,0r6
Redoximorphic features—none
Texture—fine sandy loam
Other features—none
Thickness—O0 to 10 inches

Bt horizon:

Color—hue of 10YR or 7.5YR, value of 5 or 6,
and chroma of 4, 6, or 8

Redoximorphic features—none to common iron
accumulations in shades of brown or red

Texture—loam, sandy clay loam, or clay loam

Other features—none

Thickness—15 to 65 inches

Btv horizon:

Color—hue of 10YR or 7.5YR, value of 5 or 6,
and chroma of 4, 6, or 8

Redoximorphic features—iron accumulations in
shades of brown or red; iron depletions in
shades of gray

Texture—loam, sandy clay loam, or clay loam

Other features—up to 5 percent plinthite nodules

Thickness—10 to 48 inches

B't horizon (where present):

Color—hue of 10YR or 2.5Y, value of 5 or 6, and
chroma of 4, 6, or 8

Redoximorphic features—iron accumulations in
shades of brown or red; iron depletions in
shades of gray

Texture—sandy clay loam or clay loam

Other features—none

Thickness—O0 to 25 inches

Eastwood Series

Depth class: Deep

Drainage class: Moderately well drained

Permeability: Very slow

Landscape: Coastal plain

Landform: Uplands

Parent material: Coastal plain sediments from
Tertiary age loamy and shaley deposits

Slope range: 1 to 20 percent

Taxonomic classification: Fine, montmorillonitic,
thermic Vertic Hapludalfs

Commonly associated soils: Bowie, Briley, Guyton,
and Sawyer

» Bowie and Sawyer soils are at a lower elevation

than the Eastwood soil; Bowie soils are fine-loamy;

and Sawyer soils are fine-silty
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* Briley soils have thick sandy surface and
subsurface layers and are at a higher elevation than
the Eastwood soll

» Guyton soils are on narrow flood plains of
drainageways and are fine-silty

Typical Pedon

Eastwood fine sandy loam, 1 to 5 percent slopes, in
woodland; about 4.2 miles southwest of Ringgold on
Louisiana State Highway 4; 0.1 mile west of the
intersection of Highway 4 and Parish Road 519, 120
feet south of the highway, then 100 feet west of a fire
station; SEY/sNW?s sec. 23, T. 15 N., R. 9 W,; latitude
32 degrees 16 minutes 35 seconds N.; longitude

93 degrees 21 minutes 42 seconds W.; Ringgold
Quadrangle, Louisiana:

A—-O0 to 2 inches; dark yellowish brown (10YR 4/3)
fine sandy loam; weak fine granular structure;
very friable; common fine roots; very strongly
acid; clear smooth boundary.

E—2 to 8 inches; strong brown (7.5YR 5/6) fine
sandy loam; common medium distinct light
yellowish brown (10YR 6/4) iron depletions; weak
fine granular structure; friable; common fine and
few medium roots; very strongly acid; clear wavy
boundary.

Bt1—8 to 16 inches; red (2.5YR 4/6) clay; few fine
prominent yellowish brown (10YR 5/8) masses of
iron accumulation; moderate medium subangular
blocky structure; very firm; common fine and
medium roots; very strongly acid; gradual wavy
boundary.

Bt2—16 to 22 inches; red (2.5YR 4/6) clay; few
medium prominent yellowish brown (10YR 5/8)
masses of iron accumulation; common medium
prominent light brownish gray (10YR 6/2) iron
depletions; moderate medium subangular blocky
structure; very firm; common fine and few
medium roots; very strongly acid; gradual wavy
boundary.

Bt3—22 to 30 inches; variegated red (2.5YR 4/6),
light brownish gray (10YR 6/2), and light olive
brown (2.5Y 5/4) clay; moderate medium
subangular blocky structure; very firm; few fine
roots; few fine pressure faces; very strongly acid;
gradual wavy boundary.

Bt4—30 to 45 inches; variegated light brownish gray
(10YR 6/2), red (2.5YR 4/8), and yellowish brown
(10YR 5/8) silty clay; moderate medium
subangular blocky structure; firm; few fine
pressure faces; common fine roots; very strongly
acid; gradual wavy boundary.

BCg—45 to 50 inches; light brownish gray (10YR 6/2)
silty clay loam; few coarse prominent yellowish
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brown (10YR 5/6) masses of iron accumulation;
weak medium subangular blocky structure;
friable; few fine roots; few distinct clay films on
faces of some peds; very strongly acid; gradual
wavy boundary.

Cg—50 to 65 inches; variegated light gray (2.5Y 7/2)
and brown (7.5YR 4/2) silty clay loam; massive;
friable; few fine roots in upper part; very strongly
acid.

Range in Characteristics

Solum thickness: 40 to 60 inches

Clay content in the control section: 40 to 60 percent

Redoximorphic features: Few or common iron
depletions in shades of gray and masses of iron
accumulation in shades of red or brown beginning
at 10 to 20 inches from the surface

Other distinctive soil features: Cracks open /2 inch
or more wide when dry at 20 or more inches from
the surface

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Very strongly acid to moderately acid (A
and E); extremely acid to moderately acid (Bt);
extremely acid to slightly acid (BC); extremely
acid to neutral (C)

A or Ap horizon:
Color—hue of 10YR, value of 3 to 5, and chroma
of2to 4
Redoximorphic features—none
Texture—fine sandy loam
Other features—none
Thickness—2 to 6 inches

E horizon:

Color—hue of 10YR or 7.5YR, value of 5 or 6,
and chroma of 3, 4, or 6

Redoximorphic features—none

Texture—fine sandy loam, very fine sandy loam,
silt loam, or loam

Other features—combined thickness of the A and
E horizons is 3 to 10 inches

Thickness—O0 to 8 inches

Bt1 and Bt2 horizons:

Color—hue of 5YR or 2.5YR, value of 3 to 5, and
chroma of 6 or 8

Redoximorphic features—none to common iron
accumulations in shades of brown; few or
common iron depletions in shades of gray are
within the upper 10 inches

Texture—clay or silty clay

Other features—pressure faces and slickensides
are none to common (Bt2)

Thickness—10 to 30 inches
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Bt layers below Bt2 horizon:

Color—variegated in shades of red, brown, and
gray

Redoximorphic features— none to many iron
accumulations in shades of red, brown, and
yellow and iron depletions in shades of gray

Texture—clay, silty clay, silty clay loam, or clay
loam

Other features—pressure faces and slickensides

Thickness—combined Bt is 36 to 50 inches

BC or BCg horizon:

Color—variegated in shades of brown and gray

Redoximorphic features— none to many iron
accumulations in shades of red, brown, and
yellow and iron depletions in shades of gray

Texture—loam, clay loam, sandy clay loam, or
silty clay loam

Other features—Pressure faces and slickensides

Thickness—4 to 10 inches

C or Cg horizon:

Color—variegated in shades of brown and gray

Redoximorphic features— none to many iron
accumulations in shades of red, brown, and
yellow and iron depletions in shades of gray

Texture—fine sandy loam to silty clay loam; some
pedons are stratified with these textures

Other features—clay content is 15 to 35 percent
and is 20 percent or more lower in clay than
the upper Bt horizons

Thickness—more than 20 inches

Forbing Series

Depth class: Very deep

Drainage class: Moderately well drained

Permeability: Very slow

Landscape: Coastal plain

Landform: Stream terraces

Parent material: Clayey alluvium from Pleistocene
age stream deposits

Slope range: 1 to 12 percent

Taxonomic classification: Very-fine, montmorillonitic,
thermic Vertic Paleudalfs

Commonly associated soils: Guyton, Kolin, and
Shatta

» Kolin and Shatta soils are at a higher elevation than

the Forbing soil and are fine-silty; and Shatta soils

have a fragipan in the lower part of the subsoil

» Guyton soils are on narrow flood plains of

drainageways and are fine-silty

Soil Survey

Typical Pedon

Forbing silt loam, 5 to 12 percent slopes, in
woodland; about 1.2 miles east of Lake Bistineau
Dam on Louisiana State Highway 154; 0.8 mile south
on Parish Road 513; 0.5 mile southeast on a field
road, then 350 feet west of the road; NEY/sNE/4
sec.17;T.15 N., R. 10 W.; latitude 32 degrees

17 minutes 33 seconds N.; longitude 93 degrees

24 minutes 18 seconds W.; Bossier Point
Quadrangle, Louisiana:

Ap—o0 to 3 inches; brown (10YR 5/3) silt loam; weak
fine granular structure; friable; common fine
roots; very strongly acid; clear wavy boundary.

E—3 to 5 inches; yellowish brown (10YR 5/8) silt
loam; weak fine subangular blocky structure;
friable; common fine roots; strongly acid; clear
wavy boundary.

Bt1—b5 to 14 inches; yellowish red (5YR 4/6) clay;
common medium distinct red (2.5YR 4/8)
masses of iron accumulation; moderate medium
subangular blocky structure; friable; common fine
roots; common distinct clay films on faces of
peds; very strongly acid; gradual wavy boundary.

Bt2—14 to 27 inches; yellowish red (5YR 4/6) clay;
common medium distinct red (2.5YR 4/8)
masses of iron accumulation; moderate medium
subangular blocky structure; firm; common fine
and few medium roots; common distinct clay
films on faces of peds; common dark organic
stains; very strongly acid; gradual wavy
boundary.

Btss1—27 to 35 inches; reddish brown (5YR 4/4)
clay; moderate medium subangular blocky
structure; firm; common distinct clay films on
faces of peds; common fine roots; common dark
organic stains; common intersecting
slickensides; moderately acid; gradual smooth
boundary.

Btss2—35 to 44 inches; dark red (2.5YR 3/6) clay;
moderate medium subangular blocky structure;
firm; few fine roots; common dark organic stains;
common intersecting slickensides; neutral,
gradual wavy boundary.

BCkss1—44 to 58 inches; red (2.5YR 4/6) clay;
common fine prominent pinkish gray (5YR 6/2)
iron depletions; massive; very firm; common fine
and few medium calcium carbonate concretions;
few medium pockets of powdery secondary
carbonates; common dark organic stains;
common intersecting slickensides; slightly
alkaline; gradual wavy boundary.

BCkss2—58 to 70 inches; dark red (2.5YR 3/6) clay;
common fine prominent pinkish gray (7.5YR 6/2)
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iron depletions; weak coarse subangular blocky
structure; very firm; common fine and few
medium calcium carbonate concretions; few
medium pockets of powdery secondary
carbonates; common dark organic stains;
common intersecting slickensides; slightly
alkaline.

Range in Characteristics

Solum thickness: More than 80 inches

Clay content in the control section: 60 to 85 percent

Redoximorphic features: Iron depletions in shades of
gray at more than 40 inches from the surface

Other distinctive soil features: Intersecting
slickensides at 20 to 40 inches from the surface

Aluminum saturation: Less than 20 percent within 30
inches from the surface

Reaction: Very strongly acid to slightly acid (Ap and
E); very strongly acid to neutral (Bt); moderately
acid to moderately alkaline (Btss); mildly alkaline
to moderately alkaline (BCkss)

A or Ap horizon:
Color—hue of 10YR or 7.5YR, value of 3to 5,
and chroma of 1 to 4
Redoximorphic features—none
Texture—silt loam
Other features—none
Thickness—2 to 6 inches

E horizon and EB horizon (where present):
Color—hue of 10YR or 7.5YR, value of 4 or 5,
and chroma of 3, 4, 6, or 8
Redoximorphic features—none
Texture—silt loam
Other features—none
Thickness—O0 to 6 inches

Bt horizon:

Color—hue of 5YR or 2.5YR, value of 3 to 5, and
chroma of 4 or 6

Redoximorphic features—few or common iron
accumulations in shades of brown

Texture—clay

Other features—none

Thickness—10 to 36 inches

Btss horizon:

Color—hue of 5YR or 2.5YR, value of 3 to 5, and
chroma of 4 or 6

Redoximorphic features—few or common iron
accumulations in shades of brown

Texture—clay

Other features—intersecting slickensides

Thickness—18 to 60 inches (combined Bt and
Btss)
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BCkss horizon:

Color—hue of 5YR or 2.5YR, value of 3 or 4, and
chroma of 4 or 6

Redoximorphic features—few or common iron
accumulations in shades of brown and iron
depletions in shades of gray

Texture—clay or silty clay

Other features—intersecting slickensides and 1
to 5 percent calcium carbonate concretions

Gurdon Series

Depth class: Very deep

Drainage class: Somewhat poorly drained

Permeability: Moderate

Landscape: Coastal plain

Landform: High stream terraces

Parent material: Silty alluvium from Pleistocene age
streams

Slope range: 1 to 3 percent

Taxonomic classification: Coarse-silty, siliceous,
thermic Aquic Paleudults

Commonly associated soils: Dubach, Guyton, and
Malbis

» Dubach and Malbis soils are at a slightly higher

elevation than the Gurdon soil and are fine-loamy

» Guyton soils are on low terraces and on narrow

flood plains of drainageways and are fine-silty and

poorly drained

Typical Pedon

Gurdon silt loam, 1 to 3 percent slopes, in woodland;
about 4.3 miles east of Friendship on Louisiana State
Highway 4; 2.6 miles north of the intersection of
Louisiana State Highway 4 and Parish Road 747, then
120 feet east of the road; SW¥s NW'/s sec. 32, T. 15
N., R. 7 W,; latitude 32 degrees 15 minutes

09 seconds N.; longitude 92 degrees 47 minutes

56 seconds W.; Mount Olive Quadrangle, Louisiana:

Ap—oO0 to 4 inches; grayish brown (10YR 5/2) silt
loam; weak fine granular structure; very friable;
common fine roots; strongly acid; clear smooth
boundary.

Bw—4 to 9 inches; brown (10YR 5/3) silt loam; weak
medium subangular blocky structure; very friable;
common fine and medium roots; strongly acid;
clear wavy boundary.

Bt1—9 to 28 inches; yellowish brown (10YR 5/6) silt
loam; common fine distinct light brownish gray
(10YR 6/2) iron depletions; strong brown (7.5YR
5/6) masses of iron accumulation; weak medium
subangular blocky structure; friable; common fine
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and medium roots; few faint clay films on faces of
peds; strongly acid; clear wavy boundary.

Bt2—28 to 38 inches; yellowish brown (10YR 5/6)
silty clay loam; common coarse distinct light
brownish gray (10YR 6/2) iron depletions; strong
brown (7.5YR 5/6) masses of iron accumulation;
weak medium subangular blocky structure;
friable; common fine and few medium roots; few
distinct clay films on faces of peds; very strongly
acid; clear smooth boundary.

Bt3—38 to 45 inches; variegated yellowish brown
(10YR 5/6), light brownish gray (10YR 6/2), and
strong brown (7.5YR 5/6) silty clay loam;
moderate medium subangular blocky structure;
friable; common fine roots; few distinct clay films
on surfaces of peds; very strongly acid; clear
wavy boundary.

Bt4—45 to 65 inches; yellowish brown (10YR 5/6)
silty clay loam; common medium distinct light
gray (10YR 7/2) iron depletions; strong brown
(7.5YR 5/6) masses of iron accumulation;
moderate medium subangular blocky structure;
friable; common distinct clay films on faces of
peds; very strongly acid.

Range in Characteristics

Solum thickness: 60 to more than 80 inches

Clay content in the control section: 10 to 18 percent

Redoximorphic features: Iron accumulations in
shades of brown and iron depletions in shades of
gray beginning at 6 to 20 inches from the surface

Other distinctive soil features: Up to 5 percent
plinthite in the subsoil at 6 or more inches from
the surface

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Extremely acid to moderately acid
throughout, except where the surface has been
limed

A or Ap horizon:

Color—hue of 10YR, value of 4 or 5, and chroma
of 2or3

Redoximorphic features—none to common iron
accumulations in shades of brown or yellow

Texture—silt loam

Other features—none

Thickness—2 to 6 inches

E horizon (where present):
Color—hue of 10YR, value of 5 or 6, and chroma
of 3or4
Redoximorphic features—none to common iron
accumulations in shades of brown or yellow
Texture—silt loam

Soil Survey

Other features—none
Thickness—O0 to 8 inches

Bw horizon:

Color—hue of 10YR, value of 5, and chroma of 3,
4, or 6

Redoximorphic features—none to many iron
accumulations in shades of brown or yellow

Texture—silt loam

Other features—none

Thickness—4 to 8 inches

Bt1 horizon:

Color—hue of 10YR, value of 4 to 6, and chroma
of 4, 6, or 8

Redoximorphic features—iron accumulations in
shades of brown or yellow; iron depletions in
shades of gray

Texture—silt loam, very fine sandy loam, or loam

Other features—up to 5 percent plinthite nodules

Thickness—16 to 30 inches

Bt layers below Bt1 horizon:

Color—hue of 10YR, value of 5 or 6, and chroma
of 4 or6

Redoximorphic features—iron accumulations in
shades of brown or yellow; iron depletions in
shades of gray

Texture—silt loam, loam, or silty clay loam

Other features—up to 5 percent plinthite nodules

Guyton Series

Depth class: Very deep

Drainage class: Poorly drained

Permeability: Slow

Landscape: Coastal plain

Landform: Low stream terraces and narrow flood
plains

Parent material: Silty alluvium from Pleistocene age
streams

Slope range: 0 to 1 percent

Taxonomic classification: Fine-silty, siliceous,
thermic Typic Glossaqualfs

Commonly associated soils: Bienville, Cahaba,
Dubach, Gurdon, Ouachita

* Bienville, Cahaba, Dubach, and Gurdon soils are at

a higher elevation on stream terraces than the

Guyton soil; Bienville soils are sandy throughout;

Cahaba and Dubach soils are well drained and fine-

loamy; and Gurdon soils are coarse-silty

» Ouachita soils are in higher positions on flood

plains than the Guyton soil and are well drained and

do not have an argillic horizon
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Typical Pedon

Guyton silt loam, in woodland; about 1.8 miles east of
Jamestown on Louisiana State Highway 154; 0.6 mile
north on an oil well road to electrical highline, 0.6
mile west of highline; then 140 feet south of highline;
SEYsNW?4 sec. 15, T. 16 N., R. 8 W.; latitude

32 degrees 22 minutes 31 seconds N.; longitude

93 degrees 10 minutes 32 seconds W.; Fryeburg
Quadrangle, Louisiana:

A—oO0 to 4 inches; dark brown (10YR 4/3) silt loam;
weak fine granular structure; very friable; many
fine and medium roots; very strongly acid; clear
smooth boundary.

Eg1l—4 to 16 inches; grayish brown (10YR 5/2) silt
loam; common medium distinct dark yellowish
brown (10YR 4/6) masses of iron accumulation;
weak medium subangular blocky structure;
friable; common medium roots; common fine
pores; few spots of organic stains; very strongly
acid; clear wavy boundary.

Eg2—16 to 20 inches; light brownish gray (10YR 6/2)
silt loam; few medium distinct dark yellowish
brown (10YR 3/4 and 4/4) masses of iron
accumulation; weak medium subangular blocky
structure; friable; common medium roots;
common medium pores; few spots of organic
stains; very strongly acid; abrupt irregular
boundary.

Bt/Eg—20 to 34 inches; gray (10YR 5/1) silty clay
loam; common medium prominent strong brown
(7.5YR 5/8) masses of iron accumulation; the E
material is mainly in wide, vertical seams of light
brownish gray (10YR 6/2) silt loam and makes up
about 40 percent of the horizon; weak medium
and coarse subangular blocky structure; the silty
clay loam is firm, and the silt loam is friable;
common fine roots; common medium pores;
common distinct clay films on surfaces of some
peds; common fine organic stains; very strongly
acid; clear irregular boundary.

Btg1l—34 to 45 inches; grayish brown (10YR 5/2) silty
clay loam; few vertical seams 1 to 3 inches wide
of light brownish gray (10YR 6/2) silt loam;
common coarse prominent strong brown (7.5YR
5/6) masses of iron accumulation; moderate
medium subangular blocky structure; firm; few
fine pores; common distinct clay films on
surfaces of some peds; very strongly acid; clear
wavy boundary.

Btg2—45 to 55 inches; gray (10YR 6/1) silty clay
loam; many medium prominent strong brown
(7.5YR 5/6) masses of iron accumulation;
moderate medium subangular blocky structure;
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firm; few fine pores; common distinct clay films
on surfaces of peds; very strongly acid; clear
wavy boundary.

BCg—55 to 65 inches; grayish brown (10YR 5/2) clay
loam; common medium prominent strong brown
(7.5YR 5/6) and light olive brown (2.5Y 5/6)
masses of iron accumulation; massive; firm; few
fine roots; very strongly acid.

Range in Characteristics

Solum thickness: 55 to 80 inches

Clay content in the control section: 20 to 35 percent

Redoximorphic features: Depleted matrix with iron
accumulations beginning at 0 to 6 inches from
the surface

Other distinctive soil features: Glossic horizon at 20
to 34 inches from the surface

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Extremely acid to moderately acid
throughout

A or Ap horizon:

Color—hue of 10YR, value of 3 to 6, and chroma
of 2 or 3; where value is 3, thickness is less
than 6 inches

Redoximorphic features—none to few iron
accumulations in shades of brown

Texture—silt loam

Other features—none

Thickness—2 to 8 inches

Eg horizon:

Color—hue of 10YR or 2.5Y, value of 5 to 8, and
chroma of 1 or 2

Redoximorphic features—few to many iron
accumulations in shades of brown

Texture—silt loam

Other features—none

Thickness—11 to 27 inches

E/Btg horizon (where present):

Color—hue of 10YR or 2.5Y, value of 5 or 6, and
chroma of 1 or 2 (Bt); hue of 10YR or 2.5YR,
value of 5 to 8, and chroma of 1 or 2 (E)

Redoximorphic features—few to many iron
accumulations in shades of brown and iron
depletions in shades of gray

Texture—silt loam or very fine sandy loam (E);
silt loam, silty clay loam, or clay loam (Bt)

Other features—none

Thickness—O0 to 15 inches

Bt/Eg horizon:
Color—hue of 10YR or 2.5Y, value of 5 or 6, and
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chroma of 1 or 2 (Bt); hue of 10YR or 2.5YR,
value of 5 to 8, and chroma of 1 or 2 (E)
Redoximorphic features—few to many iron
accumulations in shades of brown and iron
depletions in shades of gray
Texture—silt loam, silty clay loam, or clay loam
(Bt); silt loam or very fine sandy loam (E)
Other features—none
Thickness—8 to 24 inches

Btg horizon:

Color—hue of 10YR or 2.5Y, value of 5 or 6, and
chroma of 1 or 2

Redoximorphic features—few to many iron
accumulations in shades of brown and iron
depletions in shades of gray

Texture—silt loam, silty clay loam, or clay loam

Other features—none

Thickness—15 to 45 inches

BCg horizon and Cg horizon (where present):

Color—hue of 10YR or 2.5Y, value of 5 or 6, and
chroma of 1 or 2

Redoximorphic features—few to many iron
accumulations in shades of brown and iron
depletions in shades of gray

Texture—silt loam, silty clay loam, clay loam, or
sandy clay loam

Other features—none

Kolin Series

Depth class: Very deep

Drainage class: Moderately well drained

Permeability: Very slow

Landscape: Coastal plain

Landform: Stream terraces

Parent material: Alluvium from loamy over clayey
stream deposits

Slope range: 1 to 5 percent

Taxonomic classification: Fine-silty, siliceous,
thermic Haplic Glossudalfs

Commonly associated soils: Forbing and Shatta

» Forbing soils are at a lower elevation than the Kolin

soil and have a clayey subsoil

» Shatta soils are at a higher elevation than the Kolin

soil and are loamy throughout and have a fragipan

Typical Pedon

Kolin silt loam, 1 to 5 percent slopes, in woodland;
1.6 miles west of Louisiana State Highway 7 on
Parish Road 446; 300 feet west of the intersection of
Parish Roads 446 and 447; 450 feet south of Parish
Road 446 on a woodland road, then 150 feet west of
the road; SWYsNE'/4 sec. 8, T. 16 N., R. 99 W.;

Soil Survey

latitude 32 degrees 23 minutes 25 seconds N.;
longitude 93 degrees 18 minutes 26 seconds W.;
Heflin Quadrangle, Louisiana:

Ap—oO0 to 3 inches; dark grayish brown (10YR 4/2) silt
loam; weak fine granular structure; very friable;
many fine and medium roots; strongly acid; clear
wavy boundary.

E—3 to 9 inches; pale brown (10YR 6/3) silt loam;
weak medium subangular blocky structure;
friable; many fine and common medium roots;
strongly acid; clear wavy boundary.

Bt1—9 to 17 inches; yellowish brown (10YR 5/6) silt
loam; weak medium subangular blocky structure;
friable; common fine and medium roots; common
distinct clay films on faces of peds; strongly acid;
clear wavy boundary.

Bt2—17 to 29 inches; yellowish brown (10YR 5/8)
silty clay loam; common medium prominent
yellowish red (5YR 5/6) masses of iron
accumulation; common fine prominent pale brown
(10YR 6/3) iron depletions; moderate medium
subangular blocky structure; friable; common fine
and medium roots; common distinct clay films on
faces of peds; few fine brown concretions; thin
pale brown coatings of silt on faces of peds,
around roots, and in pores of the lower part of the
horizon; very strongly acid; clear wavy boundary.

Bt/E—29 to 39 inches; yellowish brown (10YR 5/6)
silty clay loam (Bt); common medium prominent
pale brown (10YR 6/3) iron depletions; light gray
(10YR 6/2) coatings of silt about /s to /2 inch
thick surround peds (E); weak medium
subangular blocky structure; friable; few fine
roots; light gray coatings of silt make up about 18
percent of horizon; common faint clay films on
faces of peds; few fine brown concretions;
strongly acid; clear irregular boundary.

2B’t1—39 to 54 inches; yellowish brown (10YR 5/6)
silty clay; red (2.5YR 4/6) masses of iron
accumulation; common medium prominent light
brownish gray (10YR 6/2) iron depletions;
moderate medium subangular blocky structure;
firm; common distinct clay films on faces of peds;
thin light brownish gray coatings of silt on faces
of some peds; strongly acid; gradual wavy
boundary.

2B’'t2—54 to 62 inches; red (2.5YR 4/8) clay;
common medium distinct yellowish red (5YR 5/6)
masses of iron accumulation; common medium
prominent light brownish gray (10YR 6/2) iron
depletions; moderate medium subangular blocky
structure; very firm; common faint clay films on
faces of peds; few thin light brownish gray
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coatings of silt on faces of some peds; very
strongly acid; gradual wavy boundary.
2C—62 to 78 inches; red (2.5YR 4/8) clay; common

medium prominent light brownish gray (10YR 6/2)

iron depletions; massive; firm; strongly acid.
Range in Characteristics

Solum thickness: 60 to more than 80 inches

Clay content in the control section: 20 to 35 percent

Redoximorphic features: Iron accumulations, clay
depletions, and iron depletions beginning at 12 to
30 inches from the surface

Other distinctive soil features: Clayey lithologic
discontinuity at 20 to 40 inches from the surface

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Strongly acid to slightly acid (A and E),
very strongly acid to moderately acid (Bt and
Bt/E); very strongly acid to moderately alkaline
(2Bt and 2C)

A or Ap horizon:
Color—hue of 10YR, value of 3 or 4, and chroma
oflor2
Redoximorphic features—none
Texture—silt loam
Other features—none
Thickness—3 to 7 inches

E horizon:
Color—hue of 10YR, value of 5 or 6, and chroma
of 1to 3
Redoximorphic features—none
Texture—silt loam or loam
Other features—none
Thickness—O0 to 6 inches

Bt horizon:

Color—hue of 10YR or 7.5YR, value of 5 or 6,
and chroma of 4, 6, or 8

Redoximorphic features—none to common iron
accumulations in shades of red or brown

Texture—silt loam or silty clay loam

Other features—total sand content is less than
25 percent

Thickness—10 to 20 inches

Bt/E horizon:

Color—hue of 10YR or 7.5YR, value of 4 to 6,
and chroma of 4, 6, or 8 (Bt); hue of 10YR,
value of 6 or 7, and chroma of 1 or 2 (E)

Redoximorphic features—none to common iron
accumulations in shades of red or brown;
common or many iron depletions or clay
depletions in shades of gray

Texture—silt loam or silty clay loam
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Other features—silt coatings and interfingering of
albic materials between peds (E)
Thickness—b5 to 15 inches

2B't horizon:

Color—hue of 10YR to 2.5YR, value of 4 or 5,
and chroma of 6 or 8

Redoximorphic features—few to many iron
accumulations in shades of red or brown;
common or many iron depletions in shades of
gray

Texture—clay or silty clay

Other features—clay content ranges from 40 to
55 percent

2C horizon (where present):

Color—variegated in shades of red, brown, or
gray

Redoximorphic features—few to many iron
accumulations in shades of red or brown;
common or many iron depletions in shades of
gray

Texture—clay or silty clay

Other features—clay content ranges from 40 to
55 percent

Mahan Series

Depth class: Very deep

Drainage class: Well drained

Permeability: Moderate

Landscape: Coastal plain

Landform: Uplands

Parent material: Coastal plain sediments from
Tertiary age, iron-rich clayey marine deposits

Slope range: 1 to 12 percent

Taxonomic classification: Clayey, kaolinitic, thermic
Typic Hapludults

Commonly associated soils: Bowie, Briley, and Sacul

» Bowie and Sacul soils are at a lower elevation than

the Mahan soil; Bowie soils are fine-loamy; and Sacul

soils have gray iron depletions within 30 inches of the

soil surface

* Briley soils are in positions similar to those of the

Mahan soil and have thick sandy surface and

subsurface layers

Typical Pedon

Mahan fine sandy loam, 5 to 12 percent slopes, in
woodland; 0.9 mile east of Mount Lebanon on Parish
Road 250, then 80 feet north of the road; SE*/4aNE/4
sec. 36, T. 18 N., R. 7 W.; latitude 32 degrees

30 minutes 19 seconds N.; longitude 93 degrees

02 minutes 02 seconds W.; Gibsland Quadrangle,
Louisiana:
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A—oO0 to 5 inches; dark brown (10YR 4/3) fine sandy
loam; weak fine granular structure; very friable;
common fine roots; about 10 percent, by volume,
ironstone gravel; strongly acid; clear wavy
boundary.

E—5 to 11 inches; brown (7.5YR 5/4) fine sandy
loam; weak fine subangular blocky structure;
very friable; many fine and common medium
roots; about 8 percent, by volume, ironstone
gravel; strongly acid; gradual wavy boundary.

Bt1—11 to 18 inches; red (2.5YR 4/8) clay; moderate
medium subangular blocky structure; firm; many
fine and common medium roots; about 10
percent, by volume, ironstone gravel; common
distinct clay films on faces of peds; very strongly
acid; clear wavy boundary.

Bt2—18 to 26 inches; red (2.5YR 4/8) clay loam;
common medium prominent strong brown (7.5YR
5/6) masses of iron accumulation; moderate
medium subangular blocky structure; firm;
common fine and medium roots; about 5 percent,
by volume, ironstone gravel; common fine and
few medium dusky red (2.5YR 3/2) soft masses;
common prominent clay films on faces of peds;
very strongly acid; gradual wavy boundary.

Bt3—26 to 41 inches; red (2.5YR 4/6) sandy clay
loam; moderate medium subangular blocky
structure; firm; common fine and few medium
roots; common fine concretions; common distinct
clay films on faces of peds; very strongly acid;
clear wavy boundary.

BC—41 to 63 inches; red (2.5YR 4/6) sandy clay
loam; common fine prominent light yellowish
brown (10YR 6/4) and brownish yellow (10YR
6/6) lithochromic mottles; common thin prominent
light brownish gray (10YR 6/2) coatings around
roots and in old root channels; moderate medium
subangular blocky structure; firm; few fine roots;
few fine dark brown concretions; very strongly
acid; clear wavy boundary.

C—63 to 70 inches; stratified red (2.5YR 4/8) sandy
clay loam and light brownish gray (10YR 6/2),
yellowish brown (10YR 5/6), and red (2.5YR 4/6)
sandy loam pockets and layers; massive; friable;
few fine dark brown concretions; very strongly
acid.

Range in Characteristics

Solum thickness: 40 to more than 80 inches

Clay content in the control section: 35 to 60 percent

Redoximorphic features: None

Other distinctive soil features: Gravel to cobble size
ironstone fragments at 0 to 6 inches from the
surface

Soil Survey

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Strongly acid or moderately acid (A and E);
very strongly acid to moderately acid (Bt, BC,
and C)

A or Ap horizon:

Color—hue of 10YR to 5YR, value of 3 to 5, and
chroma of 3, 4, or 6

Redoximorphic features—none

Texture—fine sandy loam

Other features—1 to 15 percent gravel size
ironstone fragments; O to 2 percent cobble
size ironstone fragments

Thickness—3 to 8 inches

E horizon:

Color—hue of 7.5YR or 5YR, value of 4 or 5, and
chroma of 4 or 6

Redoximorphic features—none

Texture—fine sandy loam

Other features—1 to 15 percent gravel size
ironstone fragments; O to 2 percent cobble
size ironstone fragments

Thickness—O0 to 10 inches

Bt horizon:

Color—hue of 5YR to 10R, value of 4 or 5, and
chroma of 6 or 8

Redoximorphic features—none

Texture—sandy clay loam, sandy clay, clay, and
clay loam

Other features—1 to 15 percent gravel size
ironstone fragments; O to 2 percent cobble
size ironstone fragments; lithochromic mottles
in shades of brown, yellow, and gray

Thickness—20 to 50 inches

BC horizon:

Color—hue of 5YR to 10R, value of 4 or 5, and
chroma of 6 or 8

Redoximorphic features—none

Texture—sandy loam, fine sandy loam, or sandy
clay loam

Other features—O0 to 15 percent gravel size
ironstone fragments; O to 2 percent cobble
size ironstone fragments; lithochromic mottles
in shades of brown, yellow, and gray

Thickness—12 or more inches

C horizon:
Color—variegated in shades of red and brown
Redoximorphic features—none
Texture—stratified sandy clay loam to sandy
loam
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Other features—none to many small pockets and
horizontal seams of whitish clay (kaolin); O to
15 percent gravel size ironstone fragments;
lithochromic mottles in shades of brown,
yellow, and gray

Malbis Series

Depth class: Very deep
Drainage class: Moderately well drained
Permeability: Moderately slow
Landscape: Coastal plain
Landform: Uplands
Parent material: Coastal plain sediments from
Pleistocene age loamy marine deposits
Slope range: 1 to 8 percent
Taxonomic classification: Fine-loamy, siliceous,
thermic Plinthic Paleudults
Commonly associated soils: Beauregard, Eastwood,
and Ruston
» Beauregard and Eastwood soils are at a lower
elevation than the Malbis soil; Beauregard soils are
fine-silty and have gray iron depletions within 30
inches of the surface; and Eastwood soils have a
clayey and loamy subsoil
* Ruston soils are at a higher elevation than the
Malbis soil, are well drained, and do not have plinthite
in the subsoil
Typical Pedon

Malbis fine sandy loam, 1 to 3 percent slopes, in
woodland; about 2 miles north of Fryeburg; 1.8 miles
north of the intersection of Louisiana State
Highways 792 and 516; 1 mile east on Parish Road
494; south on Parish Road 489, then 300 feet west of
the road; SW*4NEYs sec. 30, T. 17 N., R. 8 W,;
latitude 32 degrees 25 minutes 58 seconds N.;
longitude 94 degrees 13 minutes 25 seconds W.;
Fryeburg Quadrangle, Louisiana:

Ap—o0 to 4 inches; dark grayish brown (10YR 4/2)
fine sandy loam; weak fine granular structure;
very friable; many fine roots; few worm casts;
strongly acid; clear smooth boundary.

E—4 to 14 inches; yellowish brown (10YR 5/4) fine
sandy loam; weak fine granular structure; very
friable; many fine roots; common fine pores; few
worm casts; very strongly acid; clear wavy
boundary.

Bt1—14 to 27 inches; yellowish brown (10YR 5/6)
sandy clay loam; weak medium subangular
blocky structure; friable; common fine and
medium roots; common fine and medium pores;
common distinct clay films on faces of peds;
strongly acid; gradual wavy boundary.
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Bt2—27 to 43 inches; yellowish brown (10YR 5/8)
sandy clay loam; common medium prominent red
(2.5YR 4/6) and yellowish red (5YR 5/6) masses
of iron accumulation; weak medium subangular
blocky structure; very hard; friable; few fine and
medium roots; common fine pores; common
distinct clay films on faces of peds; about 3
percent nodular plinthite; few small pebbles of
chert; strongly acid; diffuse wavy boundary.

Btv—43 to 60 inches; yellowish brown (10YR 5/8)
sandy clay loam; common medium prominent red
(2.5YR 4/8) masses of iron accumulation;
common medium distinct light brownish gray
(10YR 6/2) iron depletions; weak medium
subangular blocky structure; hard; friable; few
fine roots; common distinct clay films on faces of
peds; about 10 percent, by volume, chert gravel;
about 6 percent, by volume, nodular plinthite;
very strongly acid.

Range in Characteristics

Solum thickness: 60 to more than 80 inches

Clay content in the control section: 18 to 33 percent

Redoximorphic features: Iron accumulations in
shades of brown, yellow, or red and iron
depletions in shades of gray beginning at 30 to 50
inches from the surface

Other distinctive soil features: 5 percent or more
plinthite nodules at 24 to 56 inches from the
surface

Aluminum saturation: Up to 85 percent in some
pedons within 30 inches from the surface

Reaction: Very strongly acid to moderately acid (Ap
and E); very strongly acid or strongly acid (Bt
and Btv)

A or Ap horizon:
Color—hue of 10YR, value of 3 to 5, and chroma
of2or3
Redoximorphic features—none
Texture—fine sandy loam
Other features—none
Thickness—4 to 8 inches

E horizon:
Color—hue of 10YR, value of 5 to 7, and chroma
of2to 4
Redoximorphic features—none
Texture—fine sandy loam
Other features—none
Thickness—O0 to 11 inches

Bt horizon:
Color—hue of 10YR or 7.5YR, value of 4 or 5,
and chroma of 4, 6, or 8
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Redoximorphic features—none to common iron
accumulations in shades of red

Texture—loam, s